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IN-LINE OIL FLOW METERS

Applications:

• 
• 
• 
• 
• 

• 
• 
• 
• 
• 

Electronic oil meter - 1/2" BSP/NPT

• 

• 

• Flow rate up to 30L/min (8 US gal/min) with up to SAE140 viscosity

Value Proposition

In-line oval gear meter with electronic register designed to accur rate up to 30L/min  

The meter has a large LC displa v

Large display

Resettable batch total 

Non resettable   
accumulative total

Accuracy +/- 0.5%  
of reading

1/2" BSP or  
NPT Ports

https://www.macnaughtusa.com/fluid-handling-rfq-form/



In-line oil meters

Note¹  Subject to Macnaught warranty terms and conditions, see inside back cover.
Note²  Parts available for 10 years from deletion or upgrade of model.

IM012E-02 IM019E-02

IM012P-02 IM019P-02IM012M-02

IM012M-02 IM012E-02 IM012P-02 IM019E-02 IM019P-02

Flow range 1-30 L(0.26-8gal)/min 1-30 L(0.26-8gal)/min 1-30 L(0.26-8gal)/min 3 - 80L(0.8-21gal)/min 3 - 80L(0.8-21gal)/min

Meter / register Oval gear / Mechanical Oval gear / Digital Oval gear / Pulse output Oval gear / Digital Oval gear / Pulse output

Accuracy (flow rate)

Features

4-digit resettable  
batch totaliser  

7-digit accumulative 
totaliser

6-digit digital display 
resettable batch 

Pulse output model 

either reed switch  
and/or hall effect sensor

6-digit digital display  
resettable and non 
resettable totals 

Pulse output model 

either reed switch and/
or hall effect sensor

Protective shroud

Inlet port 1/2" NPT (F) 1/2" NPT (F) 1/2" NPT (F) 3/4" NPT (F) 3/4" NPT (F)

Outlet port 1/2" NPT (F) 1/2" NPT (F) 1/2" NPT (F) 3/4" NPT (F) 3/4" NPT (F)

Fully serviceable

Warranty¹ 2 years 2 years 2 years 2 years 2 years

Parts guarantee² 10 years 10 years 10 years 10 years 10 years

Compatible fluids

BSP models available

For more information visit macnaughtusa.com




