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SIZE CHART

FINISHED MEASUREMENTS

FABRIC REQUIREMENTS
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BUST 31” 
79cm

32” 
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84cm
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38” 
97cm
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107cm
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WAIST 24”
61cm

25”
64cm

26”
66cm

27”
69cm

28”
71cm

29.5”
75cm

31”
79cm

33”
84cm

35”
90cm

37”
94cm

39”
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HIP 33”
84cm

34”
86cm

35”
89cm

36”
91cm

37”
94cm

38.5”
98cm

40”
102cm

42”
107cm

44”
112cm

46”
117cm

48”
122cm
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BUST 36.5” 
93cm

37.5” 
95cm

38.5” 
98cm

39.5” 
100cm

40.5” 
103cm

42” 
107cm

43.5” 
110cm

45.5” 
115cm

47.5” 
121cm

49.5” 
126cm

51.5” 
130cm

WAIST 35.5” 
90cm

36.5” 
93cm

37.5” 
95cm

38.5” 
98cm

39.5” 
100cm

41” 
104cm

42.5” 
108cm

44.5” 
113cm

46.5’
118cm

48.5” 
123cm

5O.5” 
128cm

HIP 40.5” 
103cm

41.5” 
105cm

42.5” 
108cm

43.5” 
110cm

44.5” 
113cm

46” 
117cm

47.5” 
120cm

49.5” 
126cm

51.5” 
131cm

53.5” 
136cm

55.5” 
141cm

 

S I Z E  C H A R Ts   &  finish      e d  m e asur    e m e n t s
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FABRIC
45” / 1.14m

3.5 yd 
3.2 m

3.5 yd 
3.2 m

3.5 yd 
3.2 m

3.5 yd 
3.2 m

3.5 yd 
3.2 m

4 yd 
3.75 m

4 yd 
3.75 m

4 yd 
3.75 m

4 yd 
3.75 m

4 yd 
3.75 m

4 yd 
3.75 m

FABRIC
58” / 1.5m

2.5 yd 
2.3 m

2.5 yd 
2.3 m

2.5 yd 
2.3 m

2.5 yd 
2.3 m

2.5 yd 
2.3 m

3 yd 
2.75 m

3 yd 
2.75 m

3 yd 
2.75 m

3.5 yd 
3.2 m

3.5 yd 
3.2 m

3.5 yd 
3.2 m

INTERFACING 
58” / 1.5m

1yd 
1 m

1yd 
1 m

1yd 
1 m

1yd 
1 m

1yd 
1 m

1yd 
1 m

1yd 
1 m

1yd 
1 m

1yd 
1 m

1yd 
1 m

1yd 
1 m

 

Add extra yardage for directional prints and plaids.

•	 12 x 1/2” (12mm) metal snap buttons
•	 26” separating coat zipper
•	 1 1/2” yard (1.3m) 5mm drawstring
•	 Optional: 3 yards of  double fold bias tape to finish 

neckline and coat hem (can be replaced with serged 
stitch or homemade bias tape)

•	 Optional: 2 x grommets - size #0 or #1, inside 
diameter 6-7 mm (can be replaced with machine 
buttonhole)

•	 Optional: topstitching thread
•	 Polyester thread
•	 Marking tool

•	 Light to medium weight woven fabric such as 
twill, gabardine, ripstop and linen.

•	 Light to medium weight fusible interfacing.

FABRIC REQUIREMENTS ADDITIONAL SUPPLIES


