
SERVICE BAY SPECIFICATIONS

10’ 2” minimumHEIGHT:

14’ recommendedWIDTH:

24’ recommendedDEPTH: 

208-230v, 1pH, 20aPOWER:

OPEN-TOP 2-POST 
CLFP9

Challenger’s 9,000 lb. capacity 2-post lift boasts 
standard 3-stage front and rear arms that o�er 
maximum sweep, arm retraction, and reach.

SPECIFICATIONS SERVICE BAY LAYOUT

MODEL # CLFP9

challengerlifts.com | 800-648-5438

MODEL NUMBER CLFP9

Rise Height 6’ 57⁄8”

Overall Height 10’ 7⁄8”

Overall Width 11’ 51⁄2”

Drive Thru Clearance 8’ 23⁄16”

Front Arm Reach Min 241⁄2” Max 441⁄2”

Rear Arm Reach Min 241⁄2” Max 441⁄2”

Screw Pad Height Min 4” Max 6”

Rise Time 50s

Required Ceiling Height 10’ 17⁄8”

Model CLFP9 
Installation, Operation and Maintenance 
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GENERAL SPECIFICATIONS 
 

See Figure 1 CLFP9 
A   Column Height 120 7/8” 
B   Rise Height (Screw Pads Highest Position) 78 1/8” 
C   Screw Pad Height 4” to 5 7/8” 
D   Overall Width 137 1/2" 
E   Inside of Columns 109” 
      Drive Thru Clearance 98 3/16” 
      Ceiling Height Required 121 7/8” 
   *  Maximum Capacity 9,000 lbs.  (2250 lbs. Per Arm) 
  **  Lifting Time  50 Sec. (approximate) 

      Motor 2HP, Single Phase, 60Hz, 208/230 
Optional – 2HP, Three Phase, 50/60Hz, for 208 or 230 or 460 

 

* Lift capacity ratings are based on loads equally distributed on all four arms. 
** Lifting and lowering speeds may vary depending on the weight of the vehicle. 
 
 

 
 Fig 1a - General Specifications Fig1b - Service Bay Layout 

 
 

CONCRETE
4” thick, reinforced, free from cracks/seams, 
3500+ psi & cured 28+ days


