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System to Installation 

Inspect the package 
Open the box and remove all the components. Inspect them to ensure nothing was damaged during 

shipping. If any part is cracked or broken, please immediately contact AquaKlear Filtration customer 

support for a replacement at: info@aquaklearfiltration.com 

Recommended tools list 

• Variable speed drill with a 1/2” hollow diamond bit (for drilling a hole on countertop for drinking 

faucet). If laminate or wood counter use drill bit for wood. 

• Utility knife or tubing cutter 

 

    

 

 

 

 

 

 

 

 

 

 

Step 1 – Faucet Install (Standard Non-Air-Gap Faucet) 

1. Most sinks have an extra hole for the mounting of the additional faucets, sprayers or soap 

dispensers. If your sink does not already have an additional hole, you will want to drill a 1/2” 

hole for the drinking faucet. 

1. Once the hole is prepared, assemble the parts of the faucet. Insert the faucet into the hole in 

the countertop. From under the counter thread the wingnut onto the stem of the faucet until 

snug. Use the 3/8” to 1/4” push coupler to connect the faucet to the 3/8” tube connected to the 

out side of the triple filter.    

Step 2 – Install Water Supply Connector 

1. Turn off the cold-water line under the sink. Open the kitchen faucet to release any pressure and 

make sure the water has stopped before proceeding. Use a towel or bucket to catch any water 

drips. 

Parts List 

1) Triple filter with 3/8” connections 

2) Faucet with 1/4” quick connect 

3) 3/8” tubing 

4) Filter wrench  

5) Angle stop valve 

6) 3/8” to 1/4” coupling 
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2. Disconnect the water supply line from the cold-water valve connection. Screw the female side of 

the provided angle stop valve onto the cold-water line first, and then screw on the cold-water 

line to the male end of the angle stop valve. Ensure a proper seal, but do not over-tighten.  

3. When the handle of the feed water adapter is turned perpendicular to the water line, this is the 

“OFF” position. When in line with the water line, the connecter is “ON”. 

* Note: Filters are preinstalled.  

Step 3 – Fitting and Tube Connections 

1. Supply Tube: Insert the larger 3/8” tube into the fitting until you reach the 3/4” mark on the 

tube into the “in” side of triple filter. Run the tube to the push connection on the angle stop 

valve. Cut the tube with some extra length so you have room to hang the triple filter to the side 

of the cabinet.  Next insert the tube into the push connection on the angle stop valve.   

2. Use the remaining 3/8” tube to connect to the “out” side of the triple filter with the other end 

connected to the drinking water faucet.   

How to use the Quick-Connect fittings 

1. To connect: Check and cut the tubing end squarely and cleanly with utility knife or tubing cutter.  

2. Make a 3/4” mark at the end of the tube so you will be able to confirm when the tube is 

inserted fully into the fitting. 

3. Insert the tube into the fitting until you reach the 3/4” mark of the tube. You will feel resistance 

when the tube reaches the small rubber O-ring inside the fitting. You will need to wiggle the 

tube and apply additional pressure to get it past the O-ring and create the seal. If the tube is not 

3/4” into the fitting and past the O-ring, no seal will be created, and leaking will occur. 

To Disconnect: While PRESSING Lock Sleeve DOWN to eliminate gap, pull out tubing. 

Step 4 – System Start-Up 

Once everything is in place, turn on the drinking faucet. Slowly open the water supply valve and allow 

water to flow into the unit, eventually exiting through the faucet. Check for leaks. 

Allow the faucet to remain open to rinse the unit for at least 5 minutes. It is normal to see residual 

carbon and fine air bubbles in the water when flushing the system for the first time. If the faucet drips a 

bit when closed, this is also normal for the first couple of days and is the result of pressure from trapped 

air.  If the water looks cloudy this is oxygenated water and is a result of increased free oxygen molecules 

with alkaline water. 

*Check for leaks daily for the first week and occasionally thereafter. 

Step 5 – How to Change Filters 

1. Shut off the cold-water supply valve. Place the bucket or towel under the system to catch any 

water spills. 

2. If there is enough room under the sink and the filter is hung on the wall, you can twist the filter 

housing off without removing the system from the wall. Otherwise, you will need to pull the 

system out, lay it down, and remove the housing at that point. Be carful with the tubing 

connections when removing the system.  

3. Twist off the filter housings in the counterclockwise direction using the filter housing wrench. 
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4. To install the new vertical filter cartridges and tighten the filter housing back on. Remember not 

to over-tighten them or they will be hard to unscrew the next time. 

Note: To order replacement filters, contact us at info@aquaklearfiltration.com 

 

 

 

Average Maintenance Schedule 

Cartridge Description 1 Year 

Sediment Filter ✓ 

Carbon Block Filter ✓ 

Alkaline & Heavy Metals Filter 
Up to 1 year or 

when PH falls below 8.5 

Warranty Registration 

This warranty covers defects in materials or workmanship in manufacturing of your ChloriKlear pH+ 

drinking water filter system. 

This warranty is active for 365 days from the date of purchase by the consumer “Warranty Period”. 

This warranty does not cover filter cartridges and any products that were not installed in compliance 

with the instructions or that have been abused or operated incorrectly. It also does not cover incidental 

or consequential damages caused by failure of the product. Lastly, this warrant is voided if the product is 

used with parts that are not genuine AquaKlear Filtration, LLC parts. 

We will replace the defective part of the covered product and send it to you with installation 

instructions upon payment for shipping and handling incident. 

To register your product for the warranty and any warranty claims, email info@aquaklearfiltration.com 

name, location of purchase, and address where installed. Also, please include copy of purchase receipt. 

 If you have any questions or concerns about your product, please do not hesitate to email us, or put it 

in the notes/comments upon your warranty registration. Your satisfaction is our business. 

If you are happy with our products and service, please show your support by writing a review. Thank 

you! 

 

Contact Us 

Office Hours: Monday-Friday, 8:00AM-5:00PM MST / Email: info@AquaKlearFiltration.com 
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