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Before using, please read this manual carefully and keep it for future reference. 

1. To avoid electric shock and fire, do not allow water or any flammable detergent to get into or to clean 
    the product.

    with power supply voltage.

6. Leave at least 30cm of space on the back and sides of the product, and at least 50cm of space above 
    the product when using.
7. Ensure both the filter and its cover are properly installed before using.
8. Do not insert finger or other things into the air outlet/inlet to prevent physical damage or trouble. 
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the device is powered up.

    the corresponding angle according to the current air quality.

    The light ring displays the corresponding colour according to the air quality. When the air quality is 
    good, it displays blue; when the air quality is normal, it displays yellow; when the air quality is poor. it 
    displays red. When you push the screen, device will enter the manual mode, and the wind
    speed can be set arbitrarily.

SPECIFICATIONS

GUIDE TO USE

Model                         FTL-002-WHT
Size                             244 x 244 x 544mm
Weight                        3.7kg
Adapter                       Input: AC 100-240V
Power                          45W
CADR                          400m3/hr 
Coverage Area            80m2
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Model                         FTL-002-WHT_UV
Size                             244 x 244 x 544mm
Weight                        3.7kg
Adapter                       Input: AC 100-240V
Power                          45W
UV Component          Professional Germicidal UVC 3535 LED
CADR                          320m3/hr 
Coverage Area            50m2

Upon connecting the DAWN UV Air Purifier to power socket, the buzzer will ring for 1 second. This means 
that the device is powered up.

1. Upon connecting to the power supply, DAWN UV Air Purifier will beep for a second, and the device will 
    power up and enter the automatic mode. When the screen turns to the highest point, the light 
    indication will gradually changes to the brightest state for 30 seconds. After which, machine will turn to 
    the corresponding angle according to the current air quality.

    The light ring displays the corresponding colour according to the air quality. When the air quality is 
    good, it displays blue; when the air quality is normal, it displays yellow; when the air quality is poor,
    it displays red. When you push the screen, device will enter the manual mode, and the wind speed
    can be set arbitrarily.

2. When the machine is standby mode, press the power button to enter the automatic mode with the 
    same function as above.



WIFI OPERATION 

1. Scan the QR code to download "Smart Life" APP. You can also search "Smart Life" in either APP store    
    or Google Play to install the APP.

2. Open the "Smart Life APP", tap "Register" to register a "Smart Life" account with your phone number     
     or E-mail. Then sign in the APP.
3. Open the "Smart Life APP", click "add device" or tap "+" on the top right corner of the APP homepage. 
    There are two methods to enter the page of "add device" -Add WiFi manually or search for the 

In the homepage of add device manually, choosing any one of product rang to enter a new homepage 
and ensure the indicator light flash quickly. 

on the top right corner to enter Easy mode and AP mode, then could choose one of mode to connect 
with WiFi. 

ADD DEVICE IN DEFAULT MODE (RECOMMENDED):
Make sure your smart device is energised and your mobile phone is connected to your WiFi network. If the 

3. When the machine is in standby mode, push the screen to turn on, then it enters manual mode.
     The greater the angle of adjustment, the higher the wind speed; conversely, the lower the angle of 
     adjustment, the lower the wind speed.
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• Ensure the machine is unplugged before removing or installing filter. 
• When the light ring keeps flashing red, it indicates that the filter needs to be replaced. 
• Please wipe the dust on the filter regularly, do not wash or use it repeatedly.
• Please use the filter specially designed for this product.

ADD DEVICES IN AP MODE 

1. If failed in Easy Mode, users could also add devices in AP Mode.

3. Tap "+" on the top right corner of the APP. Select AP mode and tap it. Then tap "Ensure the indicator         

    select the WiFi network named "Smart Life_XXXX" to connect it. 

    be listed in your APP list. 

your mobile phone and smart device are all connected to the network, and to change the router name 
into Smart Life XXX).

Tap "+" on the top right corner of the APP, select type of service device and click it. When appearing 

APP list.

INSTALLATION OF FILTER
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4 Packaging

Step 2: Invert the machine, and rotate the base 

Step 1:  Unplug the power socket of the machine before replacing or installing the filter.

Step 3: Take out the filter from the machine.

The steps for replacing the filter are as follows: 

Step 4: Remove the packaging of the filter.

Step 6: 

Step 7: 
purifier into the power socket, and Long press the 

to remove the red light from the power indicator 
that alarms the filter.

Step 5: Install the filter into the machine.
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Note:
           packaging and installing the product. 

• Ensure the machine is unplugged before maintenance.
• Do not immerse the machine into water or any liquid.
• Do not use abrasive.corrosive or flammable cleansers (such as bleach or alcohol) to clean any part
   of the unit.
• Don't use a vacuum clear the filter or wash it directly.

• Ensure the machine is power-off and unplugged. 
• Remove the filter, clean up the dust adsorbed on the surface of the filter.

   air inlet outlet.

• Power off and unplug the power plug, the power cord arrangement bundled.
• Remove the filter, clean up the dust adsorbed on the surface of the filter.

   air inlet outlet.

   place.

MAINTENANCE
Note

Cleaning

Storage
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• Is it plugged into a power socket? Is there a power outage?
• Is the home leakage switch or fuse cut off?
• Is the filter replacing indicator flashing?

Not Working 

Poor Performance 

Significant Noise 

The reminder of 

replaced a new one 

SITUATION REASON

• Is there any dust in the surface of pre-filter?
• Is there any obstacle blocking the air inlet/outlet? 

• Is there anything stuck on the fan in the air outlet? 

• Please set a lower grade of wind speed if the noise is too loud or set 
   sleep grade of wing speed when using in bedroom at night.

   few use. The air purifier will also emit smell if the filter is dusty. In this 

    unplug the power socket and contact us.

• The filter has been replaced. You may not reset the filter life counter.

   eliminate the flashing red light, and the counter will resume from "O" 
   hours. 

 If the above FAQ can not solve your problems and need maintenance, please contact the 

FAQ




