
Remove artwork from wall.
Locate, then mark top center of artwork with a pencil.
Locate the Vision Series Mounting Template provided which fits
your model (17”, 30”, 43”, or 56”). If needed, fold or cut the 
mounting template to your selected size.
Tape the selected template to the back of your artwork with the
centerline matched to the center mark on your artwork. Ideally, centerline matched to the center mark on your artwork. Ideally, 
the long horizontal line with the indicated screw holes should be 
⁄” - 1” below the top of your frame. With a sharp object or 
pencil, mark the screw holes in the brackets (2 per bracket).
Align the mounting bracket with the marked holes and attach with
4 small black screws provided. Take care that once the screw is
installed, it will not damage the artwork. Drilling a pilot hole is
recommended, though may not be required. Do not worry ifrecommended, though may not be required. Do not worry if
mounting brackets are not completely level with one another; 
Adjustments in step 6 can make up for slight differences.
Unfold the arms of the Vision Series 90°. Do not tighten or 
attempt to tighten the arms. Guide the two arms into the slots of 
the mounting brackets and tighten with the included allen wrench.
Height of the light is subjective and should be adjusted as desired.
Raising the light can help eliminate glare.Raising the light can help eliminate glare.
Connect the included power supply to the LED Controller 
attached to the light. An extension cord is included; Use if needed.
Use remote control to dim as desired. Reattach artwork to wall 
and enjoy!

indicated in the image to the right.



LED Controller

Keep all mounting accessories and components out of the reach of small children. Small parts, in particular, might present a choking hazard.

Never allow children to play with, or otherwise handle or operate, the light, its remote control, power supply, extension cord, or packaging, 
as injury to themselves or others could result.

9.

Using a pencil, mark your wall at center and top of your artwork. 
Remove artwork from wall.
Locate the Vision Series Mounting Template provided which fits your
model (17”, 30”, 43”, or 56”).  If needed, fold or cut the mounting 
template to your selected size.
Using a level, tape the selected template to the wall with the centerline 
matched to the center mark made on your wall.  Ideally, the long matched to the center mark made on your wall.  Ideally, the long 
horizontal line with the indicated screw holes should be  ⁄” - 1” 
below the mark previously drawn. With a sharp object or pencil, mark 
the screw holes in the brackets. (2 per bracket) Do not worry if 
mounting blocks are not completely level with one another; 
Adjustments in step 7 can make up for slight differences.
Drill through the 4 holes using a 3/16” bit. 
Place a dry wall anchor (included) in each hole then attach the Place a dry wall anchor (included) in each hole then attach the 
mounting block with the two long silver screws provided.
Unfold the arms of the Vision Series 90̊.  Do not tighten or attempt to 
tighten the arms.  Guide the two arms into the slots of the mounting 
brackets and tighten with the included allen wrench.  Height of the light 
is subjective and should be adjusted as desired.  Raising the light can 
help eliminate glare.
Connect the included power supply to the LED Controller attachedConnect the included power supply to the LED Controller attached
to the light. An extension cord is included; Use if needed.
Use remote control to dim as desired. Reattach artwork to wall and enjoy!  


