
YOU WILL NEED: 

□ Scissors or Utility Knife □ Tape Measure or Ruler □ Pencil c::J Spirit Level (or other leveling device) 

D Adult Supervision Recommended □ Drop Sheet

1. PREPARE

2. LEVEL

3. SPRAY

□ Water Spray Bottle □ Clean Cloth

Before you begin, make sure you turn off all power points for safety, remove power outlet 
and light switch covers before commencing the below cleaning and installation process. 

Before installing our wallpaper, ensure that your walls are sealed and smooth. Clean the 
wall surface. Priming is always recommended for best results, especially with old, 
damaged or flaking paint and on a wall with uneven surfaces. This wallpaper is suitable 
for indoor use only. 

Be sure to inspect your roll/s to ensure that they are in good condition, with no variations 
in colour, and that no other faults are present. We cannot accept liability for defects that 
are apparent at the time of hanging, nor can we be responsible for any consequential loss. 

Let's begin! 

Start off by laying down your drop sheet to protect your floor and wallpaper. 
Roll out a portion of your wallpaper. With the help of an adult, cut off the info tag at the 
beginning of your roll. Keep unraveling to find the cut line for each panel. Each panel is 
numbered on the left, and has a cut line on the right. You will have 5-6 panels depending 
on the size of your mural. Cut all your panels and set aside. 

Measure your murals length (found on info tag) across your wall where you would like it to 
be placed. Mark these points. Take your spirit level or other leveling device and, from the 
left mark, measure a straight vertical line up to your ceiling. Place a mark every 11-15" 
(30-40cm) as a guide for your first panel. 

If you are unsure, you can check out our Wallpaper Mural Installation Tutorial Video for 
visual aid. 

Fill your spray bottle with tap water. A standard spray bottle can be used. Roll out the 
length of your first panel and lay face down on your drop sheet. 

Spray the back of the paper with water starting from one end and working your way to the 
other. Check that the surface of the wallpaper is visibly saturated with water. If not, apply 
more water using the spray bottle. We recommend water to be applied at a rate of 4oz 
(100ml) per llft2 (lm2). 

https://bigkidco.com/blogs/video/wallpaper-mural-installation-and-care
https://www.instagram.com/bigkidco/
https://www.youtube.com/channel/UCVFurzSRGX5-jnkcp3ERQjA
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