
The C2301 is an instrument that measures the earth loop in an electrical network. The meter has two 
current transformers (CT) in the clamp i.e. one to induce a signal and the other to receive the signal. 
The receiving camp is extremely sensitive and can measure very low current signals.

The unit is capable of measuring low current values as well as current in milliamperes. The instrument 
is useful in measuring earth loops in telecommunications, electrical installations, cable TV systems, 
electrical distribution poles and transmission towers.

 CAT6 PATCH PANEL 24 PORT 19" - 1RU

PRODUCT DATASHEET

•	 CAT6 Component Level Compliant

•	 Handy replaceable label strips, so labelling is easily done and changed

•	 Sturdy metal construction

•	 Rear cable management bar and cable ties included

•	 Supplied with cage nuts and screws

•	 Wiring label for both 568A and 568B wiring formats

•	 KATT style termination

COMPLIANCE AND SAFTEY

ORDERING INFORMATION

FEATURES

Part no. PP24C6

•	 EIA/TIA 568B.2-1 CAT6

•	 Exceeds Powersum NEXT requirements

•	 UL listed

•	 ACMA/RCM Compliant E1508

WARNING: 
Do not take risks. Serious injury or death may result if not used correctly. 
Non contact voltage detectors are only to be used by a competent person 
after reading appropriate instructions.


