
Water Maintenance

Oxidizer & Sanitizer
Frequency: Weekly

● Sirona Simply Oxidizer Link
● Sirona Simply Sanitizer Link

1. Add 2 measuring spoons (2 fl. oz) of Sirona Simply Oxidizer to the tub.
2. Wait 15 minutes.
3. Add 1 measuring spoon (1 fl. oz) of Sirona Simply Sanitizer to the tub.
4. Let it circulate for 15 minutes before entering the tub.

Optional Weekly Check
1. Check with Sirona Simply test stips that the concentration of the water is 50 ppm and

adjust if necessary. This is done by checking the “San'' line to the color chart on the
bottle. If this is below the recommended range then add ½ a measuring spoon, wait 15
minutes and retest.

Filter & Strainer Maintenance

Filter Maintenance
Frequency: 2-4 weeks

● Filter Link

If your tub sees lighter use (<7 per week with one person) then you can change once per
month. If the tub is heavily used (>7 times per week and used by multiple people) then you
will need to change the filter once every two weeks. Check the filter discoloration (image
below), if it’s a brown color it will need to be replaced.

https://www.amazon.com/Sirona-Spa-Care-Simply-Oxidizer/dp/B09SGJRNV3
https://www.amazon.com/Sirona-Spa-Care-Simply-Sanitizer/dp/B0B35BC6CT
https://www.amazon.com/Membrane-Solutions-Replacement-Compatiable-SPC-25-1050/dp/B082WS9NPH/ref=sr_1_1_sspa?crid=2EV9ML7XHGBWY&keywords=pleated%2Bwater%2Bfilter%2B10%2Bx%2B2.5%2B20%2Bmicron&qid=1672864119&sprefix=pleated%2Bwater%2Bfilter%2B10%2Bx%2B2.5%2B20%2Bmicron%2Caps%2C155&sr=8-1-spons&spLa=ZW5jcnlwdGVkUXVhbGlmaWVyPUExMUVYT0VaMk1ESzA4JmVuY3J5cHRlZElkPUEwODg3OTM4TjZOOEZEVTFXVkhOJmVuY3J5cHRlZEFkSWQ9QTAxOTMwMjMzN0M4VDBVMklDM1dQJndpZGdldE5hbWU9c3BfYXRmJmFjdGlvbj1jbGlja1JlZGlyZWN0JmRvTm90TG9nQ2xpY2s9dHJ1ZQ&th=1


How to Change Your Filter
1. Turn off the chiller at the side.
2. Turn the ball valve at the tub “water out” location to the closed (crossed/perpendicular)

position.
3. Use the filter wrench or your hands to loosen the filter housing.
4. Remove dirty water from filter housing.
5. Replace the filter cartridge with a new one.
6. Make sure the gasket is still in place on the underside of the filter cap.
7. Tighten the filter back on with your hand.
8. Turn the ball valve at the tub “water out” location to the open (parallel) position.
9. Turn the chiller back on.

Strainer Maintenance
Frequency: Weekly

1. Turn off the chiller using the side power button.
2. Turn the ball valve at the tub “water out” location to the closed (crossed/perpendicular)

position.
3. Unscrew the strainer housing and place it somewhere safe.
4. Unscrew the strainer.



5. Rinse strainer under tap water to remove any debris with your hand, cloth or paper towel.
6. Screw the stainer back into the chiller “inlet”.
7. Screw the stainer housing back into the chiller “inlet”.
8. Turn the ball valve at the tub “water out” location to the open (parallel) position.
9. Turn the chiller back on.

Hose Maintenance

Hose Maintenance
Frequency: Every Few Months
Check the inside of the hose if you are refilling - if you notice white particles forming within
the end of the hose then you can rinse the inside with a mild vinegar solution. This will break
up the calcium formations and allow for better flow of the water.

Need Help? Schedule a Call:
contact@inergizehealth.com


