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PID Resistant M10 cells and
encapsulants.

Salt mist & ammonia resistant.

AR Coated tempered PV grade glass.

Excellent low light performance.

Certied to withstand harsh
environmental conditions.

More Reliable Products

MBB

Solar Cell

Technology

M10

144 Half

Cut Cells 

Part of a 40+ years old reputed brand

Widest range of PV modules

Intensive R&D and 34 In house QCs

Best in class BOM sourced from top suppliers

First In industry 30 years warranty

Robust supply chain & logistics

Pre and post lamination EL testing

+VE Power

Tolerance

0~+ 4.99wp

Maximum

Efciency

Upto 21.31%

Superior module efciency & better eld
reliability.

Multi-busbar technology based half-cut
Mono PERC cells.

Better performance in partial shading &
low light conditions.

Increased tolerance to microcracks and
hotspots.

M10 sized solar cell for lower LCOE &
Better ROI.

2182mm

Reduced internal cell resistance & increased
power output.

Double EL tested for 0% micro cracks

Why Bluebird ?

Also Available with DCR content

ISO 45001:2018ISO 14001:2015ISO 9001:2015

ALMM
R-93014680 

Premium Quality Mono-facial & Bifacial

Half-Cut Solar PV Modules  

Cells

144144 525W-550W

On Grid Large
Scale Utility
System

Residential
Rooftop
Systems

Industrial &
Commercial
Rooftop Systems

Solar Water
Pumps
(PM KUSUM)

https://bluebirdsolar.com/
mailto:info@bluebirdsolar.in
https://www.sejda.com/call/01147052209
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Name of Dealer: ......................................................................................

Name of Customer: .................................................................................

Address: .................................................................................................

Dealer Detail

(Affix Stamp)

70, First Floor, Rajasthani Udyog Nagar Industrial Area

G.T.  Karnal Road (Opp. Jahangirpuri Metro Sta?on)

Delhi - 110033

011 4705 2209, 1800113911(Toll Free)info@bluebirdsolar.inwww.bluebirdsolar.com
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CORPORATE OFFICE

70, Rajasthani Udyog Nagar Industrial Area, G.T. Karnal Road,

(Oppsite Jahangirpuri Metro Station) Delhi-110033

WORKS

Plot No.5, Ecotech, Udyog Vihar, Greater Noida,

Uttar Pradesh-201306 

Module Series

Maximum Power Pmax (Wp)

Maximum Voltage Vmpp (V)

Maximum Current Impp (A)

Open Circuit Voltage Voc (V)

Short Circuit Current Isc (A)

Module Efficiency (%)

Mono Half-cut

Maximum Power Pmax (Wp)

Maximum Voltage Vmpp (V)

Maximum Current Impp (A)

Open Circuit Voltage Voc (V)

Short Circuit Current Isc (A)

Temperature coefficient (Tc) and permissible opera�ng condi�ons

Tc of Open Circuit Voltage

Tc of Short Circuit Current 

Tc of Power

Maximum series fuse ra�ngs

Temperature Range

Maximum System Voltage

-0.27%/°C 

0.050%/°C

-0.35%/°C

45 ± 2°C

25A

-40°C to +85°C

Junc�on Box

Cables & Connectors 

Superstrate

Cell Encapsulant 

Backsheet

Frame

Applica�on Class

Composite Film - White (Black & Transparent op�onal)

Silver Anodized Aluminum frame with twin wall profile

Mechanical Load Test  Sustain heavy sta�c load (2400 Pa & 5400 Pa)

**Refer to Bluebird Solar’s warranty documents for terms and condi�ons.
   Specifica�on and electrical data included in this datasheet are subject to change without no�ce. Please confirm your requirements with the company
   representa�ve while placing your order.

Solar Cells ( )

525

41.35

12.70

49.20

13.47

20.34

392.70

38.44

10.22

46.00

10.85

Dimension (LxWxH) 2278mm x 1133mm x 35/40mm 

Weight 28 Kg

Packaging Standard 30 Modules per Pallet

400 mm (+ve) and 400 mm (-ve) lenght cables, MC4 Compa�ble or MC4 Connectors

Above quan��es are subject to varia�on depending on miscellaneous Factors  |  Trucks under considera�on are all open body trucks.  |  Customized packaging available. 

Packaging Information

Approvals and certications

*

*some cer�fica�ons are under process

Pallet/Truck

10

12

18

22

Pallet/Truck

22

Modules/Truck

300

360

540

660

Module/Truck

660

ALMM, BIS, IEC 61215/IS 14286, IEC 61730-I & II, 
IEC 61701, IEC 61853, IEC 62804, IEC 62716

12 Years

Linear Power Warranty for 30 years
with 2% for 1st year degrada�on
and 0.55% from year 2 to 30 year

I-V Curve (for different irradiance)

ISO 9001:2015, ISO 14001: 2015
ISO 45001:2018

30

Warranty Graph

BBS24MC525 BBS24MC530 BBS24MC535 BBS24MC540 BBS24MC545 BBS24MC550

530

41.48

12.78

49.35

13.53

20.53

535

41.65

12.85

49.50

13.60

20.73

540

41.78

12.93

49.65

13.68

20.92

545

41.93

13.00

49.80

13.76

21.12

550

41.90

13.13

49.70

13.83

21.31

396.44

38.56

10.28

46.14

10.90

400.30

38.64

10.36

46.37

10.97

404.00

38.74

10.43

46.55

11.03

408.30

38.84

10.51

46.70

11.09

412.20

38.94

10.59

46.83

11.15

(12 x 6 x 2)

98%




