
YILMAZ – TURKEY  
PVC AUTOMATIC WATER SLOT MACHINE  
MODEL: ST-264    

 

TECHNICAL DETAILS 

 Electrical 
 550 W x 3 
 230 V 
 50~60 Hz  

 Stroke: 18000 RPM  
 Pressure:6-8 Bar 
 Air Consumption:  19 lit/min 
 Gross Weight: 120 Kg  
 Dimension 

 Width x Length x Height 
 77 x 74 x 149 cm   

DESCRIPTION  

Ideal for opening water drain slots on PVC profiles in two or three axes and with 
different angles and heights. 

 Water slot opening on PVC profiles. 
 Driller motors work separately in tree axis or two motors positioned in different axis work at the same time. 
 Practical adjustment of water slot length and depth by means of the stoppers. 
 Adjustment of motor progress speed with pneumatic system. 
 2 x pneumatic clamping system ensures high operation precision. 
 Automatically starting the drilling process by pushing the single button. 
 Automatically adjustment of the axis crookedness on the profile by means of the movable table. 
 Motor selection through the switches. 
 PLC control system. 

STANDARD ACCESSORIES 

 Service keys. 
 Milling Cutters. 
 Air gun. 

OPTIONAL ACCESSORIES 

 Left and right profile support arms.  


