
©  2 0 2 1  A l c a  p l a s t ,  s .  r .  o .  C h a n g e s  i n  d i m e n s i o n s  a n d  d e s i g n  r e s e r v e d .  |  w w w . a l c a p l a s t . c o m 1

M279 Antivandal

Flush plate Antivandal for pre-wall installation systems, metal

Application

For use in public buildings – Antivandal 

For pre-wall installation systems and concealed WC cisterns 

Features

Locking screws are hidden inside of the flush plate 

Double-acting mechanical flushing 

Compatible with all Alcaplast pre-wall installation systems and cisterns for 

building into solid walls 

Massive construction from stainless steel 

Material: stainless steel 

Highly resistant to mechanical damage 

Scope of supply

Fixing hardware for attaching the cover frame: screws M4×10 – 2 pcs 

Flush plate 

Fixing frame of the flush plate 

Threaded frame clamp 2 pcs 

Order number, Logistic information

Weight Dimensions Quantity

Code EAN (piece | packing)(piece | packing | palett) (packing | palett)

M279 8595580501693 Metal 0,9273 | 9,2730 | 279,6440 kg 250×40×175 | 390×240×300 mm 10 | 280 pcs

Guarantee

2/2 years 

Customs code

73269098 

Technical specifications

Operating force < 20 N 
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