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Clearpond Liner Grip Clip 
Description 

 

The Clearpond Liner Grip Clip is a liner fixing method which will 

enable you to adhere liner easily and safely to brick, limestone and 

timber walls that surround the pond.  

 

The Clearpond Liner Grip Clip is 

a 2 part fixing system used to 

hold the liner in place around the 

internal perimeter of your pond or 

waterfeature. The female Grip 

Clip piece is bolted to the wall 

and the pond liner edge is simply 

"clipped" into place using the 

male section of the Grip Clip 

allowing for a perfectly 

professional finish to the pond. 

 

Available in a 3 metre lengths it suits all of Clearpond's liners from 

0.5mm thick PVC liner to our Proliner and Firestone 1.14mm thick 

liners. The clips can be cut shorter to fit the desired area.  

 

The pond liner should finally be clipped into place once the pond is 

full of water, this will stop the liner de-clipping as the tension 

increases on the liner as the pond fills.  

 

Installation 
 

1.  Mark a chalk line around the perimeter 

of the water feature or pond where your 

Clearpond Liner Grip Clip is to be 

fastened. Double check the perimeter to 

make sure it is level.   

 

2. Position the female Grip Clip strip just 

under the line you marked on the wall of 

the pond, then drill holes through the strip 

and into the wall, at 150mm intervals. 

 

Depending on the type of screws / bolts that 

are used, make sure the screw heads are not 

sharp. This is so when the liner is clipped 

into place it won’t catch against the screw heads and rip the liner. We 

suggest putting a splodge of silicon on top of the screw heads or run 

some pond liner underlay along the screw heads to protect the liner.   

 

3. Repeat the above procedure for each female clip strip around the 

perimeter of your pond, ensuring the butt joins are neatly aligned, this 

makes for a good fit when it comes to inserting the male strip later.   

To fit the last piece of the strip mark the exact length you need then 

trim down with a hacksaw, removing any burrs from the saw cut then 

attach the strip to the wall.   

 

 

 

 

4. Remove all debris from inside the pond, using a vacuum or dustpan and 

brush, making sure nothing sharp is left behind on the walls or floor and 

start preparing the base of the pond with pond liner underlay or fine sand. 

 

5. Remove the liner from its packaging, taking care to protect it from sharp 

objects and lay it out in the pond ready for installation.   

 

6. Take the side of the liner and lift it up to meet the female clip which is 

fastened against the wall. Make sure there are no wrinkles, as this means 

that the top of the liner is not square with the 

base. If diagonal wrinkles appear, move the top 

of the liner in the opposite direction to correct the 

wrinkle this should help straighten the liner out. 

Ensure there is sufficient slack in the wall of the 

liner so there will be no stress on the liner where 

it meets the floor.   

 

Hint: To ensure the liner wall is evenly spaced, secure and fasten at four 

points around the perimeter. (Eg. 3 o’clock, 6 o’clock, 9 o’clock & 12 

o’clock) ensuring there is sufficient slack in the wall of the liner so there 

will be no stress on the liner where it meets the floor. This will help ensure 

the liner wall is even in the perimeter. Fill the pond or waterfeature at 

intervals this will allow you time to adjusting these four points by releasing 

the tension on the liner as it fills. Keep working between the points to gather 

the liner a little as you go. 

 

7. Once the pond or waterfeature is filled with water to the desired level (as 

close to the Grip Clip as possible). Using the male insert part of the 

Clearpond Liner Grip Clip, clip the liner into 

place. Do not hammer the insert into the 

extrusion as it may cut the liner. If it is aligned 

properly it will ‘slip’ into position by pushing 

on it with your two thumbs. Once you have 

inserted the start with your thumbs, you can use 

the rubber mallet to gently ‘tap’ the male insert 

into place.  

 

Start the next length with your thumbs then 

use the mallet. It is important to align the male 

insert with the female clip before pushing it 

into place. If it is not aligned and you force it, 

you can damage the liner.  

 

Continue around the perimeter of the tank 

until the liner is completely fastened. You may have to gather the liner a 

little as you go. If there is too much to stretch or gather in any one area, 

you’ll need to unclip part or all of the liner and refasten it.  

 
 
More information can be found 

www.clearpond.com.au 

Information Line 1800 222 010  
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