
 

  

ACID RESISTANT  INDUSTRIAL 

PRESSURE SPRAYERS 
 (Germany) 

Product Descrip on 

These sprayers are resistant to most dilute acid solu�ons such as 10% hydrofluoric acid, 10% nitric acid, 10% citric acid, 10% 

propionic acid, 30% phosphoric acid, 30% sulfuric acid, 25% hydrochloric acid, 20% ace�c acid.  
 

Applica ons 

Aluminium brightener, descaling chemicals, brick, �le, concrete acid washing, shower & bathroom cleaner. 

 

Technical Features 

� VITON Seals   � Acid Resistant Springs   � Polypropylene Pump 

� HDPE Bo/les   � Ø 0.8 mm Adjustable Nozzle  � Liquid Capacity: 900/1200mL 

� Max Pressure: 44/58 PSI  � Safety Pressure Release Valve  � Total Capacity: 1.0/1.5L 

 

� Packing: Boxes of 15 and 30 sprayers and 360 sprayers per pallet. 

� Customised bo/le prin�ng op�on is available for minimum 3 pallets order (3 x 360 sprayers) for an addi�onal charge.  

 

DATA SHEET CONTENTS: This data listed in the data sheet is representa�ve of current product technical data. These values may be revised at any �me without no�ce.   [V.06.2016] 

1.0L  -  Product # 03 040832AR 1.5L  -  Product # 03 040856 

Note: These sprayers are not suitable for highly concentrated acid ra�os, alkaline or petroleum based substances. 


