
Thank you for purchasing the LevelMatePRO vehicle
leveling system.  This product was designed for ease of use
and utilizes the best possible components to achieve
accuracy you can count on.  LevelMatePRO is proudly

made in the USA.

Remove the 4 screws on the top of the cover.

Remove the top cover and set aside.

Remove the battery from the packaging and install it 
with the plus (+) sign up as in figure 1.

Replace the top cover and reinstall the 4 screws.

Install the LevelMatePRO
The LevelMatePRO must be installed on a wall or vertical surface on the
interior of your vehicle.  The top cover of the product must face the side,
front or rear of the vehicle when installed.  The arrows on the product label
should point up toward the ceiling of the vehicle.  Attempt to install the
product as straight as possible both horizontally and vertically.  There is
no need to install the product perfectly level or perpendicular as theno need to install the product perfectly level or perpendicular as the
product is designed to compensate for imperfect installation orientation.
Using the 2 provided screws, mount the product on the wall or any vertical
surface.  Insure that the arrows on the label are pointing up.

Start the app on your smartphone or tablet.

Select units of measure
Select the desired units of measure at the bottom of the Orientation
Select screen (figure 2).  

Select vehicle type
At the bottom of the Orientation Select screen (figure 2), select either the
towable or driveable option that corresponds to your vehicle type.  Tap the
Save button at the bottom of this screen to save your selections.

Confirm setup is complete
After completing the Set Level task above, tap the Back button at the top
left of the Settings screen to go to the Leveling screen (figure 5 or 6).  Once
at the Leveling screen check to insure that there are no up or down arrows
displayed and the height requirement dimensions are all displaying ‘0’.
If you selected the ‘towable’ option, the round level indicators should be
green. green.  These items will be your indication that the LevelMatePRO has
properly recorded the current level position.  From this point on, each time
you start the app to use the LevelMatePRO the Leveling screen will be 
displayed instead of the Orientation Select or Settings screen.  Anytime 
you need to return to the Settings screen you can do so by tapping the 
gear icon at the top right of the Leveling screen.

Set the advertising time
Navigate to the Orientation Settings screen in the app (figure 2) and tap
the arrow icon in the upper right corner of the screen.  This will take you
to the Advertising and Display Settings screen (figure 7).  Input the 
number of hours you would like the system to continue to advertise the
Bluetooth signal after the LevelMatePRO no longer detects motion.  If 
you are using the LevelMatePRO with a towable vehicle and would like you are using the LevelMatePRO with a towable vehicle and would like 
to use the recall hitch position feature, you will need to set the number of 
hours for the length of your trip.  If you are using the LevelMatePRO with 
a driveable vehicle, you can likely set the number to 1 hour if that is 
usually enough time to get your vehicle level at the partking location.  
This feature helps give you control of your battery life and the less hours 
you program the system to advertise the Bluetooth signal, the longer 
your battery life will be.your battery life will be.



TECHNOLOGY

The towable Leveling screen
Once the app connects with your unit it will display the Leveling screen
(figure 1).  The towable Leveling screen consists of 2 main sections related
to leveling your vehicle.  The top section shows a front view of a trailer and
is used for leveling the vehicle from side-to-side.  The bottom section
shows a side view of a trailer and is used for leveling the vehicle from
front-to-back.  Each leveling section contains a measurment distance,front-to-back.  Each leveling section contains a measurment distance,
a yellow arrow (when not in a level position) and a level indicator as noted
in figure 1.

Level your towable vehicle from side-to-side
As noted above, when leveling your vehicle from side-to-side you will be
using the top section of the Leveling screen.  When the vehicle is not in a
level position, there will be a yellow arrow pointing upward on one side of
the trailer graphic front view.  This indicates which side of the vehicle
needs to be raised to achieve a level position from side-to-side.  The
displayed measurement indicates how much height will be required ondisplayed measurement indicates how much height will be required on
the side where the arrow is displayed.  Stack your leveling blocks to the
height indicated by the displayed measurement and place the blocks in
the front or rear of the tire(s) on the side indicated by the arrow.  Then
move your vehicle so that the tires are on top of the blocks and check the
level indicator displayed over the measurement distance.  If you have
achieved a level position, the level indicator will be green and the 
displayed measurement distance will be ‘0displayed measurement distance will be ‘0’ as in figure 2.  If the level
indicator is red and the displayed measurement distance is not ‘0’, then
note the measurement disance and move the vehicle tire(s) off the blocks
and add or remove blocks equaling the measurement distance that was
displayed when the tire(s) were on the blocks.  Once again, move the
vehicle tire(s) onto the blocks and check the level indicator and
measurement distance to insure that the vehicle is now level from
side-to-side.side-to-side.

Save your hitch position (towable vehicles only)
If the vehicle you are leveling is a trailer, you will need to disconnect it
from your tow vehicle before leveling it from front-to-back.  Release your
hitch from the tow vehicle and extend the jack on the trailer until the hitch
is just above the ball or hitch plate (in the case of a 5th wheel hitch).  At
the bottom left of the Leveling screen, tap on the Save Hitch Position
button. button.  This will record the current position of the trailer hitch.  This saved
position can be used to return the hitch to the current position when you
are ready to reattach the trailer to the tow vehicle.

Level your towable vehicle from front-to-back
Once your vehicle is level from side-to-side you are ready to begin leveling
from front-to-back.  For this step you will be using the bottom section of
the Leveling screen.  Similar to the side-to-side leveling step, when the
vehicle is not in a level position there will be a yellow arrow pointing up or
down near the front of the trailer graphic side view as shown in figure 2.
This indicates whether the front of the vehicle needs to be lowered (arrowThis indicates whether the front of the vehicle needs to be lowered (arrow
pointing down) or raised (arrow pointing up) to achieve a level position
from front-to-back.  If the vehicle you are leveling is a trailer, simple raise
or lower the tongue of the trailer as indicated by the up or down arrow in
the bottom section of the Leveling screen.  Level position for the 
front-to-back will be indicated in the same manner as the side-to-side 
leveling process.  The level indicator will be green and the displayed 
measurement distance will be ‘0’.measurement distance will be ‘0’.

Recall your hitch position (towable vehicles only)
If the vehicle you are leveling is a trailer, you can recall the hitch position
you saved in step 5 to aid in returning your tongue to the position it was in
when you removed it from the tow vehicle hitch.  Tap on the Recall Hitch
position button at the lower right of the Leveling screen.  The Recall Hitch
Position screen will be displayed (figure 3).  The Recall Hitch Position
screen shows a side view of the trailescreen shows a side view of the trailer, a yellow arrow pointing up or down,
and position indicator similar to the level indicators on the Leveling screen.
A measurement distance is also displayed which represents the amount
of distance the tongue needs to be moved up or down (as indicated by the
yellow arrow) to return to the previously saved hitch position.  Moving the
trailer tongue in the direction indicated by the yellow arrow will cause the
displayed measurement distance to be reduced.  The tongue will be at
the saved hitch position when the displayed distance measurement is ‘0the saved hitch position when the displayed distance measurement is ‘0’
and the position indicator is green.  A Hitch Position Save Date is also 
displayed at the bottom of the Recall Hitch Position screen.  This indicates 
when the currently saved hitch position was recorded.

Position your vehicle
Move your vehicle to the position where you would like to begin leveling
and setup.
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