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LSOH - RCHJ, RSFJ, AP Clips information sheet 
 

Please note that all our range of RCHJ, RSFJ, AP clips are manufactured from copper to the following spec: 
- BS EN 1652 Cu – ETP (C101) Hv VPN  070-095 Max Grain Size 0.035mm Chemical Analysis Copper 99.900 
– 99.990, Lead 0.000 – 0.005 (conforms to BS EN 1652 Cu-ETP) Certificates of conformity available on 
request: 
 
Coating: 
 
Plascoat LDPE, NG30 PPA Series Talisman Series of Coating Powders RoHS and WEEE European Directives. 
 
Plascoat LDPE, NG30 PPA Series and Talisman Series of Coating powders are all manufactured from polyfin 
polymer resins plus pigment, stabilisers, and other additives, they contain: 
 
No Polybrominated biphenyls (PBB) No Polybrominated diphenyl ether (PBDE including DecaBDE) No Heavy 
metal (Lead Cadmium, Mercury etc) No Hexavalent chromium (Cr6+) 
 
Therefore, Plascoat’s LDPE, NG30 PPA Series and Talisman Series of coating powders contain no 
substances listed in Directive 2002/95/CE also known as “The Register of Hazardous Substances” (RoHS), 
and therefore conform to the requirements of Directive 2002/96/CE also known as “Waste from Electrical 
and Electronic Equipment” (WEEE). 
 
Furthermore, they contain: - 
 
No Halogens (Chlorine/Chloride) No Phthalates (or other plasticisers) No Isocyanates (TGIC etc) No Volatile 
solvents (VOC’s) 
 
As a result, any combustion fumes produced are low in smoke and have a low toxicity index. 
 
 
Yours Faithfully 
 
 
Cable Glands UK Ltd 
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