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Advanced Barricades 

Ph: (844) 831-8400 - info@advancedbarricades.com 

Easy-to-Move Safety Barriers for your Crowd Control Needs 

 

 

 

 

 

 

 

 

 

 

 

 

             Water-Filled Safety Barricades 

Above (Left): WaterCade low profile barricade, 

ideal for hihg-wind environments. 

Right: WaterCade WC02 constructions 

barricade and WC03 crowd control barricade 

! 

WaterCade WC01 Low Profile Barricade 

for High-Wind Conditions 

Designed for use at airports, landing 

fields, and high-wind environments 

WC-10 weighs 28 lbs empty; 260 lbs filled 

to capacity - 10"H x 96"L x 10"W 

WC-24 weighs 37 lbs empty; 785 filled to 

capacity - 24"H x 96"L x 14"W 

 

WaterCade WC02 Barrier for Traffic 

Safety & Construction 

Designed for traffic control, traffic 

delineation highway construction 

safety, and highway area delineation 

WC02 weighs 44 lbs empty; 760 lbs 

filled to capacity 

Approved to prevent car rollovers 

WaterCade WC03 Multi-Purpose Barricade 

for Construction, Security, Crowd, and Event 

Control 

Ideal for perimeter delineation, crowd 

control, construction sites, and parking 

areas. 

WC03 weighs 100 lbs empty; 1,380 lbs filled 

to capacity 

 


