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UNIVERSAL SONAR MOUNT

WELD DOWN SUB PLATE, FOR HINGE
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REVISIONS

ZONE REV DESCRIPTION DATE APPROVED

-- 1 INITIAL RELEASE 02014-SEP-26 - -

-- 2 LOCATION HOLE,  REVISED DIMS 02015-APR-14

3 COMPACT AND CLAMP BLOCK MNTS 02019-APR-30

PRO/E REPORTED PARAMETERS

PRO/E MATERIAL

AL6061
PRO/E MASS

20.869
PRO/E VOLUME

213.136

PRO/E DRAWING FILE NAME:

500-1022-03

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES.
TOLERANCES ARE:

 .X +/-  0.1

 .XX +/-  0.01

 .XXX +/-  0.005

ANGLES +/-  0.5

INTERPRET DIMENSIONS PER
ASME Y14.5M 1994 (R2004)

PRELIMINARY

NOTES:  UNLESS OTHERWISE SPECIFIED.
 
   1.  FOR DIMENSIONS NOT SHOWN SEE COMPUTER GENERATED FILE: 500-1022-03 REV: 3
 
   2.  MATERIAL:  AL 6061 T6
 
   3   FINISH: 125RMS (DECK TO FULL CLEANUP)
 
   4   FINISH: MILL FINISH
 
   5   FINISH: TBD
 
   6.  PLATING:  NONE 
 
   7.  PAINT:  NONE
 
   8.  ONE HALF OF A FEATURE DIMENSIONED ACROSS A CENTER LINE AND/OR A
       SYMMETRIC CALLOUT IS EQUAL TO THE DIMENSION SHOWN DIVIDED BY TWO
       AND ITS TOLERANCE DIVIDED BY TWO.
 
   9.  BREAK AND DEBURR ALL SHARP EDGES.
 
  10.  PART TO BE FREE FROM DIRT AND OILS. 
 
 

NOTES:  UNLESS OTHERWISE SPECIFIED.
 
   1.  FOR DIMENSIONS NOT SHOWN SEE COMPUTER GENERATED FILE: 500-1022-03 REV: 3
 
   2.  MATERIAL:  TBD  COLOR: NATURAL
 
   3   FINISH: 125RMS
 
   4   FINISH: TBD
 
   5   FINISH: TBD
 
   6.  PAINT:  NONE
 
   7.  ONE HALF OF A FEATURE DIMENSIONED ACROSS A CENTER LINE AND/OR A
       SYMMETRIC CALLOUT IS EQUAL TO THE DIMENSION SHOWN DIVIDED BY TWO
       AND ITS TOLERANCE DIVIDED BY TWO.
 
   8.  BREAK AND DEBURR ALL SHARP EDGES.
 
   9.  PART TO BE FREE FROM DIRT AND OILS.
 
  10.  BAG AND TAG WITH PART NUMBER AND LATEST REVISION LEVEL.
 
  10   MARK ITEM WITH PART NUMBER AND LATEST REVISION LEVEL IN
       0 .125-0.250 HIGH CHARACTERS APPROXIMATELY WHERE SHOWN.  USE
       PERMENANT INK OF CONTRASTING COLOR.  

PLASTIC/NON-METALS MACHINE NOTES

NOTES:  UNLESS OTHERWISE SPECIFIED.
 
   1.  FOR DIMENSIONS NOT SHOWN SEE COMPUTER GENERATED FILE: 500-1022-03 REV: 3
 
   2.  MATERIAL:  TBD  RESIN: TBD  COLOR:  TBD
 
   3.  MAX REGRIND: 20%
 
   4   FINISH: TBD
 
   5   FINISH: TBD /TEXTURE: TBD
 
   6   FINISH: TBD / TEXTURE: TBD
 
   7   TEXTURE: TBD
 
   8.  PAINT:  NONE
 
   9.  DIMENSIONS ARE TO THEORETICAL SHARP CORNERS.
 
  10.  ONE HALF OF A FEATURE DIMENSIONED ACROSS A CENTER LINE AND/OR A
       SYMMETRIC CALLOUT IS EQUAL TO THE DIMENSION SHOWN DIVIDED BY TWO 
       AND ITS TOLERANCE DIVIDED BY TWO.
 
  11.  RADII TYP: 0.020  FILLET TYP:  0.015
 
  12.  DRAFT:  1.0 
 
  13.  PARTING LINE FLASH:  0.005 MAX.
 
  14.  GATE REMNANT:  0.005 MAX.  RECESSED:  0.10 MAX.
 
  15.  GATE, VENT,  PARTING LINE,  AND EJECTOR PIN LOCATIONS MUST BE
       APPROVED BY UNIVERSAL SONAR MOUNT PRIOR TO MOLD CONSTRUCTION.
 
  16.  PART TO BE FREE FROM CRACKS, SINKS, VOIDS AND VISIBLE POROSITY.
 
  17.  PART TO BE FREE FROM MOLD RELEASE AND OILS.
 
  18.  BAG AND TAG WITH PART NUMBER AND LATEST REVISION LEVEL.
 
  18   MOLD PART NUMBER, LATEST REVISION LEVEL ,  AND DATE C0DE
 
      IN 0 .125-0.250 HIGH CHARACTERS APPROXIMATELY WHERE SHOWN.
 
  19.  MUST BE RoHS COMPLIANT.

INJECTION MOLD NOTES

MACHINE NOTES

HOLES SPECIFIC TO HINGED SYSTEM

MOUNT WITH THIS EDGE FACING OUTBOARD

3 4
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REVISIONS

SEE SHEET 1

PRELIMINARY

FOR STANDARD AND HT BASE PLATES (BLUE)

FOR COMPACT  BASE PLATE (RED)

COMPACT CLAMP BLOCKS (ORANGE)

STANDARD AND HT CLAMP BLOCKS (GREEN)
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