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REVISIONS

ZONE REV DESCRIPTION DATE APPROVED

-- 1 INITIAL RELEASE 02013-SEP-09 - -

2 REMOVED PIN HOLES 
INCREASED SOCKET CLEARANCE

02019-JAN-09

PRO/E REPORTED PARAMETERS

PRO/E MATERIAL

AL6061
PRO/E MASS

86.176
PRO/E VOLUME

880.137

PRO/E DRAWING FILE NAME:

550-100-1020

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES.
TOLERANCES ARE:

 .X +/-  0.1

 .XX +/-  0.01

 .XXX +/-  0.005

ANGLES +/-  0.5

INTERPRET DIMENSIONS PER
ASME Y14.5M 1994 (R2004)

NOTES:  UNLESS OTHERWISE SPECIFIED.
 
   1.  FOR DIMENSIONS NOT SHOWN SEE COMPUTER GENERATED FILE: 550-100-1020 REV: 2
 
   2.  MATERIAL:  AL 6061
 
   3   FINISH: 125RMS
 
   4   FINISH: TBD
 
   5   FINISH: TBD
 
   6.  PLATING:  ANODIZE TYPE III CLASS 2 (DYED HARD COAT, BLACK) W/ TEFLON SEAL
 
   7.  PAINT:  NONE
 
   8.  ONE HALF OF A FEATURE DIMENSIONED ACROSS A CENTER LINE AND/OR A
       SYMMETRIC CALLOUT IS EQUAL TO THE DIMENSION SHOWN DIVIDED BY TWO
       AND ITS TOLERANCE DIVIDED BY TWO.
 
   9.  BREAK AND DEBURR ALL SHARP EDGES.
 
  10.  PART TO BE FREE FROM DIRT AND OILS. 
 
  11   MARK ITEM WITH PART NUMBER AND LATEST REVISION LEVEL IN
       0 .125-0.250 HIGH CHARACTERS APPROXIMATELY WHERE SHOWN.  USE
       PERMENANT INK OF CONTRASTING COLOR.  

NOTES:  UNLESS OTHERWISE SPECIFIED.
 
   1.  FOR DIMENSIONS NOT SHOWN SEE COMPUTER GENERATED FILE: 550-100-1020 REV: 2
 
   2.  MATERIAL:  TBD  COLOR: NATURAL
 
   3   FINISH: 125RMS
 
   4   FINISH: TBD
 
   5   FINISH: TBD
 
   6.  PAINT:  NONE
 
   7.  ONE HALF OF A FEATURE DIMENSIONED ACROSS A CENTER LINE AND/OR A
       SYMMETRIC CALLOUT IS EQUAL TO THE DIMENSION SHOWN DIVIDED BY TWO
       AND ITS TOLERANCE DIVIDED BY TWO.
 
   8.  BREAK AND DEBURR ALL SHARP EDGES.
 
   9.  PART TO BE FREE FROM DIRT AND OILS.
 
  10.  BAG AND TAG WITH PART NUMBER AND LATEST REVISION LEVEL.
 
  10   MARK ITEM WITH PART NUMBER AND LATEST REVISION LEVEL IN
       0 .125-0.250 HIGH CHARACTERS APPROXIMATELY WHERE SHOWN.  USE
       PERMENANT INK OF CONTRASTING COLOR.  

PLASTIC/NON-METALS MACHINE NOTES

NOTES:  UNLESS OTHERWISE SPECIFIED.
 
   1.  FOR DIMENSIONS NOT SHOWN SEE COMPUTER GENERATED FILE: 550-100-1020 REV: 2
 
   2.  MATERIAL:  TBD  RESIN: TBD  COLOR:  TBD
 
   3.  MAX REGRIND: 20%
 
   4   FINISH: TBD
 
   5   FINISH: TBD /TEXTURE: TBD
 
   6   FINISH: TBD / TEXTURE: TBD
 
   7   TEXTURE: TBD
 
   8.  PAINT:  NONE
 
   9.  DIMENSIONS ARE TO THEORETICAL SHARP CORNERS.
 
  10.  ONE HALF OF A FEATURE DIMENSIONED ACROSS A CENTER LINE AND/OR A
       SYMMETRIC CALLOUT IS EQUAL TO THE DIMENSION SHOWN DIVIDED BY TWO 
       AND ITS TOLERANCE DIVIDED BY TWO.
 
  11.  RADII TYP: 0.020  FILLET TYP:  0.015
 
  12.  DRAFT:  1.0 
 
  13.  PARTING LINE FLASH:  0.005 MAX.
 
  14.  GATE REMNANT:  0.005 MAX.  RECESSED:  0.10 MAX.
 
  15.  GATE, VENT,  PARTING LINE,  AND EJECTOR PIN LOCATIONS MUST BE
       APPROVED BY UNIVERSAL SONAR MOUNT PRIOR TO MOLD CONSTRUCTION.
 
  16.  PART TO BE FREE FROM CRACKS, SINKS, VOIDS AND VISIBLE POROSITY.
 
  17.  PART TO BE FREE FROM MOLD RELEASE AND OILS.
 
  18.  BAG AND TAG WITH PART NUMBER AND LATEST REVISION LEVEL.
 
  18   MOLD PART NUMBER, LATEST REVISION LEVEL ,  AND DATE C0DE
 
      IN 0 .125-0.250 HIGH CHARACTERS APPROXIMATELY WHERE SHOWN.
 
  19.  MUST BE RoHS COMPLIANT.

INJECTION MOLD NOTES

NOTES:  UNLESS OTHERWISE SPECIFIED.
 
   1.  FOR DIMENSIONS NOT SHOWN SEE COMPUTER GENERATED FILE: 550-100-1020 REV: 2
 
   2.  MATERIAL:  TBD
 
   3   FINISH: 125RMS
 
   4   FINISH: TBD
 
   5   FINISH: TBD
 
   6   PLATING:  ANODIZE TYPE III CLASS 2 (DYED HARD COAT, BLACK) W/ TEFLON SEAL
 
   7.  PAINT:  NONE
 
   8.  DIMENSIONS ARE TO THEORETICAL SHARP CORNERS.
 
   9.  ONE HALF OF A FEATURE DIMENSIONED ACROSS A CENTER LINE AND/OR A
       SYMMETRIC CALLOUT IS EQUAL TO THE DIMENSION SHOWN DIVIDED BY TWO
       AND ITS TOLERANCE DIVIDED BY TWO.
 
  10.  RADII TYP: 0.060  FILLET TYP:  0.030
 
  11.  DRAFT:  3.0 
 
  12.  PARTING LINE FLASH:  0.010 MAX.
 
  13.  GATE REMNANT:  0.015 MAX.  RECESSED:  0.20 MAX.
 
  14.  GATE, RISER, VENT,  PARTING LINE, AND EJECTOR PIN LOCATIONS MUST BE
       APPROVED BY UNIVERSAL SONAR MOUNT  PRIOR TO MOLD CONSTRUCTION.
 
  15.  PART TO BE FREE FROM CRACKS, SINKS, VOIDS AND VISIBLE POROSITY.
 
  16.  PART TO BE FREE FROM MOLD RELEASE AND OILS.
 
  17.  BAG AND TAG WITH PART NUMBER AND LATEST REVISION LEVEL.
 
  17   CAST  PART NUMBER, LATEST REVISION LEVEL ,  AND DATE C0DE
       IN 0 .125-0.250 HIGH CHARACTERS APPROXIMATELY WHERE SHOWN.    

NOTES:  UNLESS OTHERWISE SPECIFIED.
 
   1.  FOR DIMENSIONS NOT SHOWN SEE COMPUTER GENERATED FILE: 550-100-1020 REV: 2
 
   2.  MATERIAL:  XX GA. (X.XXX TH) TBD
 
    3   FINISH: 125RMS
 
    4   FINISH: TBD
 
   5.  PLATING:  ANODIZE TYPE III CLASS 2 (DYED HARD COAT, BLACK) W/ TEFLON SEAL
 
   6.  PAINT:  NONE
 
   7.  ONE HALF OF A FEATURE DIMENSIONED ACROSS A CENTER LINE AND/OR A
       SYMMETRIC CALLOUT IS EQUAL TO THE DIMENSION SHOWN DIVIDED BY TWO
       AND ITS TOLERANCE DIVIDED BY TWO.
 
   8.  BEND RADII:  0.030
 
   9.  BEND RELIEF:  2X MATERIAL THICKNESS
 
  10.  BREAK AND DEBURR ALL SHARP EDGES.
 
  11.  PART TO BE FREE FROM DIRT AND OILS.
 
  12.  BAG AND TAG WITH PART NUMBER AND LATEST REVISION LEVEL.
 
  12   MARK ITEM WITH PART NUMBER AND LATEST REVISION LEVEL IN
      0 .125-0.250 HIGH CHARACTERS APPROXIMATELY WHERE SHOWN.  USE
       PERMENANT INK OF CONTRASTING COLOR.  

CASTING NOTES

SHEET METAL NOTES
MACHINE NOTES

SECTION  A-A
SEE DETAIL  B

SCALE  0.500
DETAIL  B


	Sheet 1
	Views
	new_view_2
	right_3
	bottom_4
	B

	Zones
	A1



