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Rod
Carburetor @@ O
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Valves
ENGINE @ i ® O Intake Valve
MODEL|  Condenser cam Gaswet | Gasket| PistonAssy: Chrome |  (or Reed) | spripg
Kit Kit Ring Set Ring Set Exhaust
400 [135-7-500 AR 413500 245.56-500 2919990 ]
401 135.20.990 | | 0770 157.29 39.9]:‘?‘?-928 94591 | 24005 112.500 233-136-500 291.8.990| 263.97
404 135-7-500 135.13-990 39-910 204-13-500 245-102-500 291-9-990
415 135-29.990 157-29 39.928 | 7437 233-112-500 233-136-500 291-8.990 | 26392
407 135-7-500 135.13.990 39910 204-13-500 245-102-500 291-9-990 i
135-29.990 157-29 39.928 | 4591 233-112-500 233-136-500 291.8.990| 263.92
410 135-7-500 135-13-990 39.910 204-86-500 245-102-500 291-51.990 ]
| 419 135-29.990 157.29 39.928 | 746%° 233.148-500 233-149-500 291.8.990 | 26392
a2 | 1357-500 13513950 39970 204-72-500 245.82-500 291-26.990 ——
135.29.990 39.928 | 94-38° 233.122- 500 233-138-500 291-27.990 | 263-88
414 |1355.500 135.15-500 Note #1 Note #1 245.105-500 291-12.990 — |
418 135-33-500 157.23|  Note #1| 74577 Note #1 Note #1 291-10.990 | 263-88
420 | 135-5-500 135-15-500 Note #1 Note #1 745.107-500 Note #1 — |
422 135.33.500 15723  Note #1 | 7458 233-117-500 233-140-500 Note #1| 263-88
492 135-7-500* 135-13-990 39-910 204-13-500 245-61-500 291.3-990 ]
494 *135-29-990 157.28 39.928 | 94993 233-112-500 233-136-500 291-1.990 | 26392
498 | 1357-500° 135-13:950 39910 oa.593 | 2048500 245-62-500 291-3-990
499 *135-29-990 157-28 39-928 i 233-113-500 233-137-500 291.1.990 | 26392
500  [135-7-500 13513990 39910 92594 | 20483500 745-110-500 Note #1
501 135-29-990 157-29 39-928 : 233-114-500 233-142-500
502 [ 135-7-500 135-13-550 395990 ote8y | ot A Note #1 29396
503 135-29-990 157.29 94-686 | 74 Note #1
19 1357-500 135-13-990 Note #1 9a.563 | Note #1 245-120 293.95
1350 135-29-990 157-29|  Note #1 - 233-45
Kaso | 135283500 135-285-990 39-1015 94728 | 204104:500 245-134-500 215.572.500
; 135-284-500 39.928 | 74 233-163-500
135.7-500 135-13-990 39910 704-93-500 245.132-500 215-111-500
K-350 135-29-990 157-29 94:374 233-45
1500 | 135-7-500 135.13.990 39979 94673 | 20495500 245120 29396
1-700 135.29-990 157-28 39928 233-160-990
K-500 | 135.7-500 135-13-990 39979 94073 | 29495500 245120 79396
K-700 135-29-990 157-28 39928 | %4 233-160-990
135-7-500 13513990 39.979 204-95-500 245120 293.96
K-550 135-29.990 157-29 39.928 | 74673 233-160-990
X751 | 1357-500 13513550 39979 94715 | 204-100-500 245-133-500 293-210
K752 135.29.990 15729 39928 233-164-990
135.7-500 135-13.990 39-979 204-100-500 245-133.-500 293-210
K-750 135-29-990 157.29 39.928 | 74715 233.164.990
5000 SERIES
39910 204-83-500
K-201 268-37-500 39.928 | 74-594 233-120-500 245-110-500 215.111-500
135.7-500 135-13.990 39910 204-93-500
K-350 135-29-990 157-29 39-928 | 94-594 233-45 245-132-500 215-111-500
135.7-500 135.13.990 39979 204-95-500
K-505 135-29-990 157-29 39.928 | 94713 233-160-990 245-120 215.564-500
39979 204-95-500
K-550 268-36-500 39-928 | 94-673 233-160-990 245-120 293.96
39-979 204-100-500
K-751 268-37-500 39.928 | 74715 233-164-990 245-133-500 215-564-500
39-1008 204-100-500
K-753 268-36-500 39-928 | 94775 233-164-990 245.133-500 215-564-500
39-1008 02,
K-900 268-36-500 39.928 | 94775 | 2% 102235:2? 65.500 245-133-500 215-581-500
6000 & 7000 SERIES
39910 94.594 | 204-83-500 j’_-‘
K-201 268-37-500 39-928 2 233-120-5 245-110-500 215-111-500]
7. 135-13-990 39-910 204.95.500
kaso |57 o050 157-29 39.928 | 94777 233-160-990 245.132-500 215.581-500] |
7. 135.13-990 39-979 204-95.500
K-505 o 50:)35-29-990 157-29 39-928 | 94778 233-160-990 245-120 293-96]
39-979 0 204-95-500
K-550 268-36-500 39-928 [ 94-673 233-160-990 245-120 293-96]
39-979 94.715 | 204-100-500
K-751 268-37-500 39-928 g 233-164-990 245-133-500 215-564-5001
39-1008 94775 | 294100-500
K-753 268-36-500 - 39-928 | 4 233-164.990 245-133-500 215.581-500]
-7008 704-102-500
K.900 268-36-500 39.928 | 94775 233.165-990 245-133-500 215.581.500]

Note #1 Refer to Engine Or Outboard Service Manual For Correct Part Number

494 & 498 Model Series With Out
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side Breaker Points Use 135-5-500 Breaker Points & 135-278 Condenser
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@ Compartment @
& 5 Cylinder Valve
- —) ¢ Gasket Muftier
Head Cleaner
Base |Elements o
Recoil Oil Seal @ or Breather @ i?:)GINE
Starter Magneto Bearing Manitetd Assembly Tank DEL
Spring P.T.O. Head Plate ‘ G‘ i Cas
Gasket | Gasket Assemblies as
94-103 29, 170-18-500 400
S0 | e #1 | saanzsn| 197 | T 517500 2 s 4542450 401
*265-278 | 94-178-990 122-7 2-225 94-103 29.32-500 170-18-5 PR pi
-500 Note #1 94.48-990| 94107 2.177-500 94-31 - 9‘;)‘0
%265.278 | 94-178-990 122.7 sty | 2228 ks 94-103 0468 | 29-32-500 2913 "5_424_500 407
B -176-990 94-48-990 ¢ 2.177-5 :
"26550(2)78 94»178-999:) 122-39 2-225 94-103 29.32.509 | 170-18-500 410
500 Note #1 94.663-990| 74107 2.177-500 94-31 45-424-500| 419
: 94-165-990 s 94.379 | 433 AT s |35 | T ssee| 412
94.176-990 94-250-990 ; 2-218-500 -
94-182-990 122-11 ¥45.36 94-104 29.23.500 | 7923 H
T 94.182.990 94-50.990| 9452 2.7.500 94.71 45-95-500| 418
94-181-990 122-14 *45-36 94-104 29.23-500 170-25 420
94-184-990 94.199 | 749% 2.7-500 94-71 B 5:).'8-95-500
5 ; 45 $4-101 el -159- 492
26556378 94-]65.9:3 165-990 et 94.38.990| %4118 i 2.219-500 pagy (293540 45-424-500
7 ; . ' a5 94-101 170-37-500 >
265-278 | Note #1 122.9 94-118 45-33 e el 29.35-500 45-424.500
-500 Note #1 94-38-990 A1 P =
*26556378 94-175-990N°te - 94-105 2.912.500 94-30 #]45-424.500 gg;
- Note
265-278 | 94-257 122-44 3 Note #1 503
.500 Note #1 94670 %4671 Note #1 94765 Note #11 503
26262021 94.257 e s s A e
94729 K-150
263-461 94.729 94.725| 94726 94-723 45-401-500
265-278 | 94-175-990 94-105 94723 45.401.500| K33
e 257 2430 22-44 1-500
265-221 | 94- 122- ] :
-500 94.301 94-670| 74103 94.765 1700
265-221 | 94-257 122-44 { :
500 94-301 94.670| °4105 94.765 K-700
265-221 |94-257 122-44 . K-550
-500 — 94-301 o gugas) P45 94-765 75
265-278 | 94- 3 : _
500 94301 94.745| 4671 94.765 45.401.500| K-752
265-221 |94-257 122-44 ? K-750
500 94.301 94.745| 467 asrstde 94.765
262&78 - 94-172-990 405 94.87 45-401-500]| K-201
“ZE."ZB Sl 94-301 94105 94-87 45.401-500|  K-350
265-278 |94-257 122-44 94-671 i
-500 94-301 94-670 94-765 45-401-500| K.505
265-221 |94-257 122-44 94.671 :
-500 94-301 94-745 94-765 45.482-500| K-550
265-278 | 94-257 122-44 94-671
.500 94-301 T 94-745 94-765 45-401-500 K-751
265-221 | 94-257 - 94-671
-500 94-301 o 94.745 94-765 45.510-500| K.753
265-221 | 94-257 = 94-671
-500 94-301 94745 R S 94.765 45-488-500  K-900
2%;5%78 i 94.172-990 e 94.87 45-401.500] Kk-201
265-278 | 94-257 122-45 W
_500 94.301 i 94745 94765 45-401.500 K-350
265-278 | 94-257 - 04671
.500 94-301 L 94-745 94-765 45-401-500 K-.505
265-221 | 94-257 : 94-671
-500 94.301 235 94745 94-765 45-832.500| K-550
265.278 | 94-257 : 04671
-500 94301 nes 94-745 94.765 45.401.500| K-751
265.278 | 94-257 ; 04-671
-500 94-301 - 94-745 94765 45.510.500| K.753
265.278 | 94-257 ; .
.500 94-301 94.745 74671 94.765 45.488-500|  K-900

*Recoil starters with cam action pawl use recoil spring part no. 265-221-500.

*Air cleaner element - cast iron 494-498- type - C use part no. 2-233,7 h.p. thru 10.3 h.p. 1302 series use part no 2-229.
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