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COMPONENT
SPEAKERS



NSP65KIT VSPTWNSP69KIT



NSP65KIT NSP69KIT VSPTW

70 / 200 watt

68 - 20k Hz

86 dB

2mm

74

6.8

0.93

Polypropylene

Nitrile Butadiene
Rubber

1.48 lbs. (0.67 kg)

30 / 100 watt

80 - 20k Hz

90 dB

1.50 K

—

—

—

Silk Dome

—

1.87 lbs. (0.85 kg)

6.50” (165mm)

2.20” (156mm)

5.60” (142mm)

2.28” (58mm)

160 / 480 watt

60 - 20k Hz

89 dB

2mm

65

20.23

0.85

Polypropylene

Nitrile Butadiene
Rubber

2.54 lbs. (1.15 kg)

6.46 x 9.29” 
(164 x 236mm)

4.80 x 6.50” 
(122 x 165mm)

5.91 x 8.70” 
(150 x 221mm)

2.95” (75mm)

2.40” (61mm)

2.06” (52.5mm)

—

0.94” (24mm)



rear speaker wiring.

Component Connections
INSTALLING THE CROSSOVER
The crossover should be mounted using either double-sided tape or 
zip ties in a dry, sufficiently ventilated area. It is recommended that 
you route the cables prior to mounting the crossover to simplify the 
installation process.  

 










