
 

Take control with 
easivent

By combining standardised elements that 
can apply across underground car park 
sizes, easivent has made life simple for M&E 
contractors – all you need to do is select the 
desired scope of system, purchase and install. 

All easivent systems and components come 
with a 30 day no quibble guarantee and if your 
needs are perhaps a little more bespoke, just 
get in touch with our team of specialists.

With an easivent control panel, your jet fan ventilation system 
will intelligently prevent the build up of toxic fumes and 
flammable gases from motor exhausts and also clear smoke in 
the event of a fire.

jet and extract fan controls 
for covered car parks

Control day-to-day exhaust build-
up and smoke ventilation in a fire

Cost-effective compatible controls 
for your whole system

Proven internal technology, using 
BACnet communication protocol

easivent.co.uk  |  0870 240 6460  | follow us        @Easiventuk



Control panels from 
an industry leader

easivent panels are built in 
house by the SCS Group, 
pulling together years 
of experience to create 
a standardised solution 
that is easy to specify and 
even easier to install and 
commission.

The selection process is 
simple; all you need to know 
is the rating of the extract 
fans and the number of 
jet fans in the system and 
build your product code 
accordingly. The table to 
the right will tell you what 
automatic transfer switch 
is required, and what the 
dimensions of your finished 
smoke panel will be.

If you need help with 
any of the above, or with 
designing the layout for your 
ventilation system, just get 
in touch with SCS Group: 
08702 406 460.

Order online at 
easivent.co.uk
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Independent control of fans is required for fires occurring in different zones 
within the car park. Reversible jet fans are available and can be programmed to 
drive smoke in opposite directions dependent on the fire location, with the goal 
of directing smoke toward extraction fans. In day-to-day ventilation mode, the 
system uses low-level fan operation and CO detectors to keep air fresh within 
the car park structure.

Panel Code for 
ordering

Output (kW) 1.5kW Fan 
no.

ATS Type (A) Height (mm) Width (mm) Depth (mm)

CPV/3.0/1.5/1 3.0 1 40 800 800 300

CPV/3.0/1.5/2 3.0 2 40 800 800 300

CPV/3.0/1.5/3 3.0 3 40 1000 800 260

CPV/3.0/1.5/4 3.0 4 40 1000 800 260

CPV/4.0/1.5/1 4.0 1 40 800 800 300

CPV/4.0/1.5/2 4.0 2 40 800 800 300

CPV/4.0/1.5/3 4.0 3 40 1000 800 260

CPV/4.0/1.5/4 4.0 4 40 1000 800 260

CPV/5.5/1.5/1 5.5 1 40 800 800 300

CPV/5.5/1.5/2 5.5 2 40 1000 800 260

CPV/5.5/1.5/3 5.5 3 63 1000 800 260

CPV/5.5/1.5/4 5.5 4 63 1000 800 260

CPV/5.5/1.5/5 5.5 5 63 1200 1200 300

CPV/5.5/1.5/6 5.5 6 63 1200 1200 300

CPV/7.5/1.5/1 7.5 1 40 800 800 300

CPV/7.5/1.5/2 7.5 2 63 1000 800 260

CPV/7.5/1.5/3 7.5 3 63 1000 800 260

CPV/7.5/1.5/4 7.5 4 63 1000 800 260

CPV/7.5/1.5/5 7.5 5 63 1200 1200 300

CPV/7.5/1.5/6 7.5 6 63 1200 1200 300

CPV/7.5/1.5/7 7.5 7 63 1200 1200 300

CPV/7.5/1.5/8 7.5 8 80 1600 1000 400

CPV/7.5/1.5/9 7.5 9 80 1600 1000 400

CPV/7.5/1.5/10 7.5 10 80 1600 1000 400

CPV/11.0/1.5/1 11.0 1 63 1000 800 260

CPV/11.0/1.5/2 11.0 2 63 1000 800 260

CPV/11.0/1.5/3 11.0 3 63 1000 800 260

CPV/11.0/1.5/4 11.0 4 80 1200 1200 300

CPV/11.0/1.5/5 11.0 5 80 1200 1200 300

CPV/11.0/1.5/6 11.0 6 80 1200 1200 300

CPV/11.0/1.5/7 11.0 7 80 1600 1000 400

CPV/11.0/1.5/8 11.0 8 100 1600 1000 400

CPV/11.0/1.5/9 11.0 9 100 1600 1000 400

CPV/11.0/1.5/10 11.0 10 100 1600 1000 400Typical jet fan configuration in underground car park

How does the easivent car park 
control system work?

Why easivent panels?

Designed to meet Approved Documents B and 
F of Building Regulations, each panel features: 
contacts for single maintained 400V supply; 
inverter speed drive output for the required 
quantity of jet fans; inverter seed drive outputs 
for 2x axial extract fans; and contacts for the 
input from either the fire alarm system or the 
BMS control panel.

Optional extras include Automatic Transfer 
Switches to accept primary and secondary 400V 
mains supply, and addressable CO control panels 
with sensors.

 Cause and effect
 
Extract and impulse fans operate automatically 
to control pollution within the car park to the 
following cause and effect:

CO levels <30ppm, ex fans off, imp fans off
CO levels >30ppm, ex fans 30%, imp fans 50%
CO levels >50ppm, ex fans 60%, imp fans 100%
Fire alarm - ex fans 100%, imp fans 100%

In fire mode a time delay is built in as standard 
so that extract fans will stop for a set time (e.g. 
2 mins). After that time, the jet fans will start and 
ramp up to full speed.

How to order



To purchase any easivent products, just visit 

www.easivent.co.uk

For further information about easivent or our products, get in touch:

0870 240 6460   303 Old Barn Farm Road  Warehouse: Unit T2
enquiry@groupscs.co.uk  Woolsbridge Ind. Park   Capital Business Park
www.easivent.co.uk   Wimborne BH21 6SP   Cardiff CF3 2PZ

easivent is a trading name of 
Smoke Control Services Ltd

www.groupscs.co.uk
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