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fresnel light fixture

canopy with driver 
and receiver2 

3 centre ball

4 optional: remote
control

5 paper bag
containing:
- cord 5m
- steel cable 3m
- cord gripper (3prts)
- 5 rubber rings
- ceiling mounting
  socket 2prts
 (optional)
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4a. Screw the cord grip-
per through the hole in 
the lid of the ceiling cov-
er. The steel nut goes in-
side the ceiling cover, the 
other two parts go out-
side. Pull the cord with the 
stripped  (step 3b) side in 
the ceiling cover.

4b. Mount cord to the 
receiver. Important: the 
white-striped core is + 
and should go in the ‘+’ 
socket of the receiver, 
and the other in the ‘–‘ 
socket.

5a. Pull the steel cable 
throught the locking 
screw of the ceiling cov-
er (with the screw-thread 
up) until it reaches the lit-
tle ball at the end of the 
steel cable.

5b Close the ceiling cover 
by screwing the locking 
screw in the ceiling cover.

6a Pull the steel cable 
through the black rubber 
rings that are on the cord, 
which were put on in step 
3c.

6b Take the FresnelLIGHT 
together with the centre 
ball and push the steel 
cable in the centre ball. 
You can adjust the drop 
of the FresnelLIGHT by 
pushing the over length 
of steel wire in the centre 
ball.

InstallationMANUAL.
1. Screw the upper part 
of the ceiling cover to 
the ceiling. 

2. Connect the driver to
the mains electricity.

N-socket is for the blue 
wire
L-socket is for the brown 
wire
  -socket is for the 
ground wire

3a. Cut the cord to the 
desired length. Please 
pay attention, you 
should NOT cut the ex-
act drop. It is part of the 
design, that the  cord 
is not a straight line, 
but meanders slightly 
alongside the steel ca-
ble. 

3b. Strip the outer-isola-
tion of the cord about 
5cm; then strip the two 
cores about 0,5cm.

3c. Put the black rubber 
rings on the cord. The 
number of rubber rings 
to put on the cord de-
pends on the drop of 
the lamp. Suggested is 
one ring per 50cm.
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0031 (0) 85 87 69 62 9
info@dirkvanderkooij.nl
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For push button on the walll and instruc-
tions for the optional remote control see 
the flowchart on next page.

7 Plug it in!
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endless number 
of fresnel lights in 
sync controlled 
by one push-
button 
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Remote

1. Pull off the plastic film cover of the battery at the 
back of the remote control.

2. Pair remote with receiver in the ceiling cover: short 
press the Learning Key on the receiver, then imme-
diately press any key on the remote. Once you do 
that the Fresnel light will blink once. Now your re-
mote and receiver are paired!

3. You can add optional receivers as you wish, you 
can have an endless number of receivers to be con-
trolled with one remote control.

Memory Refresh: if you have already paired the re-
mote and receiver before, it can happen that the 
connection gets lost. Then you could shut the pow-
er off. Put the power back on again and then im-
mediately press any key on the remote. Once you 
do that the Fresnel light will blink twice. Now your 
remote and receiver are reconnected!

Memory Reset:  press the Learning Key for 10 sec-
onds while the Fresnel Light is powered. The receiver 
will then reset to factory defaults. To pair the receiv-
er to a (different) remote repeat step 2 as above.

Option: remote control

For instance:

- JUNG push-button
1-pole, 1-way (make)
Art. number: 531

- Gira push-button
NO contact, 1-pole
Art.Number: 0151 00

- Berker/Hager
Art. Number: 615031
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IMPORTANT: PLEASE TURN OFF THE POWER BEFORE 
INSTALLING THE LAMP.

Installation should be done by a professional 
electrician.

Wall mounted push button

FlowCHART.


