## LOCK OPTIONS

## Features

\(\left.$$
\begin{array}{|c|c|}\hline \begin{array}{c}\text { 30-User } \\
\text { Keypad }\end{array} & \begin{array}{c}\text { Dial } \\
\text { Combo. }\end{array}
$$ <br>
\hline 30 \& 1 <br>
Yes <br>
Yes <br>
6 or 8 Digits <br>
Yes <br>
Yes <br>
Yes <br>
Yes <br>

Yes\end{array}\right]\)| No $^{1}$ |
| :--- |
| 2 Manager, 1 Super User |

Number of Codes
9V Battery Power
External Battery Compartment
Code Length
End User Combination Changes
4-Min. Penalty Lockout After 4 Tries
Supports Time Delay ${ }^{2}$
Supports Dual Control ${ }^{3}$
Supports Armored Car Byass
Special Codes
Number of Keys
Resistant to Picking
Resistant to Drilling
Restricted Key Duplication
Manipulation Resistant
Resistant to Radiologic Techniques
Lock Manufacturer
Lock Model

L02

FKI/S\&G
Group II Dial
${ }^{1}$ Changing the combination requires a site visit by a safe technician or locksmith
${ }^{2}$ The lock can be programmed to open after a set period of time, from 1 to 99 minutes
${ }^{3}$ The lock can be programmed to require two combinations for added security

