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700 Lumens

60 Lumens

12,000 Candela

718 Feet/219 Meters

2 Hours High/12 Hours Low

Two 123a Included

3.7 oz/106.3 g 

5.0 in/12.7 cm

1.1 in/2.9 cm

Tailcap Activated

Constant/Momentary/Strobe

Tailcap Rotation

Glass Reinforced Nylon

Black or FDE

Up to 66 Feet/20 Meters

HIGH OUTPUT

LOW OUTPUT

PEAK BEAM INTENSITY

DISTANCE

HIGH RUNTIME

BATTERIES

WEIGHT WITH BATTERIES

LENGTH

BEZEL DIAMETER

SWITCHING

FUNCTIONS

LOCKOUT SYSTEM

CONSTRUCTION

FINISH

WATERPROOF

  

TFX-05-1  Black            60153-7

 TFX-06-1 Flat Dark Earth              60154-4
 

®

Our Inforce TFx is so light you won’t notice you’re 
carrying it, but its 700 lumens pack a punch. Loaded 
with capabilities and with a textured polymer body that 
feels great in your hand, we won’t be surprised if you 
make it your new EDC.
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ACTUAL SIZE

700
LUMENS

Knurled
body &
tailcap for
non-slip
grip.

Non-slip 
tailcap

controls 
constant, 

momentary
& strobe 

functions.

Patented heat
dissipating vents
for improved
LED thermal
management.

Reinforced
polymer body

for high-impact
resistance &

durability.

TFx™  

 
 WHITE




