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Assessment with respect to the elaboration and utilization of “plannings” for the control and 
conservation of plants and industrial equipment. COMPAŇIA GENERAL DE 
LUBRICANTES S.A. is not accountable for the legal actions arised from the inadequate use 
of the product or products, herein referred to, being, according to our criteria, correct and 
complying with the quoted DESCRIPTIONS and APPLICATIONS contained herein. 
 

COMPANY CERTIFIED 

CHAIN LUBE 

 
GLOBAL RACING OIL CHAIN LUBE is a lubricant specially formulated for all kind of 

motorcylcle chains with our without rivets. Provides truly outstanding protection in all 

operating conditions. Its peculiar additivity ensures a resistence of the film superior by 

far to any conventional chain lubricant. 

  

CHAIN LUBE is based on special polymers, providing superior film strength and wear 

protection properties. Its designed to effectively lubricate without attracting dirt and 

dust. 

 

• Excellent penetration and adhesion, resists “throw-off”. 

• Protection against corrosion and aggressive environments 

• Resistant to water wash off 

• Formulated not to harm rubber sealing rings 

 

 

 

Viscosity at 100ºC    65 cSt  

Viscosity Index    131  

Flash Point    252ºC  

Pour Point     -4ºC  

Oxidation Test ASTM D-685  

       (in ditilled water)    Pass  

       (in salty water)    Pass  

Color      Dark amber 

 

 

 

According to the exigencies : Yamaha, Suzuki,, Honda, KTM,  
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