
 
 

 
 

 

 

PACKAGE: 200l / 20l 
 

 

 
VISCOSITY AT 100 ºC: 9,83 cSt 

 
 

 VISCOSITY AT 40 ºC: 66,5 cSt 

VISCOSITY INDEX (mín.): 130              

POUR POINT: -39 ºC                 

FLASH POINT: 240 ºC            

DENSITY AT 20 ºC: 0,849 gr/cm

COLOUR: Amber 
 

 

GEAR LUBE 75W80 INTARDER Z-4 
 

 

 

OIL FOR ZF GEARBOXES WITH INTARDER 

 
100% synthetic oil for synchronized or non-synchronized 

mechanical gearboxes and specially designed for ZF gearboxes 

with "intarder". 

 

Specially formulated for commercial vehicles, heavy vehicles 

and coaches equipped with ZF mechanical gearboxes and 

applications where an API GL-4 performance level is required. 

 

High Viscosity Index to allow easier cold start. 

Extreme pressure and anti-wear properties that ensure the 

lifetime of gears and synchronizers. 

Excellent anti-foaming, anti-corrosion, anti-rust and oxidation 

resistance properties. 

 

 

MEETS THE STANDARDS: API GL-4, MAN 341, Type E-3 y Type Z-4,   

ZF TE-ML 02L-16K 
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