
CONDENSATE TRACE HEATER KIT 
BOILERTRACE
FROST PROTECT YOUR CONDENSATE LINES AND HAVE PEACE OF 
MIND THAT YOUR BOILER WILL OPERATE ALL YEAR ROUND!

Our condensate trace heater kit has been speci�cally designed for use on all 
condensate boilers. With RCD protection provided you can be assured that your 
installation is both up to 17th Edition wiring regulations as well as providing an 
ef�cient way of frost protecting your boiler condensate line.

SUITABLE FOR USE IN DOMESTIC HOUSEHOLDS OR UNDER YOUR 
HOLIDAY HOME.

POWER ON AND HEATER ON LED’S

SWITCHES AT 3°C

COMES COMPLETE WITH FIXING TIES, 
WARNING LABEL, INLINE RCD, 
JUNCTION BOX AND INTERNAL INSERT

WILL FROST PROTECT UP TO A 
32MM CONDENSATE PIPE

CAN BE ATTACHED DIRECTLY TO THE 
PIPE,NO NEED TO SPIRAL

ONLY 10MM INSULATION IS NEEDED

UNIVERSAL, FOR BOTH INSIDE AND 
OUTSIDE EXTERNAL CONDENSATE PIPE

CAN BE INSTALLED INSIDE 32MM EXTERNAL CONDENSATE BOILER PIPES
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Installed Inside the 32mm Pipe

Installed Outside the Pipe
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COPPER BUS WIRE

MOISTURE BARRIER
SELF-REGULATING CONDUCTIVE CORE

MODIFIED POLYOLEFIN INSULATION
 TINNED COPPER BRAID
MODIFIED POLYOLEFIN OUTER JACKET

Supply Voltage 230v AC

Approvals Cables are VDE and UL Approved

Maximum Exposure Temperature 85°C (continuous power on)

Temperature Classi�cation T6 in accordance with European Standard EN 50 014

Minimum Installation Temperature -50°C

Minimum Bending Radius 35mm at -50°C; 13mm at 20°C 

Warning Label

Installation Instructions

Pack of Fixing Ties

32mm Internal Insert

Trace Heater

Thermostat

Inline RCD

Junction Box

Speci�cation

Kit Contents

Product Guide

Boilertrace Trace Heating Kit
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