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TOOLS REQUIRED

Philips Screwdriver
7mm Flexi Screwdriver
2.5mm Allen Key
13mm Spanner
T20 Torx Bit
T30T30 Torx Bit
Rachet

3mm Allen Key
Tie Cuts

PERON LTD



FITTING INSTRUCTIONS
Removing The Stock Airbox

Gently disconnect the MAF sensor plug. 
Pressing the red safety latch will allow 
the plug to be removed correctly.

LLoosen off the hose clip that connects 
the airbox lid to the inlet pipe.

Remove the MAF sensor from the airbox 
by removing the two Torx screws hold-
ing it in place and pulling it out. Place 
this somewhere clean and safe for use 
again later.

With the hose and MAF out of the way 
you can begin to remove the entire 
airbox out of the engine bay. It is 
mounted on push rubbers and should 
pull out easily with an upwards twisting 
motion.

NNext remove the headlamp, making 
sure to mark around the washers of the 
mounting bolts to help re-alignement 
once reinstalled later. Unbolt the two 
screws and lift the headlmap upwards. 
There is a spring mount under the head-
lamp that will offer some resistance, but 
with some cawith some carefull movement it should 
come free. 

Unclip the wiring connector attached to 
the back of the headlamp before fully 
removing the unit.

Attached to the chassis is a large wiring 
loom connector xed to a plastic mould-
ing. Unplug the connector and then cut 
through the zip tie holding the other 
half to the plastic moulding so it is free 
to move.



Fitting the PERON Intake

Start by tting the mounting bracket to 
the chassis of the car.

You will need the two M8 Nyloc nuts 
and M8 washers supplied in your kit for 
this part of the installation.

TThere are two threaded studs sticking 
out on the chassis leg. Depending on 
your vehicle year, either slip the spacer 
plate on rst followed by the bracket, or 
the bracket rst followed by the spacer 
plate. Place the two washers on the 
studs and using the Nyloc nuts, begin 
ththreading them on by hand and then 
tighten up with a spanner. 

FITTING INSTRUCTIONS



The next step is to t the L-bracket that 
holds the wiring harness in place.

Remove the right hand airbox mounting 
rubber from its housing and place to 
one side.

Hold the riHold the rivet-nut washer on the under-
side of the housing so that the washer is 
ush with it. Place the L-bracket on top 
of the housing followed by the M6 
washer and tooth-lock washer. Using an 
allen key, tightly screw the M6 bolt 
down through the washers and bracket 
and iand into the rivet-nut washer.

Re-connect the wiring loom connectors 
together and the using the provided zip 
tie, strap the connector to the L-bracket.
     



The next step is to connect together the 
lter, silicone hose and MAF housing.

Away from the vehicle, push the MAF 
housing into the end of the silicone 
pipe. The PERON logo on the hose 
should be closest to the MAF housing.

AAt this point slip both hose clamps onto 
the silicon pipe but do not tighten yet 
as you will need to make some adjust-
ments later.

Snugly push the lter end onto the 
other side of the silicone hose.

Now that you have the lter end,           
silicone hose and MAF housing pushed    
together, place it inside the engine bay 
and onto the supporting cradle. Push 
the MAF housing into the plastic intake 
hose.

OOnce everything is connected, twist all 
the components around until you get 
everything into position.

The lter end should be tucked inside 
the wing of the car without coming in 
contact with it nor poking above it. It 
should also not touch the chassis leg.

FFinally begin to place and tighten the 
clamps at either end of the silicon hose 
and also the clamp at the junction       
between the MAF housing and the    
plastic intake hose. Do not overtighten 
as you can cause damage to the compo-
nents.



When you are happy that everything is 
positioned well, place the strap over the 
silicone hose and hook each end onto 
the bracket underneath. 

Retrieve the MAF sensor from its safe 
place and slide into the MAF housing as 
shown on the image to the left.

UUsing the bolts and washers included in 
the kit, secure the MAF sensor into the 
housing and reconnect the plug on the 
top. 

NNow place the headlamp back into the 
engine bay, making sure to attach the 
wiring conectors together before        
lowering the unit back into place. 

Remember to centre the headlamp 
mounting bolt washers with the marks 
you made during the removal.

WWith the kit now fully tted, double 
check all connections before taking 
your rst test drive.



How do I service my lter?
Servicing your air lter has two stages; cleaning and treatment. The rst stage “Cleaning”, involves removing the dirt and debris 
thathave built up in the lter material during use. The second stage “Treatment”, re-applies the polymer treatment lost in cleaning 
stage.

For the treatment stage, we recommend using one of the following products…

- Air Filter Polymer Treatment Fluid by Ramair

- - Factory Eco Foam Fluid (Aerosol) by Rock Oil

- Factory Eco Foam Fluid (Liquid) by Rock Oil

Cleaning

1. Remove the PERON air lter.

2. Remove any larger debris, such as leaves and other plant matter, by hand.

3. Submerse the lter in warm soapy water and gently massage the lter material.

4. Rinse the lter material with clean water.

5. 5. Leave the lter to dry naturally in the open air, do not use compressed air or direct heat to speed up the drying

process as it can damage the lter material.

Treatment (Aerosol)

1. In a well-ventilated area, apply a light coat of the uid to the black side of the foam.

2. Squeeze the lter material between your fore-nger and thumb, if the uid drips or runs you have applied too much

and should repeat the cleaning process from the beginning.

3. Reinstall the lter in the air box.

TTreatment (Liquid)

1. Put on a pair of disposable gloves.

2. Pour a pea-sized amount of the uid into you palm, spread it out on the ngers of the glove and massage it into the

black side of the lter material.

3. Repeat this process 3 or 4 times, until the black side of the foam has a light coating.

4. Squeeze the lter material between your fore-nger and thumb, if the uid drips or runs you have applied too much

and should repeat the cleaning process from the beginning.

5. 5. Reinstall the lter in the air box.

When should I service my lter?

We recommend servicing you air lter every 10,000 miles or once per year whichever is sooner. This however is only a guide, if

your vehicle is used in a particularly dusty environment it may be advisable to service it more regularly.
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