Voltage protector/ over
and under Voltage protection devices

3 A
For the content contained in this manual, Gandian Lightning Protection has the final right to interpret. For more detailed information,
please inquire; our company's technical engineers will serve you wholeheartedly. Because of the continuous innovation of product

L technology, please refer to the actual product or the manual; Subject to change without notice. )
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Staff living area

Stamping and

injection molding

Comprehensive

The staff living area has 4360 b

square meters, 42 single rooms, W . The stamping and injection molding
28 suites, supporting internal ' i ‘ ' area has 6800 square meters, 30 inj-
canteen, fitness area, outdoor " s 2 * ection molding machines, 7 45T sta-
activity area S— I— ' < —u mping machines, 5 35T stamping —
| | g _— achines, 8 25 stamping machines,
and the remaining 18 stamping ma-

chines of each tonnage Fv ) | % The comprehensive production area

A o ’ | has 8,100 square meters, dozens of
production lines for various products
, a simulation laboratory for lightning
strikes, and various lightning protec-
tion products test instruments, etc.

production area
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Voltage protector/For AC Power system/GDV1 Series \ Voltage protector/For AC Power system/GDV2 Sc~*~-

GDV1 Voltage Protector(Single display) GDV2 Voltage Protetor(dual display)

® The protector can quickly disconnect the power supply to protect the appliances when there ® The protector can quickly disconnect the power supply to protect the appliances when there
Is power interruption or the voltage exceeds or falls below the predetermined value. When the _- Is power interruption or the voltage exceeds or falls below the predetermined value. When the Eo
power supply recovers, the protector automatically connects the power after 1-2 minutes delay. = power supply recovers, the protector automatically connects the power after 1-2 minutes’ delay.=

® Overvoltage protection ® Overvoltage and overcurrent protection

® Flame retardant material, ® Flame retardant material,
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® Automatic reset ® Automatic reset

GDV2-4
The main technical parameters The main technical parameters
GDV2-2 GDV2-4

Type GDV1-2 GDV1-4 Rated Working Voltage 220V ' 220V/380V
Number of Poles wingle Phase Thres Fnase Operation Voltage Range ACB80V-400V(Single Phase) AC140V-500V(Three Phase)
Rated Voltage (VAC) 220 380 Rated Frequency 50/60Hz
Rated Working Current(A) 40/63A/80A 63/80/100A Rated Working Current 40A/63A/80A 63/80/100A
Over-Voltage Cut-Off Value (VAC) 230-270 adjustable (400V short time) 390-450 adjustable Over-voltage Protection Value AC230V-AC300V AC390V-AC500V
Time Delay (s) 0.01 0.01 Under-voltage Protection Value AC140V-AC210V AC140V-AC370V
Under-Voltage Cut-Off Value (VAC) 120-210 adjustable 210-360 adjustable Voltage Power Off Time 1-4005
Time Delay (s) 0.1 0.1 Over current Protection Value 1-40A/1-63A 1-63A
Recovery Setting Time Range (s) 10-600 10-600 Over current Power Off Time 1-30s 1-30s
Selt Power Consumption(W) <3 =0 Recover time (Starting Delay Time) 1-400s/1-30s | 1-400s
Ambient Temperature (°C) ~20~+40C Own Power Consumption <1.5W

Motor Mechanical Life —=100,000 Times

Relative Humidity 45-90%RH

Temperature 40°C

Altitude <2000M

76mm
7 5 22y k3 A
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GDV2-2/40/63/80A GDV2-4/63/80/100A

Type GDV1-2/40A GDV1-2/63A GDV1-2/80A GDV1-2/63A GDV1-2/80A GDV1-2/100A
Order Code 271001 271002 271003 271004 271005 271006

Type GDV2-2/40A GDV2-2/63A GDV2-2/80A GDV2-4/63A GDV2-4/80A GDV2-4/100A

Order Code 271007

271008 271009 271010 271011 271012
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Voltage Protector/For AC Power System/GDV3 Series \ Voltage and Current Protector/For AC Power sys*~=

GDV3 Voltage Protector GDVA3 Voltage and urrent Protector

® The protector can quickly disconnect the power supply to protect the appliances when there ® The protector can quickly disconnect the power supply to protect the appliances when there
is power interruption or the voltage exceeds or falls below the predetermined value. When the _- Is power interruption or the voltage exceeds or falls below the predetermined value. When the _= &0 @ €D Rrotis A

power supply recovers, the protector automatically connects the power after 1-2 minutes’ delay.=* power supply recovers, the protector automatically connects the power after 1-2 minutes’ delay.l\%@

lllllllllllll

® Overvoltage protection ® Overvoltage and overcurrent protection

® Flame retardant material,

® Flame retardant material,

® Automatic reset ® Automatic reset

.
GDV3-2 GDVA3-2
The main technical parameters The main technical parameters
Type GDVA3-2
Type GDV3-2 Rated Working Voltage 110/220V,220/230/240V AC
Number of Poles 2P(54mm) Rated Working Current 40A/63A/80A
Rated Voltage (VAC) 110/220V.220/230/240V AC Over-voltage Protection Value 230-300V adjustable
Rated Working Current(A) 40/63A/80A _ Under-voltage Protection Value 110-210V adjustable
Over-Voltage Cut-Off Value (VAC) 230-300V adjustable Voltage Power Off Time 1-500s
Under-Voltage Cut-Off Value (VAC) 110-210V adjustable Over current Protection Value 1-40A/1-63A/1-80A
Recovery Setting Time Range (s) 1-500S Over current Power Off Time 1-30s
Self Power Consumption(W) <2W Recover time (Starting Delay Time) 1-500s
Ambient Temperature (°C) -20~+40°C - Own Power Consumption <2W
Installation 35mm symmetrical DIN rail Motor Mechanical Life —=100,000 Times
Connections Cables or pin Installation 35mm symmetrical DIN rail
Functions Over voltage,Under voltage, Time delay,Auto reconnect Connections Cables or pin
Functions Over voltage,Under voltage,Over current, Time delay,Auto reconnect

Parameter settings

Parameter settings

LILS Qv
L Q~'j
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C ®A

) 0"

S00° 'S00° ‘9007 '©0¢ S0 00’ '@0 00 SO
Set over Setunder Setvoltage  Setauto Set Set over Setunder Setvoltage  Setover  Setcurrent
voltage voltage trip time reconnecttime  finish voltage voltage trip time current trip time

230-300V 110-210V 1-30S 1-500S SrASECoe 230-300V 110-210V 1-30S 1-40A/63A/80A 1-30S
Order Code

Type GDV3-2/40A GDV3-2/80A GDV3-2/80A

Type GDVA3-2/40A

Order Code 271016

Type GDVA3-2/63A
Order Code 271017

v Restore factory settings

— — — — — — — — — — — — — — — — —
— — — — ————————— L — L — L — —

Order Code 271013 271014 271015
Type GDVA3-2/80A @ Long press to enter Set  Setauto
Order Code 271018 o finish reccqngggtstime
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Voltage Protector/For AC Power System/GDV4 Series

GDV4 Voltage Protector

® The protector can quickly disconnect the power supply to protect the appliances when there
s power interruption or the voltage exceeds or falls below the predetermined value. When the _-

power supply recovers, the protector automatically connects the power after 1-2 minutes’ delay.=

& v & & v &

&

® Overvoltage protection

GDV4.2

® Flame retardant material,

SET V ; :9.5_1 st (W) (A (oK .
® Automatic reset

The main technical parameters

Type GDV4-2
Number of Poles 2P(36mm)

Rated Voltage (VAC) 110/220V,220/230/240V AC

Rated Working Current(A) 40/63A/80A
Over-Voltage Cut-Off Value (VAC) 230-300V adjustable
Under-Voltage Cut-Off Value (VAC) 110-210V adjustable

Recovery Setting Time Range (s) 1-500S

Self Power Consumption(W) <2W
-20~+407C

35mm symmetrical DIN rail

Ambient Temperature (°C)

Installation

Connections Cables or pin/fock type busbar

Functions Over voltage,Under voltage, Time delay,Auto reconnect

Parameter settings

SET ALY SEL ALY SELALV SELALY OK

Set over Setunder Setvoltage  Setauto Set

voltage voltage trip time reconnecttime  finish
230-300V 110-210V 1-30S 1-500S

Order Code

Type GDV4-2/40A
Order Code 271019

GDV4-2/80A
271021

GDV4-2/80A
271020

GA&DA WWW.LUXSOLAR .HU
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Voltage and Current Protector/For AC Power sys*~=

GDVA4 Voltage and urrent Protector

® The protector can quickly disconnect the power supply to protect the appliances when there
Is power interruption or the voltage exceeds or falls below the predetermined value. When the _=.
power supply recovers, the protector automatically connects the power after 1-2 minutes’ delay.@? €D €9 €5 Rotis £

& v &
® Overvoltage and overcurrent protection

® Flame retardant material,

® Automatic reset

&, 8
GDVA4-2

The main technical parameters

Type GDVA4-2
Rated Working Voltage 110/220V,220/230/240V AC
Rated Working Current 40A/63A/80A

Over-voltage Protection Value 230-300V adjustable

110-210V adjustable

Under-voltage Protection Value

Voltage Power Off Time 1-500s

Over current Protection Value 1-40A/1-63A/1-80A
Over current Power Off Time 1-30s
Recover time (Starting Delay Time) 1-500s

Own Power Consumption <2W

—=100,000 Times

35mm symmetrical DIN rail

Motor Mechanical Life

Installation

Connections Cables or pin/fock type busbar

Functions Over voltage,Under voltage,Over current, Time delay,Auto reconnect

Parameter settings

Set over Setunder Setvoltage Setover  Setcurrent
voltage voltage trip time current trip time

230-300V  110-210V 1-30S 1-40A/63A/80A  1-30S

Order Code

Type GDVA4-2/40A

Order Code 271022

Type GDVA4-2/63A
Order Code 271023

) Long press to enter

Type : -

i Eltiaartolls switch mode .S.Et Set autq

Order Code 271024 finish  reconnect time
"""""""""""""""""""""""""" 1-500S
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Auto-reconnect Adjustable Voltage(Current) Protector/GDV3 Series

GDVS5/GDVAS Auto-reconnect Adjustable Voltage(Current) Protector

® The protector can quickly disconnect the power supply to protect the appliances when there
s power interruption or the voltage exceeds or falls below the predetermined value. When the _-

power supply recovers, the protector automatically connects the power after 1-2 minutes’ delay.=

The main technical parameters

Type GDV5-2 GDVA5S-2
Rated Voltage (VAC) 110/220V,220/230/240V AC
Rated Working Current(A) 40/63A/80A

Over-Voltage Cut-Off Value (VAC) 230-300V adjustable

Under-Voltage Cut-Off Value (VAC) 110-210V adjustable

Recovery Setting Time Range (s) 1-500S

Over current Protection Value / 1-40A/1-63A/1-80A

Over current Power Off Time / 1-30s

Self Power Consumption(W) <2W

Ambient Temperature (°C) -20~+407C

Installation 35mm symmetrical DIN rail

Connections Cables or pin/fock type busbar

Over voltage,Under voltage, Over voltage,Under voltage,Over

Functions Time delay,Auto reconnect current,Time delay,Auto reconnect

GDVAS5-2

ON

RUN  FAULT ]
@ '. l‘_ l
' - OFF

Adjustable Vollage Current Protector

Order Code

Type GDV5-2/40A GDV5-2/63A GDV5-2/80A GDVAS-2/40A GDVA5-2/63A GDVAS-2/80A

Order Code 271025

271026 271027

271028 271029 271030

Parameter settings

3 . ,:
)

0 @
O A

Set voltage Set auto

0O e

GDVs-2 Set over Set under

voltage voltage trip time reconnect time
230-300V 110-210V 1-30S 1-500S
i
f
T T T T m e | Set over Set under Set voltage SET
:@ Long pressto voltage voltage trip time | Set over
restore factory 230-300V 110-210V 1-30S current

settings W) 1-40A/63A/80A

C

!

© T
W 3 A JSET VoA Se
Set auto Set auto Set current
reconnect times reconnect time trip time
-, 0-20T 1-500S 1-30S

—..... f—
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Voltage protection changeover switch/For AC Pc*+~*

GDV6-3/1 Voltage prtection changeover switch

® The protector can quickly disconnect the power supply to protect the appliances when there
is power interruption or the voltage exceeds or falls below the predetermined value. When the S0

power supply recovers, the protector automatically connects the power after 1-2 minutes’ delay.™*

® Overvoltage protection

® changeover switch

GDV6-3/1 63A GDVE-3/1 63A

ault Lin-1 Lin-2 Lin-3 E i : I
CH

INTELLIGENT TRIPLE POWER CHANGEOVER SWIT

@00

VER SW

® Automatic reset

GDV6-3/1

The main technical parameters

Type GDV6-3/1
Rated Working Voltage 380/400/415V AC
Rated Working Current 1-63A

Over-voltage Protection Value 220-300V(Default 270V)

110-210V(Default 170V)

1-600S(Default 5S)
5-200S(Default OFF)

0-200S(Default 0)
Voltage hysteresis 5V

Under-voltage Protection Value

Auto-reclosing delay(Ton)

Return to priority phase(Tr)

Switch to reserve phase(Tc)

insulation voltage 400V
—=100,000 Times

35mm symmetrical DIN rail

Motor Mechanical Life

Installation

Connections Cables

. Supplying an single phase 220V load from different power supply in order to maintain
Functions uninterrupted power supply of essential single load and protect it against unallowable
the variations of voltage or current in the mains.

Parameter settings

SELALY SELALY SEL ALY Ok
Setunder Setvoltage  Setauto Set
voltage voltage trip time reconnecttime  finish
230-300V 110-210V 1-30S 1-500S

Order Code

Type GDV6-3/1 63A

Order Code 271031
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