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For the content contained in this manual, Gandian Lightning Protection has the final right to interpret. For more detailed information,
please inquire; our company's technical engineers will serve you wholeheartedly. Because of the continuous innovation of product

L technology, please refer to the actual product or the manual; Subject to change without notice. )

¢ Use environmentally friendly materials
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Staff living area

Stamping and

injection molding

Comprehensive

The staff living area has 4360 b

square meters, 42 single rooms, W . The stamping and injection molding
28 suites, supporting internal ' i ‘ ' area has 6800 square meters, 30 inj-
canteen, fitness area, outdoor " s 2 * ection molding machines, 7 45T sta-
activity area S— I— ' < —u mping machines, 5 35T stamping —
| | g _— achines, 8 25 stamping machines,
and the remaining 18 stamping ma-

chines of each tonnage Fv ) | % The comprehensive production area

A o ’ | has 8,100 square meters, dozens of
production lines for various products
, a simulation laboratory for lightning
strikes, and various lightning protec-
tion products test instruments, etc.

production area
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DC Isolator Switch/For Photovoltaic system/GDL1 Series

GDPVXX/L1 DC Isolator Switch

oltage is up to 1200V DC.

©® GDL1 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic
system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv-

® IP20 Protection Level

® Din raill mounted

® The handle can be locked inthe "OFF" position

® 2 Pole,4 Poles are viable (Singlel Double String)

® Standard: IEC60947-3,AS60947.3
® DC-PV2,DC-PV1,DC-21B

® 16A,25A,32A,1200V DC

GDPVXX/L1 DC Isolator Switch

DC Isolator Switch/For Photovoltaic system/GDL1 Series

©® GDL1 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic
system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv-

oltage isup to 1200V DC.

Rated Volatage/Rated Current

Type

GDPV16-L1 Series

300V

Order Code

16A

16A

600V
Order Code

800V

Order Code

12A

8A

1000V
Order Code

1200V
Order Code

6A

GDPV25-L1 Series

GDPV32-L1 Series

GDPV16-L1 Series

4T/4B/4S GDPV25-L1 Series

GDPV32-L1 Series

GDPV16-L1 Series

GDPV25-L1 Series

GDPV32-L1 Series

25A 25A 15A 9A 7A
32A 27A 17A 10A 8A
16A 16A 16A 16A 16A
25A 25A 20A 20A 20A
32A 32A 32A 32A 32A
35A 35A / / /
40A 40A / / /
45A 40A / / /

Order Code

Type GDPV16-L1 Series
Order Code 270001

The main technical parameters

GDPV25-L1 Series
270002

GDPV32-L1 Series
270003

Electrical Characteristics
Type GDPV16-L1 GDPV25-L1,GDPV32-L1

Isolator, Control
IEC60947-3 AS60947.3

DC-PV2/DC-PV1/DC-21B 2-Pole 2-Pole 2-Pole
Pole ' 4P 4 Poles in series 4 Poles in series 4 Poles in series

Input and Input and
Rated frequency DC

Switching Configurations

Function
Standard

Utilization category 2-Pole

4 Paralleled
Poles

Input and
Output bottom

Output on top Output bottom

Rated operational voltage(Ue) 300V,600V,800V,1000V,1200V / 2P 4P 4T 4B 4S 2H
Rated operational voltage(le) See the next page 1200V Cortacte 5 7 1357 1357 1357 1357 1357
Rated insulation voltage (Ui) 1200V Wiring graph ) TY7) ;_2_2_?3 HR ) 0D
2468 2468 2468
Conventional free air themal current(ith) /] 08
Conventional enclosed thermal current(lthe) Same asle i ki - = T = T -
. . Switching LA 13 5] L3 I L3 ]2 L3 ol
Rated short-time withstand current(lcw) 1kA, 1s example S e e o 8|604_2|_J Kiis
Rated impulsed withstand voltage(Uimp) 8.0kV 4 == T - =] o
Overvoltage category 11
Suitability for isolation Yes
Polarity No polarity,"+"and"-"polarities could be interchanged. ) )
— , Dimensions (mm) ) 0. ) o5 )
Service life/cycle operation y
i - =
Mechanical 18000 TR /@%\ i 50.1 ,
Electrical 2000 ‘ol 0 &
|

Installation Environment
Switch Body P20

-40C~+85C
Vertically or horizontally

Ingress protection

95

Storge temperature

Mounting Type

Pollution degree 3

—
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DC Isolator Switch/For Photovoltaic system/GDL2 Series DC Isolator Switch/For Photovoltaic system/GDL2 Series

GDPVXX/L2 DC Isolator Switch GDPVXX/L2 DC Isolator Switch

® GDL2 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic ® GDL2 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic
system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv- system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv-
oltage isup to 1200V DC. oltage is up to 1200V DC.

IP20 Protection Level Rated Volatage/Rated Current

Din rail mounted . 300V 600V 800V 1000V 1200V

The handle can be locked in the "OFF" position Order Code Order Code Order Code 4 Order Code % Order Code
GDPV16-L2 Series 16A 16A 12A 8A 6A
GDPV25-L2 Series 25A 25A 15A 9A 7A
Standard: IEC60947-3,AS60947.3 GDPV32-L2 Series 32A 27A 17A 10A 8A
GDPV16-L2 Series 16A 16A 16A 16A 16A
4T/4B/4S GDPV25-L2 Series 25A 25A 25A 25A 25A
16A.25A.32A.1200V DC GDPV32-L2 Series 32A 32A 32A 32A 32A
GDPV16-L2 Series 35A 35A / / /
GDPV25-L2 Series 40A | 40A / / /
GDPV32-L2 Series 45A 40A / / /

Order Code

Type GDPV16-L2 Series GDPV25-L2 Series GDPV32-L2 Series
Order Code 270004 270005 270006

2 Pole,4 Poles are viable (Singlel Double String)

DC-PV2,DC-PV1,DC-21B

7.5mm Din Rail

The main technical parameters

Electrical Characteristics
Type GDPV16-L2,GDPV25-L2,GDPV32-L2
Function Isolator, Control Switching Configurations

Standard IEC60947-3,AS560947.3

Utilization category DC-PV2/DC-PV1/DC-21B SR = S ™
4 Poles in series 4 Poles in series 4 Poles in series RIS

= - Input and Input and Input and gPlaralleled

Rated frequency DC Output bottom Outputontop  Output bottom SHES

Rated operational voltage(Ue) 300Vv,600V,800V,1000V,1200V / 2P 4P 4T 4B 45 2H
Rated operational voltage(le) See the next page . 5 7 {35 7 1357 1357 {35 7 {35 7
, , , Contacts || N 1 NI | 1 1
Rated insulation voltage (Ui) 1200V Wiring graph Y Y YYT) ) L) YY) )
: : 6 8 2468 2 46 8 2468 2468 2468
Conventional free air themal current(lth) /]
Conventional enclosed thermal current(lthe) Same as/e 11 R - - B2+ 1 - A
. . Switching 13 57 (13 57 —5 T3 5]7 (13 4T3 L€ 5[t
Rated short-time withstand current(lcw) 1kA, 1s , O O o O O
example 8|6 4 2 8[6 4 2 8|6 4 2 86%%] 36 2 2 8[64 2
Rated impulsed withstand voltage(Uimp) 8.0kV Z =] ] = - 5L =]
Overvoltage category 1
Suitability for isolation Yes
Polarity No polarity,"+"and"-"polarities could be interchanged.
Service life/cycle operation Dimensions (mm) - b0.2 . - 86 )
~ - 64 -
Mechanical 18000 ‘ . 50.1 _

Electrical 2000

Installation Environment

Ingress protection Switch Body P20

95

Storge temperature -40°C~+85TC i

45

Mounting Type Vertically or horizontally

Pollution degree 3 $6.4

GA:DA : — _— wassousn G /AgDA
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DC Isolator Switch/For Photovoltaic system/GDNL1 Series \ DC Isolator Switch/For Photovoltaic system/GDNL1 Seriec

GDPVXX/NL1 DC Isolator Switch GDPVXX/NL1 DC Isolator Switch

® GDNL1 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic ® GDNL1 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic
system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv- system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv-
oltage is up to 1200V DC. oltage is up to 1200V DC.

IP20 Protection Level Rated Volatage/Rated Current

a
® Dinrail mounted o 300V 600V 800V 1000V 1200V
® The handle can be locked inthe "OFF" position Order Code Order Code OrderCode =~ OrderCode  Order Code
| | | GDPV16-NL1 Series 16A 16A 12A 8A 6A
® 2 Pole,4 Poles are viable (Singlel Double String) GDPV25-NL 1 Series B A oA EA oA A
® Standard: IEC60947-3,AS60947.3 GDPV32-NL1 Series 32A 27A 17A 10A 8A
GDPV16-NL1 Series 16A 16A 16A 16A 16A
® DC-PVZ,DC-PV1,DC-21B 4T/4B/4S GDPV25-NL1 Series 25A 25A 25A 25A 25A
® 16A,25A,32A,1200V DC GDPV32-NL1 Series 32A 32A 32A 32A 32A
7 5mm Din Rail GDPV16-NL1 Series 35A | 35A / / /
GDPV25-NL1 Series 40A 40A / / /
N s K y GDPV32-NL1 Series 45A 40A / / /
- 35 mm
i , ' Y Order Code
The main technical parameters | Ll

Type GDPV16-NL1 Series GDPV25-NL1 Series GDPV32-NL1 Series
Order Code 270007 270008 270009

Electrical Characteristics
Type GDPV16-NL1,GDPV25-NL1,GDPV32-NL1

Function Isolator, Control Switching Configurations
Standard IEC60947-3,AS60947.3

Utilization category DC-PV2/DC-PV1/DC-21B 2-Pole 2-Pole 2-Pole
4 Poles in series 4 Polesin series 4 Poles in series 2-Pole

Pole 4P . 4 Paralleled
Input and Input and Input and Pol

Rated frequency DC Output bottom Outputontop  Output bottom Sddss

Rated operational voltage(Ue) 300V,600V,800V,1000V,1200V
Rated operational voltage(le) See the next page 5 7 R 1B 7 B E 7 {LED P
: : ; Contacts || I IR NN | 1 1
Rated insulation voltage (Ui) 1200V Wiring graph Y Yy YY) YY) Y ‘BB R
Conventional free air themal current(lth) /] .8 bl 2408 2408 sl 24068
Conventional enclosed thermal current(lthe) Same as/e T HER =t - =14 I - SR
: : Switching 13 8[7 13 5]7 |J1—3 517 TRk 13 5]7 1 3 5]7
Rated short-time withstand current(lcw) 1kA, 1s O O O o e O
example 8(6 4 2 86 4 2 18|64112| o (57 a6 2 2 s[6 4 2
Rated impulsed withstand voltage(Uimp) 8.0kV S = - B+ =p= =2
Overvoltage category 1
Suitability for isolation Yes
Polarity No polarity,"+"and"-"polarities could be interchanged.
Service life/cycle operation Dimensions (mm) . 02 . _
, _ b 60 -

Mechanical 18000
Electrical 2000

50.1 i

Installation Environment

Ingress protection Switch Body P20

95

Storge temperature -40°C~+85TC

35.5
45

Mounting Type Vertically or horizontally

Pollution degree 3

GA:DA — - ' ‘ wvavsous G AgDA
& ~ WWW.LUXSOLAR.HU T— B B . &

/[3?65/52///5 bettes e-i/e/ozfzzio/z/g// g : - - - | | o T @dée/&/o/&. bettes e/@oézzio@




DC Isolator Switch/For Photovoltaic system/GDNL1/T Series

DC Isolator Switch/For Photovoltaic system/GDNL1/T Seriec

GDPVXX/NL1/T DC Isolator Switch

oltage is up to 1200V DC.

The main technical parameters

® GDNL1 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic
system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv-

|IP20 Protection Level

Din rail mounted

The handle can be locked inthe "OFF" position

2 Pole,4 Poles are viable (Singlel Double String)
Standard: IEC60947-3,AS60947.3
DC-PV2,DC-PV1,DC-21B

16A,25A,32A,1200V DC

Electrical Characteristics

Type

Function

Standard

Utilization category

Pole

Rated frequency

Rated operational voltage(Ue)

Rated operational voltage(le)

Rated insulation voltage (Ui)
Conventional free air themal current(lth)
Conventional enclosed thermal current(ithe)
Rated short-time withstand current(lcw)
Rated impulsed withstand voltage(Uimp)
Overvoltage category

Suitability for isolation

Polarity

GDPV16-NL1/T,GDPV25-NL1/T,GDPV32-NL1/T
Isolator, Control
IEC60947-3,AS60947.3

DC-PV2/DC-PV1/DC-21B
4P

DC
300V,600V,800V,1000V,1200V

See the next page

1200V
/]
Same asle
1kA, 1s
8.0kV
1

Yes

No polarity,"+"and"-"polarities could be interchanged.

Service life/cycle operation

Mechanical

Electrical

18000
2000

Installation Environment

Ingress protection Switch Body
Storge temperature
Mounting Type

Pollution degree

|IP20

-40°C~+85"C
Vertically or horizontally
3

G A& D A WWW.LUXSOLAR.HU
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GDPVXX/NL1/T DC Isolator Switch

® GDNL1 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic

system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv-

oltage is up to 1200V DC.

Rated Volatage/Rated Current

300V
Type

Order Code

GDPV16-NL1/T Series 16A

600V

Order Code

16A

800V

Order Code

12A

1000V

Order Code
8A

1200V

Order Code
6A

GDPV25-NL1/T Series 25A

GDPV32-NL1/T Series 32A

GDPV16-NL1/T Series 16A

4T/4B/4S GDPV25-NL1/T Series 25A

GDPV32-NL1/T Series 32A

GDPV16-NL1/T Series 35A

GDPV25-NL1/T Series 40A

GDPV32-NL1/T Series 45A

25A 15A 9A 7TA
27A 17A 10A 8A
16A 16A 16A 16A
20A 20A 20A 25A
32A 32A 32A 32A
35A / / /
40A / / /
40A / / /

Order Code

Type GDPV16-NL1/T Series

Order Code

270010

GDPV25-NL1/T Series
270011

GDPV32-NL1/T Series
270012

Switching Configurations

2-Pole 2-Pole 2-Pole 5-Pol
4 Poles in series 4 Poles in series 4 Poles in series "0 < e“ -
Input and Input and Input and : lara 10
Output bottom Outputontop  Output bottom Seo
/ 2P 4P 4T 4B 45 2H
Contacts N Va3 = 1295 R A s
" ) ARR \RRR 0 L) D) 0D
Ll 6 8 2468 2468 2468 2468 2468
re . ] + - £ -
Switching 1 3Of">l7 L :!,05' 7 TS = i M=t 3 ; 305”.
example 86 4 2 | 8[6 4 2 O S5 53 Hew
e =N =Rt ; : =

Dimensions (mm) . 60.2 .

99

45
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DC Isolator Switch/For Photovoltaic system/GDL3 Series DC Isolator Switch/For Photovoltaic system/GDL3 Series

GDPVXX-L3 DC Isolator Switch GDPVXX-L3 DC Isoltor Switch

® GDL3 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic ® GDL3 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic
system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv- system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv-
oltage isup to 1200V DC. oltage is up to 1200V DC.

Rated Volatage/Rated Current

IP20 Protection Level

Type 300V 600V 800V 1000V 1200V
Din rail mounted Order Code Order Code Order Code Order Code Order Code
GDPV16-L3 Series 16A 16A 12A * 8A * 6A
GDPV25-L3 Series 25A 25A 15A 9A 7A
2 Pole,4 Poles are viable (Singlel Double String) GDPV32-L3 Series 32A 27A 1T7A 10A 8A
GDPV16-L3 Series 16A 16A 16A 16A 16A
4T/4B/4S GDPV25-L3 Series 25A 25A 25A 25A 25A
DC-PV2,DC-PV1,DC-21B GDPV32-L3 Series 32A 32A 32A 32A 32A
GDPV16-L3 Series 35A 35A / / /
GDPV25-L3 Series 40A 40A / / /
GDPV32-L3 Series 45A 40A / / /

Order Code
The main technical parameters

Type GDPV16-L3 Series GDPV25-L3 Series GDPV32-L3 Series
Order Code 270066 270067 270068

The handle can be locked in the "OFF" position

Standard: IEC60947-3,AS560947.3

16A,25A,32A,1200V DC

Electrical Characteristics

Type GDPV16-L3,GDPV25-L3,GDPV32-L3
Function Isolator. Control Switching Configurations

Standard IEC60947-3,AS60947.3

Utilization category DC-PV2/DC-PV1/DC-21B 2-Pole 2-Pole 2-Pole 5-Pol
f 4 Poles in series 4 Polesin series 4 Poles in series i

Pole 2P/4P # Input and Input and Input and gPlaralleled
Rated frequency DC Output bottom  Outputontop  Output bottom SRS

Rated operational voltage(Ue) 300V,600V,800V,1000V,1200V / 2P 4P 4T 4B 4S 2H
Rated insulation voltage (Ui) 1200V Wiring graph T TT) 2_)1_?5_?3 B—;Da JRRR O D
6 8 2468 2468 2468
Conventional free air themal current(lth) /] r
Conventional enclosed thermal current(lthe) Same asle 11 R o B = = I
Switching L 58] XL HE 5 a]7 =
Rated short-time withstand current(lcw) 1KA, 1s ' O O 2 O O O
example 8[6 4 2 a[6 43 8[6 4 2 s i[5 43 86 42
Rated impulsed withstand voltage(Uimp) 8.0kV = = == == =

Overvoltage category 1

Suitability for isolation Yes

Polarity No polarity,"+"and"-"polarities could be interchanged.
Service life/cycle operation Dimensions (mm)

Mechanical 18000
Electrical 2000

Installation Environment
Ingress protection Switch Body P20

Storge temperature -40°C~+857T
Mounting Type Vertically or horizontally

Pollution degree 3

GADA  yvvivssorar e GAGDA
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DC Isolator Switch/For Photovoltaic system/GDL4 Series \ DC Isolator Switch/For Photovoltaic system/GDL3 Series

GDPVXX-L4 DC Isolator Switch GDPVXX-L3 DC Isoltor Switch

® GDL4 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic ® GDL3 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic
system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv- system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv-
oltage isup to 1200V DC. oltage is up to 1200V DC.

Rated Volatage/Rated Current

IP20 Protection Level e 300V 600V 800V 1000V 1200V

Din rail mounted Order Code Order Code Order Code Order Code Order Code
GDPV16-L4 Series 16A 16A 12A * 8A * 6A
GDPV25-L4 Series 25A 25A 15A 9A 7A
2 Pole,4 Poles are viable (Singlel Double String) GDPV32-L4 Series 32A 27A T7A T0A 8A
GDPV16-L4 Series 16A 16A 16A 16A 16A
4T/4B/4S GDPV25-L4 Series 25A 25A 25A 25A 25A
DC-PV2,DC-PV1,DC-21B GDPV32-L4 Series 32A 32A 32A 32A 32A
GDPV16-L4 Series 35A 35A / / /
GDPV25-L4 Series 40A 40A / / /
GDPV32-L4 Series 45A 40A / / /

Order Code
The main technical parameters

Type GDPV16-L4 Series GDPV25-L4 Series GDPV32-L4 Series
Order Code 270069 270070 270071

The handle can be locked inthe "OFF" position

Standard: IEC60947-3,AS560947.3

16A,25A,32A,1200V DC

Electrical Characteristics

Type GDPV16-L4,GDPV25-L4,GDPV32-L4
Function Isolator. Control Switching Configurations

Standard IEC60947-3 AS60947.3

Utilization category DC-PV2/DC-PV1/DC-21B 2-Pole 2-Pole 2-Pole 2-Pole
4 Poles in series 4 Poles in series 4 Poles in series '

Pole 2P/4P Input and Input and Input and gPlaralleled
Rated frequency DC Output bottom Outputontop  Output bottom SRS S

Rated operational voltage(Ue) 300V,600V,800V,1000V,1200V / 2P 4P 4T 4B 4S 2H
Rated insulation voltage (Ui) 1200V Wiring graph 1) TT) 2_)1_?5_?3 B_;DB JRRR 0D
6 8 2468 2468 2468
Conventional free air themal current(lth) /]
Conventional enclosed thermal current(ithe) Same asl/e N _ L; I :l, 1'; 0 %; *1' =) 7" ':1'_3 5T7|-
Rated short-time withstand current(lcw) 1kA, 1s . 2 O & O O O
example 8(6 4 2 8[6 4 2 8|6 4 2 TR a6 2 2 8[6 a2
Rated impulsed withstand voltage(Uimp) 8.0kV =] = = == =

Overvoltage category 1

Suitability for isolation Yes

Polarity No polarity,"+"and"-"polarities could be interchanged. 100

Service life/cycle operation Dimensions (mm)

Mechanical 18000
Electrical 2000

Installation Environment
Ingress protection Switch Body |IP20

Storge temperature -40°C~+857T
Mounting Type Vertically or horizontally

Pollution degree 3

GA:DA B - wavsouen G /AgDA
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DC Isolator Switch/For Photovoltaic system/PM2 Series DC Isolator Switch/For Photovoltaic system/PM2 Series

GDPVXX/PM2 DC Isolator Switch GDPVXX/PM2 DC Isolator Switch

®© GDPMZ2 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic ® GDPM2 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic
system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv- - system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv-
oltage isup to 1200V DC. oltage is up to 1200V DC.

Rated Volatage/Rated Current

® |IP65 Protection Level

. . . _ 300V 600V 800V 1000V 1200V
Base mounted in the din rail,and handle mounted Type
outside the door through the shaft Order Code Order Code Order Code 4 Order Code % Order Code

GDPV16-PM2 Series 16A 16A 12A 8A B6A
GDPV25-PM2 Series 25A 25A 15A OA 7A
2 Pole,4 Poles are viable (Singlel Double String) GDPV32-PM2 Series 32A 27TA 17A 10A 8A
GDPV16-PM2 Series 16A 16A 16A 16A 16A
Standard: [EC60947-3,A560947.3 4T/4B/4S GDPV25-PM2 Series 25A 25A 25A 25A 25A
DC-PV2.DC-PV1.DC-21B GDPV32-PM2 Series 32A 32A 32A 32A 32A
GDPV16-PM2 Series 35A 35A / / /
GDPV25-PM2 Series 40A | 40A / / /
GDPV32-PM2 Series 45A 40A / / /

Order Code

Type GDPV16-PM2 Series GDPV25-PM2 Series GDPV32-PM2 Series
Order Code 270013 270014 270015

The handle can be locked in the "OFF" position

16A,25A,32A,1200V DC

The main technical parameters

Electrical Characteristics
Type GDPV16-PM2,GDPV25-PM2,GDPV32-PM2
Function Isolator, Control
Standard IEC60947-3,AS60947.3

Utilization category DC-PV2/DC-PV1/DC-21B

Switching Configurations

2-Pole 2-Pole 2-Pole
Pole 4P 4 Poles in series 4 Poles in series 4 Poles in series

Rated frequenc Input and Input and Input and
. 4 s Output bottom  Output on top Output bottom
Rated operational voltage(Ue) 300V,600V,800V,1000V,1200V

2-Pole
4 Paralleled
Poles

: / 2P 4P 4T 4B 4S 2H
Rated operational voltage(le) See the next page
Rated insulation voltage (Ui) 1200V Contacts ;?A\? 1'Y:" ;?T é %._—.;?Tm): I'E%T?D?' gi—ﬁﬁf @:._37
Conventional free air themal current(Ith) /] Wiring graph 5 8 2468 246 8 246 8 246 8 2 4 6 8
Conventional enclosed thermal current(lthe) Same asle T -

- L] N oo =k = HEW
Rated short-time withstand current(lcw) TkA, 1s Switching 12 o] =il Lt K g [ 30517 KX

. . : . example 86 4 2 s[5 4 2 8[6 4 2 ’ s[5 4 2 s[6 4 2

Rated impulsed withstand voltage(Uimp) 8.0kV £ lzi% #Zl " s a7 AIXE Té—r:rr

Overvoltage category 1

Suitability for isolation Yes

Polarity No polarity,"+"and"-"polarities could be interchanged.
Service life/cycle operation
Mechanical 18000

Dimensions (mm)

Electrical 2000 Mounting holes ) 8 L st

Installation Environment e | T i ! r
Ingress protection ‘ Switch Body IP65 - v - / \| * -d =
Storge temperature -40°C~+85TC Zéf.}:tfn?“é‘ I 8 (O | E 8| 2 .
Mounting Type Vertically or horizontally i Pgos| PP e, - -q
Pollution degree 3 L * T t : -

GA:DA T— — ‘ wwivsoseie (G /AGDA
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DC Isolator Switch/For Photovoltaic system/ELR1 Series DC Isolator Switch/For Photovoltaic system/ELR1 Series

GDPVXX/ELR1 DC Isolator Switch GDPVXX/ELR1 DC Isolator Switch

® GDELR1 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic ® GDELR1 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic
system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv- o system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv-
oltage isup to 1200V DC. oltage is up to 1200V DC.

® |IP66 rated enclosure,UV Resistant Rated Volatage/Rated Current
lpﬁém‘ GA"DA
_ B ® 2xmounting tabs,4xM25 threaded holes
¢ bbbt ¢ . o 300V 600V 800V 1000V 1200V
Riee OGN ® The handle can be locked in the "OFF" position Order Code Order Code OrderCode  OrderCode  Order Code
@

Mc4 plugs with adaptor or cable gland can be selected for SORVERIE CR I oriss oA 16A 12A 8A 6A
convenient connection and space saving GDPV25-ELR1 Series 25A 25A 15A 9A 7A

GDPV32-ELR1 Series 32A 27TA 17A 10A 8A
GDPV16-ELR1 Series . 16A 16A 16A 16A 16A
4T/4B/4S GDPV25-ELR1 Series 25A 25A 25A 25A 25A
GDPV32-ELR1 Series 32A 32A 32A 32A 32A
® DC-PV2,DC-PV1,DC-21B,16A,25A,32A,1200V DC GDPV16-ELR1 Series 35A 35A / / /
Mounting brecket GDPV25-ELR1 Series 40A | 40A / / /
Air valve Lead seal GDPV32-ELR1 Series 45A 40A / / /

Order Code

Type GDPV16-ELR1 Series GDPV25-ELR1 Series GDPV32-ELR1 Series
Order Code 270016 270017 270018

IP66 Air valve helps air flowing and reducing temperature 2
Pole,4 Poles are viable(Single | Double String)

® Standard: IEC60947-3,AS560947.3

The main technical parameters

Electrical Characteristics

Type GDPV16-ELR1,GDPV25-ELR1,GDPV32-ELR1
Function Isolator. Control Switching Configurations

Standard IEC60947-3,AS560947.3

Utilization category DC-PV2/DC-PV1/DC-21B 2-Pole 2-Pole 2-pole 2-Pole
4-Pol 4 Poles in series 4 Poles in series 4 Poles in series 4 Paralleled
Pole 4P i Input and Input and Input and Gkt

Poles

Rated frequency DC Output bottom  Output on top Output bottom

Rated operational voltage(Ue) 300V,600V,800V,1000V,1200V / 2P 4P 4T 4B 45 2H
Rated operational voltage(le) See the next page 5 7 1357 1357 1357 1357 1357
Contacts || NN 1 NI | 1 1
Rated insulation voltage (Ui) 1200V Wiring graph T T IRRR JRRR o) JRRE
6 8 2468 2468 2468 2468 2468
Conventional free air themal current(lth) /] |
Conventional enclosed thermal current(lthe) Same as/e - H 1 =k ¥ - i g
: : Switching 5 13 5]7 . =Ty [1 3057 13057
Rated short-time withstand current(lcw) 1kKA, 1s example = 8|604 : &7 % 3] 8 604 : % w o313
Rated impulsed withstand voltage(Uimp) 8.0kV =] 2 =T
Overvoltage category 1
Polarity No polarity,"+"and"-"polarities could be interchanged. . 75 X
Service life/cycle operation Dimensions (mm) P =——(\)/=———"—— ﬁé@g
| 0]
Mechanical 18000 O eorvarein; O | r—D .
Electrical 2000 PVARRAY - S D1

Installation Environment

Ingress protection Switch Body |IPG6

172
188
100
178.5
78.5
110

Storge temperature -40°C~+857T @ @

Mounting Type Vertically or horizontally T 3

Pollution degree 3 ‘@ ¢ | e uzsxas
kst BN © ©

= Jk@JL > L ' — =

\ 24.5

100

GA::DA www.ruxsouaru (G /N g L) /A
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DC Isolator Switch/For Photovoltaic system/ELR2 Series DC Isolator Switch/For Photovoltaic system/ELR2 Series

GDPVXX/ELR2 DC Isolator Switch GDPVXX/ELR2 DC Isolator Switch

® GDELR2 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic ® GDELR1 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic
system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv- ik system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv-
oltage isup to 1200V DC. oltage is up to 1200V DC.

|IP66 rated enclosure,UV Resistant Rated Volatage/Rated Current

2xmounting tabs,4xM25 threaded holes
Type 300V 600V 800V 1000V 1200V

The handle can be locked in the "OFF" position _ Order Code Order Code Order Code Order Code Order Code
GDPV16-ELR2 Series 16A 16A 12A 8A 6A

Mc4 plugs with adaptor or cable gland can be selected for

convenient connection and space saving GDPV25-ELRZ Series 25A 25A 15A 9A 7A
. . . . GDPV32-ELR2 Series 32A 27A 17A 10A 8A
IP66 Air valve helps air flowing and reducing temperature 2 . |
Pole,4 Poles are viable(Single | Double String) GDPV16-ELR2 Series 16A 16A 16A | 16A 16A
4T/4B/4S GDPV25-ELR2 Series 25A 25A 25A 25A 25A
SRR TERA R e W AN F GDPV32-ELR2 Series 32A 32A 32A 32A 32A
® DC-PV2,DC-PV1,DC-21B,16A,25A,32A,1200V DC GDPV16-ELR2 Series 35A 35A / | / /
| ead seal GDPV25-ELR2 Series 40A 40A / / /

GDPV32-ELR2 Series 45A 40A / / /

Order Code

‘—-'_"'ﬁi M20 knock holes

The main technical parameters

| :
1 ]
- B d
- —— A=

Type GDPV16-ELR2 Series GDPV25-ELR2 Series GDPV32-ELR2 Series
Order Code 270019 270020 270021

Electrical Characteristics

Type GDPV16-ELR2,GDPV25-ELR2,GDPV32-ELR?Z2
Function Isolator, Control Switching Configurations

Standard IEC60947-3,AS560947.3

Utilization category DC-PV2/DC-PV1/DC-21B 2-Pole 2-Pole 2-Pole 2-Pole
4-Pol 4 Poles in series 4 Poles in series 4 Poles in series 4 Paralleled
Pole 4P il Input and Input and Input and UL

Poles

Rated frequency DC Output bottom  Output on top Output bottom

Rated operational voltage(Ue) 300V,600Vv,800V,1000V,1200V / 2P 4P 4T 4B 4S | 2H
Rated operational voltage(le) See the next page 5 7 1357 1357 1357 135 7 1357

. . . Contacts | R R N | 1 1
Rated insulation voltage (Ui) 1200V Wiring graph T TT) TIT) JRRR JRRR RR

; : 6 8 2468 2468 2468 2468 246 8
Conventional free air themal current(ith) /]
Conventional enclosed thermal current(ithe) Same asl/e Switching - '5[+ "%“ :,3 ‘g_ =l ?“%ﬁ '.'1' = 7.' ‘{1'_3 5_7','
. : O =L
Rated short-time withstand current(lcw) 1kA, 1s example . A - Soxw) o] 8|604_J2 ﬁoﬁ
Rated impulsed withstand voltage(Uimp) 8.0kV 2 == kil o - =z
Overvoltage category 1
Suitability for isolation Yes
Polarity No polarity,"+"and"-"polarities could be interchanged. - 75 o
Service life/cycle operation Dimensions (mm) 7 5 . ﬁ“@ =

MGChanical 1 8000 o GDPELR2 _63_ OQ () : &
Electrical 2000 TV £ A B /A

Installation Environment

170
100
178.9
110

Ingress protection Switch Body |IPG6

Storge temperature _40°C~+85C \\">"// — o

Mounting Type Vertically or horizontally S~~~ & N . 280 @

Pollution degree 3 ' —JL_&TKMO —
@ @ @ _J L 48 "
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DC Isolator Switch/For Photovoltaic system/ELR3 Series \ DC Isolator Switch/For Photovoltaic system/ELR3 Series

GDPVXX-ELR3 DC Isolator Switch

® GDELR3 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic
system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv-
oltage is up to 1200V DC.

GDPVXX-ELR3 DC Isolator Switch

® GDELRS3 Series DC Isolator Switch is applied to 1~20 KW residential or commercial photovoltaic
system,placed between photovoltage modules and inverters.Arcing time is less than 8ms, Maxv-
oltage isup to 1200V DC.

IP66 rated enclosure,UV Resistant Rated Volatage/Rated Current

GA:DA
GDPV32-ELR3

2xmounting tabs,4xM25 threaded holes

Tybe 300V 600V 800V 1000V 1200V
The handle can be locked in the "OFF" position OrderCode  OrderCode  Order Code Order Code Order Code

Mc4 plugs with adaptor or cable gland can be selected for SRS SR e 18A 16A 12A 8A 6A
convenient connection and space saving GDPV25-ELRS3 Series 25A 25A 15A 9A 7A

GDPV32-ELR3 Series 32A 27A 17A 10A 8A

GDPV16-ELR3 Series 16A 16A 16A 16A 16A
4T/4B/4S GDPV25-ELR3 Series 25A 25A 25A 25A 25A

GDPV32-ELR3 Series 32A 32A 32A 32A 32A
photoroltaio 00 switch ® DC-PV2,DC-PV1,DC-21B,16A,25A,32A,1200V DC GDPV16-ELR3 Series 35A 35A / / /
GDPV25-ELR3 Series 40A 40A / / /
GDPV32-ELR3 Series 45A 40A / / /

Order Code
The main technical parameters

‘ Type GDPV16-ELR3 Series GDPV25-ELR3 Series GDPV32-ELR3 Series
Order Code 270072 270073 270074

IP66 Air valve helps air flowing and reducing temperature 2
Pole,4 Poles are viable(Single | Double String)

® Standard: IEC60947-3,A560947.3

-
.
:
.

| ECAO947-3 | P66
DC-PY2
(€

S S

Electrical Characteristics

Type GDPV16-ELR3,GDPV25-ELR3,GDPV32-ELR3
Function Isolator, Control Switching Configurations

Standard IEC60947-3 AS60947.3

Utilization category DC-PV2/DC-PV1/DC-21B 2-Pole 2-Pole 2-Pole 2-Pole
4-Pol 4 Poles in series 4 Poles in series 4 Poles in series 4 Paralleled
Pole 4P AR Input and Input and Input and Polzrsa b

Rated frequency DC Output bottom  Output on top Output bottom

Rated operational voltage(Ue) 300V,600V,800V,1000V,1200V / 2P 4P 4T 4B 43S 2H

Rated operational voltage(le) See the next page 57 1357 1357 1357 1357 1357
Contacts | N R N | 1

Rated insulation voltage (Ui) 1200V Wiring graph R \RRR IRRR D) T R

6 8 2468 2468 2468 2468 2468

Conventional free air themal current(lth) /]

Conventional enclosed thermal current(lthe) Same as/e Switchine _ 1'_#_ Tt =l =k ! o o

Rated short-time withstand current(lcw) 1kA, 1s example . 604 g e -2 s 2 s . Goﬁl

Rated impulsed withstand voltage(Uimp) 8.0kV = == = S ==

Overvoltage category 1

Suitability for isolation Yes

Polarity No polarity,"+"and"-"polarities could be interchanged.
Service life/cycle operation Dimensions (mm)

Mechanical 18000
Electrical 2000

Installation Environment
Ingress protection Switch Body |IPG6

144.2

Storge temperature -40°C~+857T
Mounting Type Vertically or horizontally

Pollution degree 3

GA:DA E— - o G /A
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AC Isolator Switch/For AC Power system/GDUKF Series

GDUKF AC Isolator Switch

® GDUKEF series outdoor AC isolating switches are mainly used in outdoor scenes, such as docks,
lighthouses, construction sites, etc., with good waterproof ability, waterproof level up to IP65, wat-
erproof and dustproof, complete specifications, are manufactured with reliable components, meet
the international standard requirements.

® Shell material: ABS

Selection code

Selection code

® IP65 Protection Level

® Dinraill mounted

AC Isolator Switch/For AC Power system/GDUKF Series

GDUKF AC Isolator Switch

® GDUKEF series outdoor AC isolating switches are mainly used in outdoor scenes, such as docks,
lighthouses, construction sites, etc., with good waterproof ability, waterproof level up to IP65, wat- _-
erproof and dustproof, complete specifications, are manufactured with reliable components, meet
the international standard requirements.

T e
S

Type Rated current Pole Rated working voltage Order code
GDUKF1-120 20A 1P 250V AC 270022
GDUKF1-220 20A 2P 250V AC 270023
GDUKF1-320 20A 3P 500V AC 270024
GDUKF1-420 20A 4 P 500V AC 270025
GDUKF1-135 35A 1P 250V AC 270026
GDUKF1-235 35A 2P 250V AC 270027
GDUKF1-335 35A 3P 500V AC 270028
GDUKF1-435 35A 4 P 500V AC 270029
GDUKF1-163 63A 1P 250V AC 270030
GDUKF1-263 63A 2P 250V AC 270031
GDUKF1-363 63A 3P 500V AC 270032
GDUKF1-463 63A 4 P 500V AC 270033
GDUKF2-120 20A 1P 250V AC 270034
GDUKF2-220 20A 2P 250V AC 270035
GDUKF2-320 20A 3P 500V AC 270036
GDUKF2-420 20A 4 P 500V AC 270037
GDUKF2-135 35A 1P 250V AC 270038
GDUKF2-235 35A 2P 250V AC 270039
GDUKF2-335 35A 3P 500V AC 270040
GDUKF2-435 35A 4 P 500V AC 270041
GDUKF2-163 63A 1P 250V AC 270042
GDUKF2-263 63A 2P 250V AC 270043
GDUKF2-363 63A 3P 500V AC 270044
GDUKF2-463 63A 4 P 500V AC 270045
GDUKF3-120 20A 1P 250V AC 270046
GDUKF3-220 20A 2P 250V AC 270047

GA&DA - WWW.LUXSOLAR.HU

/[3? elles //;/6 é@flﬁ% 6/605’2///'0/{/%

GDUKF3-320 20A 3P 500V AC 270048
GDUKF3-420 20A 4 P 500V AC 270049
GDUKF3-135 35A 1P 250V AC 270050
GDUKF3-235 35A 2P 250V AC 270051
GDUKF3-335 35A 3P 500V AC 270052
GDUKF3-435 35A 4 P 500V AC 270053
GDUKF3-163 63A 1P 250V AC 270054
GDUKF3-263 63A 2P 250V AC 270055
GDUKF3-363 63A 3P S00V AC 270056
GDUKF3-463 63A 4 P 500V AC 270057
GDUKF4-110 10A 1P 250V AC 270058
GDUKF4-210 10A ZP 250V AC 270059
GDUKF4-116 16A 1P 250V AC 270060
GDUKF4-216 16A 2P 250V AC 270061
GDUKF4-120 20A 1P 250V AC 270062
GDUKF4-220 20A 2P 250V AC 270063
GDUKF4-135 35A 1P 250V AC 270064
GDUKF4-235 35A 2P 250V AC 270065

Rated current 20A 20A 20A
Pole 1P,2P,3P,4P 1P,2P,3P,4P 1P,2P,3P,4P

166 166 166

Size(mm) 83 83 83

86 86 86

Rated current

Pole

Size(mm)

UKF1 UKF2 UKF3
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UKF1,UKF2,UKF3,

Size

UKF4 Size
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