
Assembly Instructions
24 Bottle Wine Table

Components:

Clip Sleeve 
x40

Top Shelf x1

1 Assemble top and bottom posts using 
the threaded inserts and install your 
adjustable feet.

2 Install 4 clip sleeve pairs at desired shelf 
height (bring clips together above desired 
groove and lower until a “click” is heard). 

Anti-Tip Strap x1

Wire Shelf x4

Top Post x4

Holds 6 Bottles Per Shelf
Stemware holder included!

NEED ASSISTANCE?

(877) 655-3443
support@saferacks.com
www.saferacks.com

PHONE:
EMAIL:  
WEB:

Contact our customer support team:

Bottom Post x4
Threaded 
Insert x4

Top Cap 
x4

Adjustable 
Foot x4

NOTE: follow 
directional 
arrows

Wall Anchor & Screw x2

Prop 65 Warning: This product can expose you to chemicals including lead, which is known to the State of 
California to cause cancer. For more information, visit www.P65Warnings.ca.gov
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3 Lower your first wire shelf into position. 
Gently apply downward pressure to the 
shelf to secure it in place. 

4 Repeat steps 2 and 3 until all wire shelves 
are installed at your desired height. 

Install top caps.

5 Install your upper shelf. 
If you wish to secure your wine rack to the 
wall, follow the steps below for Anti-Tip Kit 
Installation.  

Anti-Tip Kit Installation
This kit is included with your unit as an optional safety feature. 

24 Bottle Wine Table

Lower 
shelf

1. To secure your strap to the top shelf:

a. Remove your top shelf and place upside 
down as shown.

b. Secure your strap to your top shelf by 
removing and reinstalling the center back 
screw through the strap and stemware holder.

Tip: for a more secure fit, sandwich the strap 
between the wood top and the stemware 
holder before reinstalling the center back 
screw.

Front

Back

2. To secure your strap to the wall:

a. Drive the plastic anchor until it is 
flush with the wall at desired height.

b. Secure your strap to the wall by 
inserting the metal screw through the 
strap and into the wall anchor. Use a  
washer between the screw head and 
strap for extra rigidity.


