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Components:
Upper Post (x4)

Lower Post (x4)

18”x36” Shelf (x3)

Hanger Rod (x1)

Hanger Rod 
Screw (x2) Threaded Insert (x4)

Top Cap (x4)

Adjustable Foot (x4)

200LB CAPACITY
PER SHELF

175LB CAPACITY
ON HANGER ROD
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Assemble post by using threaded insert to 
connect upper post to lower post. Place top 
cap on upper post and threaded foot on 
lower post. Repeat for all 4 posts.    

Connect sleeve pairs to the bottom of each post and 
ensure they are of equal height. Slide lower shelf 
over post and secure to a snug fit. (NOTE: A rubber 
mallet can be used to ensure the shelves are tight.)         

Repeat for second shelf at desired height. 
(Note: The second shelf will be used to secure the
hangar rod.)       

   

Connect sleeve pairs to the top of each post and 
ensure they are of equal height. Slide top shelf over 
post and secure to a snug fit.        

Position hanger rod hooks at desired location and 
secure by hooking to the outside of the shelf. (NOTE: 
It may be easier to assemble the hanger rod hooks 
to the hanger rod beforehand.)       

NOTE: The second shelf can be installated in 
a number of configurations (i.e. towards the 
top or the bottom of the garment rack) 
based on your preference.       

*Position sleeves slightly 
above the notch, then 
compress and lower until 
secured to desired notch. 


