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(70Hz,400Hz,1.5KHz,5KHz,16KHz)

30Hz or 250Hz.

EQ5XP
EQ5XP

Five

Adjustable Active gain Preamp 
8 Volt Output Line Driver





EQ5XP

1. Output RCAs (Subwoofer,Rear,Front)
2. lnput RCAs (Main,Auxiliary
3. Power input from remote power supply
4. Right and Left gain controls for Main and Aux inputs
5. Balanced or Un-Balanced input mode for Main and Aux inputs
6. Subwoofer crossover frequency control 30Hz~250Hz
7. Subwoofer phase control 0°~180°
8. Rear low pass filter (used only in bandpass mode)
9. Rear high pass filter
10. Front high pass filter
11. Front and rear crossover mode selectors

1) Volume Control - ASP-Q1 volume control can be the system volume control for both main and 
    Auxiliary inputs.
2) Fader Control - This balances front-torear or mids-to-highs,depending on the system setup
3) Main/Aux lnput Selector
4) Subwoofer Output Level - This adjusts the subwoofer lever independent of the mids/highs
5) LED lndicator for Power and Clipping
6) EQ controls for Boost/Cut (Knobs) and for Center Frequency control (inset slotted pots)



EQ5XP has f ive
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EQ5XP

30Hz or 250Hz
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EQ5XP

Power box
1pc power cable
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EQ5XP

Maximun output level RMS 9.5V RMS
14 Volts
0.01%
110dB
90dB

10Hz~30KHz +0/-1dB
20K Ohms
1 K Ohms

18dB
20dB

1V for 9.5V out
11V~16V

Maximum peak output level

- Front-Rear Fader
- lndependent subwoofer output control
- Subwoofer phase control 0~180
- Auxiliary input
- Separate input gain controls for Main-in and
  Aux-in
- Copper chassis for noise rejection
- Remote power supply w/copper chassis

THD+Noise
Signal to Noise ratio
Stereo Separation
Frequency Response

lnput lmpedance
Output lm pedance
Boost/Cut
Headroom
lnput Sensitivity
Operating Voltage

- 5 bands of parametric equalization with variable
  frequencies: Bass-20~70Hz,MidBass-150~400HZ,Mid
  Range 500~1.5KHz, MidHi-2k~5KHZ, High-6K~16K
- Selectable 2-way or 3-way electronic crossover
  w/Bandpass
- Subwoofer crossover control 30Hz~250Hz
- Front-HP 65Hz~4.5KHz or Full range
- Rear-HP 65Hz~4.5KHz/LP 300Hz~4.6KHz or Full range
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