PATZ250 N
12 Volt Professional o ’ ’
Mid-Range Driver c

MIASSIVE

Features

® 400Hz ~ 8000Hz Frequency

¢ 107dB Sensitivity

® 2"/ 51.3m Voice Coil

® 1.37” / 25mm Screw-On Throat
® Phenolic Diaphram

e 8 Ohm Impendance

Nominal Impedance 8 Ohm
RMS Watts 75 Watts
Music Program Power 200 Watts
Frequency Range 400~8000 Hz
Sensitivity 107 dB
Voice Coil Diameter 2618 in/mm 112mm (4.4in)
Minimum Crossover Point 500 Hz A e :
Flux Density 101 T SN
Inductance 0.138 mH
Exit Throat Diameter 1/25 in/mm
Voice Coil Material Copper
Voice Coil Former Kapton
Diaphragm Material Phenolic
Magnet Material Ferrite
- MOUNTING & WEIBHT
Overall Diameter 44/12 in/mm
Depth 299/76 in/mm
Net Weight 15.75 Lbs
Mounting Screw-On, 18TPI 1.375/34.9 in/mm
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MASSIVE AUDIO INC. 2261 S. ATLANTIC BLVD COMMERCE CA 90040 323.262.2262
WWW.MASSIVEAUDIO.COM / SALEE@MAESIVEAUDID.EDM



