PAT400

12 Volt Professional
Super Compression Driver
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Features

® 300Hz ~ 7000Hz Frequency
® 116dB Sensitivity

® 4” / 100mm Voice Coll

® 4-M6 /102mm Bolt-On

e Barium Ferrite Magnet

e 8 Ohm Impendance

Nominal Impedance 8 Ohm
RMS Watts 200 Watts
Music Program Power 800 Watts
Frequency Range 300~7000 Hz
Sensitivity 116 dB
Voice Coil Diameter 2 [ 5 in/mm
Minimum Crossover Point 500 Hz
Flux Density 1.60 T

Exit Throat Diameter 2/50 in/mm
Voice Coil Winding Length 7.0/23 m/ft
Voice Coil Winding Depth 4.1/0.16 mm/in
Voice Coil Material Copper

Voice Coil Former

Polymide Kapton

Diaphragm Material

Phenolic

Magnet Material

Barium Ferrite

Magnetic Assembly Finish

E-Coating Black

Overall Diameter 44/12 in/mm
Depth 299/76 in/mm
Net Weight 16.31 Lbs
Mounting Bolt-On 4-M6 4 /102 in/mm
Volume Displacement 2.2 /0.078 I/Ft3

RESPONSE AND IMPEDANCE CURVES W/ HL4750-SLF HORN INSIDE
AN ANECHOIC CHAMBER, 1 W/1m
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HARMONIC DISTORTION CURVES W/ HL4750-SLF HORN, 10 W/ 1 m.
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MASSIVE AUDIO INC. 2261 S. ATLANTIC BLVD COMMERCE CA 90040 323.262.2262
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