
Overview:
 
NANO EDGE Series amplifiers include 3 four 

channel, 1 two channel,  3 mono & 1 five channel. 

All “EDGE” Series Amplifiers use the famous Nano 

Block circuit boards and power supplies to ensure 

performance but they now have  several new cutting 

edge features like RCA inputs that take up to 

10 Volts in! 

The built in money saving line converters found in 

every model of NANO EDGE use DC off set sensing 

to activate the ATO (Auto Turn On) 

Features include an adjustable 1 band parametric 

EQ bass boost and 12V out terminal. Also included 

is a preparatory docking input for optional custom 

built Massive Audio 4 Farad “Rail CAP-E” 

capacitor and a X10 switch on all the crossovers. 

This means that EDGE amps can be programed 

as a high pass at 3K Hz Up/Down or even Band 

Passed enabling the use of raw drivers for more 

output control. 

The Massive Audio NANO EDGE is Very 

Sharp and should be played with caution! 

 

• High power in extremely small heat sink

• 1 Ohm stable mono / 2 Ohm multi-channel

• 

• Built-in noise rejection circuitry

• MCU Power management (EX46 / EX48)

• Full MOSFET with high grade switching

• Regulated power supply (EX46, EX48)

• Dual output voltage

• Built-in auto sensing turn-on via Hi-Input

• 12v remote output for external devices

• 0 ~ 12dB variable bass boost

• 

• World-wide standard compliance 

• RAIL CAP-E ~ 4 FARAD Capacitor optional

 

Mil Spec double sided PCB with SMD parts

Next Gen advanced 5 way protection 

Features and Benefits

All Edge Series amplifies utilize the
famous Nano Block circuit boards 
and power supplies to ensure high 
performance. EDGE amps have new 
razor sharp features that allow for a
flexible installation. 

(EX2, EX44, EX46, EX46, EX5, E2, E3, E4)

NANO EDGE
Class D /Class AB & Digital Amplifiers

MSRP: $299.95 ~ $749.95



RMS WATTAGE @ 14.4V INPUT

LOW PASS FREQUENCY CROSSOVER

SUBSONIC HPF FILTER

BASS BOOST 

DESIGN CLASS

FREQUENCY RESPONSE

T.H.D @ 4 OHM

EFFICIENCY

INPUT SENSITIVITY

S/N RATIO

OPTIONAL REMOTE

DIMENSIONS mm

• E2 ~ 800 Watts RMS @ 1 Ohm / 400 Watts @ 2 Ohm • EX2 ~   120 Watts x 2 @ 4 Ohm / 240w x 2 @ 2 Ohm 
• E3 ~ 1400 Watts RMS @ 1 Ohm / 700 Watts @ 2 Ohm • EX44 ~ 100 Watts x 4 @ 4 Ohm / 200w x 4 @ 2 Ohm  
• E4 ~ 2000 Watts RMS @ 1 Ohm / 1000 Watts @ 2 Ohm • EX46 ~ 150 Watts x 4 @ 4 Ohm / 150w x 4 @ 2 Ohm 
• EX5 ~ 800w x 1 @ 1 Ohm + 240w x 4 @ 2 Ohm • EX48 ~ 200 Watts x 4 @ 4 Ohm / 200w x 4 @ 2 Ohm 

• MONO ~ 10Hz - 220Hz • MULTI ~ 10Hz - 25KHz • 5-CH ~ 20Hz - 25KHz

 

• E2, E3, E4 ~ CLASS D • 

• 

• MONO ~ <0.3% • MULTI ~ <0.05%

• MONO ~ 0Hz - 60Hz • MULTI ~ 10Hz - 300Hz / 100Hz - 3KHz • 5-CH ~ 10Hz - 60Hz

• MONO ~ 0 - 12dB @ 30 - 120Hz • MULTI ~ 0 - 12dB Fixed • 5-CH ~ 0 - 12dB @ 30 - 120Hz

EX2, EX44 ~ CLASS AB • EX46, EX48 ~ DIGITAL • EX5 ~ CLASS D / AB 

10Hz ~ 350Hz (+ / -1dB)

• CLASS D / DIGITAL ~ >80% @ 4 Ohm •CLASS A/B ~ >60%

• .04V ~ 10V  High or Low Inputs

• MONO ~ >80dB • MULTI ~ >90dB - >95dB • 5-CH ~ >89dB 

 MONO ~ YES • MULTI ~ NO • YES

• ALL UNITS ~ 2.1” High x 5.9” Wide              LENGTH
• E2 ~ 8”       • E3 ~ 11.1”       • E4 ~ 14.3”       •EX2 ~ 7.3”       • EX44 ~ 9.5”       • EX46 ~ 9.1”       • EX48 ~ 9.1”       • EX5 ~ 15”

Specifications

© 2016 Massive Audio®, Inc. All rights reserved. All trade names are trademarks or registered trademarks of respective manufactures listed.
Due to constant improvements features and specifications are subject to change. 

All Edge Series amplifies utilize the
famous Nano Block circuit boards 
and power supplies to ensure high 
performance. EDGE amps have new 
razor sharp features that allow for a
flexible installation. 

(EX2, EX44, EX46, EX46, EX5, E2, E3, E4)

NANO EDGE
Class D /Class AB & Digital Amplifiers

MSRP: $299.95 ~ $749.95
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