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 Wattage: 5W

 Voltage: 12-24V AC/DC

 Luminous Flux: 150lm

 Beam Angle: 120

 Color Temperature (CCT): 
3000K/4000K/5000K Adjustable

 Color Rendering Index (CRI): 90+

 Light Source: LE

 Lifespan: 30,000 hours

 Waterproof Rating: IP65

 Operating Temperature: -4°F to 104°F

 Material: Aluminum.

SPECIFICATIONS

 Vintage style meets modern LED in 
3000K/4000K/5000K settings.

 Weatherproof IP65, durable across temperature 
extremes.

 Quick and simple installation with Cleated foot 
step design.

 Suitable for 12-24V AC/DC low voltage systems.

 High CRI90 ensures vibrant, accurate lighting.

FEATURES & BENEFITS

Crafted for consistency and style, LEONLITE's 
Pathway Lights deliver superior light quality with a 
selectable color temperature range. The retro-
inspired design ensures these lights stand out, 
offering pro-sumers a dependable, adjustable 
outdoor lighting with a distinguished look.
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Product diagram

 Features 12 SMD 3030 LED beads in each light, 
with an efficiency of 30 lm/w.

 Provides adjustable color temperatures (3CCT) 
of 3000K, 4000K, and 5000K for versatile lighting 
options.

 Utilizes a PC diffuser (no lens) to evenly 
distribute light, enhancing the overall illumination 
quality.

LED and Optical Performance


 Comes with two waterproof wire caps per light, 
enhancing outdoor usability.

 Includes a die-cast aluminum, pedal-style ground 
stake for each light, facilitating simple installation.

Additional Components


 Constructed with iron/aluminum/PC materials, 
finished in oil-rubbed bronze.

 Designed for front lighting emission to effectively 
illuminate the intended area.

Design and Structure


 ETL-certified product and UL-certified wiring, 
ensuring safety and compliance.

 Operates on AC/DC 12-24V, adaptable for 
different electrical systems.

 Features a 4ft exposed, non-trimmable wire with 
a stripped length of approximately 0.2 inches for 
easy and secure connection.

Power and Electrical Features


SF3LSLLO-FHUDL5N3CCTH-ORB
LeonLite XGEN™ Cono LED Path Light

LeonLite® Path Lighting



+1 800 990 7688   3768 Milliken Ave, Eastvale, CA 92880 leonLite.Com

LeonLite® EasyConnect 
Wire Connector

LeonLite® Landscape Light 
Wire Connector

Low Voltage Landscape 
Lighting Cable, 100ft, 16/2

LeonLite® Waterproof Wire 
Nuts - Medium

LeonLite® Waterproof Wire 
Nuts - Large

Outdoor Transformer, AC 
to DC, 12V 120W, Timer & 

Photocell 

Outdoor Transformer, AC 
to DC, 12V 100W, Timer & 

Photocell 

Outdoor Transformer, AC 
to DC, 12V 60W, Timer & 

Photocell 

Compatible Accessories

Brass Yellow Ebony Black oiled rubbed bronze

All Color Options

O-ring Colorato LED Path 
Light - Smart Control

XGEN™ Dual-spot LED Path 
Light

XGEN™ Smart LED Path 
Light

SmartLink

Quadra Rotondo LED Path 
Light

Luce Fiamma LED Path 
Light

Fulmine Gold LED Path 
Light

Designer Crafted Landscape Lighting

Emisferi Sky-up LED Path 
Light

NatureDots FlexGarden Light

Petali Rovesciato LED Path 
Light

Escavatori LED Path LightCrescente LED Path Light

EdgeGlow OneWay Light

Stella Bitta LED Path LightO-ring Unico/Colorato LED 
Path Light

Piramide del Tempio LED 
Path Light

Soft, all-around lighting for expansive landscape enhancement. some models may have limited choices.

 Precise, one-sided illumination for clear path lighting without overspill.

Brighten gardens and paths, ground or surface mount.

Function meets art, illuminating spaces with stylish, decorative designs.

Wireless control for easy, smart outdoor lighting.

360° GentleGlow

LeonLite®  Path Lighting
*Current offerings as of January 2024; visit leonlite.com for additional choices
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PHOTOMETRICS
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