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Kills 99.999% of bacteria (Passes BS EN 1276 :1997).
Contact time: 60 seconds *  Conditions: Clean   Kill Rate: 99.999%
Contact time: 5 Minutes       Conditions: Dirty     Kill Rate: 99.999%
Certificate: Hurd Mundy Richardson Ltd  - Certificate No: 07/00570

Effective against MRSA (Passes BS EN 1276:1997).
Contact time:  5 Minutes   Conditions: Clean & Dirty    Kill Rate: 99.999%
Certificate: MgsLaboratories  - Certificate No: MGS: 13470 / SO No: 1258

* For heavily soiled areas, clean surfaces with Anti-Bac Surface Spray and then re-apply Anti-Bac Surface Spray to sanitise.

Designed for regular use on all hard surfaces to maintain clean and hygienic conditions.  
Ideal for cleaning all water resistant surfaces, such as; glass, aluminium, stainless steel, rubber, ceramic, plastic and tiled surfaces.

Kitchens: Work surfaces, fridges, chillers, microwaves, shelves, draining boards, sinks, etc.
Food Industry:  Conveyors, preparation surfaces, sneeze screens, trolleys, shelves, equipment, etc.
Bars/restaurants:  Tables, counters, bars, etc. 
Other areas:  Door handles, finger plates, communal equipment.

Do not dilute this product. Spray onto the surface, agitate if required and wipe dry with 
a clean cloth or paper towel. 

Use biocides safely.  
Always read the label and product information before use.

Worktops

AREAS OF USEDIRECTIONS

Do not dilute this product.
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