
Maison

Door Preparation

A. Mark Door
Use template enclosed to mark off  
installa�on holes on both sides of door.
Mark loca�ons for the 25.4mm (1") 
diameter holes in center of door edge.
Check backset desired, mark appropriate 
center for 54mm (2-1/8") diameter holes 
and 9mm (11/32") diameter hole on door 
face. 
 

B. Drill Holes
Bore 54mm (2-1/8") holes about halfway 
through door, then finish drilling from the 
other side to prevent Splintering.
 

C.  Chisel cavity for Latch & Strike 
Insert latches into the holes, 
keeping the face plate parallel to 
the edge of door. Mark outline 
and remove latches.

For Deadbolt Latchbolt at the top center, mark 
outline on the Door Jamb, using a 22mm (7/8") 
diameter Drill Bit to drill the Door Jamb to a 
depth of 25.4mm (1"). 

Chisel outline for 
strike plates 
1.5mm (1/16") 
deep or un�l the 
striker plates are 
flush with the 
door jamb.

For Passage Spring Latch at the bottom center, 
mark outline on the Door Jamb, using a 22mm 
(7/8") diameter Drill Bit to drill the Door Jamb 
to a depth of 13mm (1/2").

Functional Handleset Dummy Handleset

Drill the 25.4mm (1") holes for about 
51mm (2") deep in the door edge for 
latches.
Note: For Dummy, no need for latch holes.

Drill the 9mm (11/32") hole for the bottom 
moun�ng screw for the handle.

UP

51mm 
(2") 
Deep

Note:
No chiseling is required for latch 
if you are using a drive in latch.
(Latch without face plate)

Chisel 4mm (1/8") deep or un�l the 
face plate of latch is flush with the 
door edge.

 

Deadbolt Latch Spring Latch

Measure your door  for a backset of  60mm (2-3/8") or 70mm (2-3/4"). If backset of door measured 70mm (2-3/4" ) adjust latch as shown.

1. 
Retract the latch bolt, 
keep it even with the 
front plate. Do not 
allow it to extend.

2. 
Rotate the latch tail 
in an upward dir
ec�on un�l it stops.

3. 
When locking lug gets in 
the groove, pull the latch 
tail away from the face 
plate un�l it stops.

4. 
Rotate back of the latch tail 
in a downward direc�on 
un�l locking lug snaps into 
the 70mm (2-3/4" )window.

70mm
(2-3/4" )

60mm
(2-3/8")

Slide hub to the 70mm (2-3/4") posi�on. 

Latch Preparation

Installation Instructions

D. Install Latches E. Install Exterior Assembly

Dummy:
Place Exterior Dummy Handle 
with stems get into the drilled 
hole; put the Dummy cylinder 
into the cylinder hole on the 
handle.

Insert deadbolt latch in 
up posi�on into hole as 
shown. With the "UP" 
at the top. Secure with 
screws.

Insert latch with the 
slant of bolt facing in 
the direc�on that the 
door closes. Secure 
with screws.

Func�onal:
Place Exterior Handle with 
stems and square spindle 
into the spring latch as 
shown, press �ghtly against 
door face.

Install exterior deadbolt 
cylinder with the torque 
blade ver�cally insert 
into latch crank. 

F. Install  Interior Assembly - For Regular Handlesets

A�er the Exterior Handle is in 
place, install Interior Knob or 
Lever assembly, then �ghten 
the fixing screws.

Install screw through washer 
into the bottom hole, �ghten 
the fixing screw, then put the 
screw cap. 

For Double Cylinder Models:

Install the internal Cylinder & Rose 
assembly with the Torque Blade 
horizontally insert into the Latch 
Bolt Crank. The Key Way should be 
at the 6:00 o’clock posi�on. 

Install Interior cylinder assembly, 
insert the fixing screws, engaging 
exterior cylinder and �ghten.

G. Install  Interior Assembly - For Interconnect Sets

Place Interior Lever Escutcheon Assembly on door, rotate turnpiece to 
horizontal posi�on to engage with the torque blade from the exterior 
cylinder; lever sec�on to engage with the spindle from the exterior 
assembly, then insert fixing screws and �ghten.

For Dummy Handleset 
Models:

Install Interior Dummy Knob 
or Dummy Lever assembly, 
then �ghten the fixing 
screws.

Place Interior Dummy 
deadbolt assembly on door, 
insert screws, engaging 
exterior dummy cylinder 
and �ghten.

H. Install  Striker Plates

Place the strike places on the door 
jamb, fit onto the previously 
chiseled cavi�es, and secure with 
wooden screws provided. 

To re-hand the Lever 

Use the Alle/Hex Key tool provided to release the 
Allen/Hex screw from underneath of the lever neck,  
remove  cover pin and the lever, then reverse the 
Lever, put the lever and the cover pin back in place 
then re�ghten the Allen/Hex screw.

Installation Instructions for
Loire, Seine, Montpellier Handleset
(Regular or Interconnect Set)
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For Dummy Handleset Models:

NOTE: Do not over�ghten the fixing screws. 
We recommend  you use a Screw Driver not 
a Cordless Power Driver.

Install Interior Dummy Lever Escutcheon 
Assembly, then �ghten the fixing screws.

When installing the interconnect set, 
make sure:
   1. Install the Deadbolt Latch with the 
       retracted posi�on.
   2. Turn the turnsnib to the horizontal 

posi�on.
   3. Turn the torque blade of the Exterior 
       Cylinder to the ver�cal posi�on and 
       insert to the receiving hole of the 
       turnsnib through the latch.

bolt in the 

       
For Single Cylinder Models:

Place turnpiece assembly on door, 
rotate turnpiece to ver�cal posi�on, 
insert screws, engaging exterior 
cylinder and �ghten.

For Montpellier Model

Place the Fixing Plate on door, insert 
screws, engag�ng exterior cylinder 
and �ghten. Then place Turn Snib 
Assembly on door, keep the Turn 
                 Snib on horizontal posi�on, 
                 insert shorter screws and 
                 �ghten the assembly.

Recommended
height from floor
914-965mm
(36"-38") 

140mm
(5-1/2") 

213mm
(8-13/32") 


