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The perfect synthesis of superior 
metalworking and ventless fireplace 
technology is revealed in the IGNIS® 
Lata. Its frame is composed of grade 
304 brushed stainless steel. Nestled 
behind the silver border, a black steel 
firebox offers the perfect background in 
front of which Lata’s clean burning 
ethanol flames dance. An exceptional 
fireplace experience, Lata has been 
designed to be recessed into any wall 
composed of non-combustible 
material.

LATA



IGNISⓇ 
QUALITY

Rethink Fire.™

304
stainless steel

ignisproducts.com



Employing two of the IGNIS® spill 
proof EB1200 Ethanol Burners using 
double-wall construction, Lata 
produces 12,000 BTU of heat. In 
addition to the supplemental warmth, 
brilliant orange flames, acting in 
unison with one another, offer a 
mesmerizing and relaxing visual 
display stretching over 14” combined. 
For idyllic ambiance, warmth and 
control of operational costs, each 
ethanol burner may be adjusted at 
your discretion through the integrated 
sliding lid mechanisms. 

THERE’S 
ONLY ONE 
IGNISⓇ

IGNISⓇ PATENTED

US D805,619 S
US D805,171 S

http://pdfpiw.uspto.gov/.piw?PageNum=0&docid=D0805619&IDKey=5CABBB940D33%0D%0A&HomeUrl=http%3A%2F%2Fpatft.uspto.gov%2Fnetacgi%2Fnph-Parser%3FSect1%3DPTO2%2526Sect2%3DHITOFF%2526u%3D%25252Fnetahtml%25252FPTO%25252Fsearch-adv.htm%2526r%3D1%2526f%3DG%2526l%3D50%2526d%3DPTXT%2526p%3D1%2526S1%3DD805%2C619%2526OS%3DD805%2C619%2526RS%3DD805%2C619
http://pdfpiw.uspto.gov/.piw?PageNum=0&docid=D0805171&IDKey=7ABF8F9D15AD&HomeUrl=http%3A%2F%2Fpatft.uspto.gov%2Fnetacgi%2Fnph-Parser%3FSect1%3DPTO2%2526Sect2%3DHITOFF%2526u%3D%25252Fnetahtml%25252FPTO%25252Fsearch-adv.htm%2526r%3D1%2526f%3DG%2526l%3D50%2526d%3DPTXT%2526p%3D1%2526S1%3DD805%2C171%2526OS%3DD805%2C171%2526RS%3DD805%2C171


WHOLE LATA 
CLASS

Smartly positioned in front of the 
ethanol burning flames, a pane of 
tempered glass measuring 4” high, 
completes the minimalistic chic 
qualities of Lata. The strengthened 
piece has been encompassed as a 
safety measure in addition to acting as 
a windshield, thus assisting in lower 
ongoing operational costs. 

wmf-022gIGNISⓇ

Rethink Fire.™



ONYX 
OPULENCE Dark. Sensual. Romantic.

The perfect fusion of exceptional style and vent-free fireplace 
technology is revealed in the IGNIS® Lata Black. Its frame is 
composed of grade 304 brushed stainless steel and powder 
coated in restrained black allowing for installation in myriad 
spaces. Nestled behind the Lata Black’s frame, a coordinating 
black steel firebox offers the ideal milieu in front of which its 
clean burning ethanol flames dance. An extraordinary 
fireplace experience, Lata Black has been designed to be 
settled into any wall composed of non-combustible material.
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APPROXIMATE HEAT OUTPUT
12,000

FUEL CAPACITY 3

APPROXIMATE BURN TIME 5

FLAME LENGTH 14.25

IGNISⓇ INTELLIGENCE

Lata’s burn time and heat output are approximated. 
Environmental conditions dictate individual results. 
These conditions together with the amount of fuel in the 
burners’ reservoirs will also dictate the height of the 
flame. 

For the best fireplace experience, ensure that you store 
your IGNISⓇ bio ethanol fuel at room temperature and fill 
each reservoir to their maximum level. 

The burners employed by Lata are adjustable. Simply 
slide the damper lid to adjust and extinguish.

PERFORMANCE

BTU

LITERS

HOURS

INCHES

ignisproducts.com • 855-MY-IGNIS

LATA’S FIREPLACE EXPERIENCE MAY BE ENJOYED IN RESIDENTIAL AND COMMERCIAL ENVIRONS BOTH INDOORS AND OUTDOORS. 



by the 
numbers

LATA MUST BE INSTALLED INTO A 

NON-COMBUSTIBLE SURROUND SUCH AS 

CONCRETE BACKER BOARD, STONE OR BRICK.

#rethinkfire

CUTOUT DIMENSIONS

A. WIDTH 37.4”
B. HEIGHT 17.5”
C. DEPTH 6.5”
D. BRACKET FROM TOP 4.5”
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UNITED STATES OF AMERICA
IGNISPRODUCTS.COM • 855-MY-IGNIS


