
Instructions and utilisation

  Caution! If your wall is covered with tapestry, wood varnish or other flammable materials 
you must have a fire-proof backing on the wall.

  There should be sufficient air circulation in the room without having a draft. Air drafts can 
cause major flames.

  Install the unit in an area restricting access to children and animals. 

  Furniture, curtains and other flammable materials must be at a safe and secure distance 
from the unit.

  Do not cover the fireplace. Do not place any material or article of clothing on the fireplace.

  Fresh air should be let into room every hour, opening a window for 5 minutes at least lynch 
or by opening doors at opposite ends of the room to regenerate oxygen.

Only use bioethanol (combustible)
Never use any other material or product in the fireplace. 

Never use gel for fireplace, this will render your unit unusable.
  Not a cooking device.
  Do not add to bioethanol (incense, water, gas, etc.)

   DECOFLAME is for decorative purpose only, 
not to be used as your main heat source.



Filling instructions

Burner

Lighting and extinguisting the unit

  To shut down the fireplace while burning, use the fork that has been provided to close burner.

  Always keep class B fire extinguisher nearby in case of fire.

  Do not install less than 1 foot from floor (bottom of fireplace)
  Do not install less than 3 feet from ceiling (flame+ burner)

The burner has a capacity of approximately 1.5 L. At the maximum throttle, the fire will burn 
approximately 4 hours. The duration can be lengthened by reducing the length of the flame by 
moving the throttle. The removable burner is located in the fireplace. Precautions should be 
taken when moving the unit. The combustible should be poured into the burner. Should the 
combustible leak, proper clean up should be done before lighting the unit.

Make sure the burner is placed correctly in the fireplace. Light the fireplace with a long lighter. 
The combustible should be at room temperature before the use. The flames should reach their 
maximum height within 15 to 30 minutes, also depending of the temperature of the combustible. 
During this period a slight odour may occur, if necessary air out the room. The fire can be  
extinguished by closing the burner. Only extinguish the fire if necessary as this can cause bad 
odours. If you re-open the fireplace while the fuel is still hot, take the necessary precautions 
since this could cause a big flame due to the residue of gas.



Attention very important !
  Never light up the combustible if the burner is not properly in place.
  Do not smoke while filling the burner.
  Never refill the burner while it is hot or while the fireplace is on.
   The steel elements can be hot while the combustible is lighted. Never touch the steel elements while 
the fireplace is on and a few minutes after the unit has been shut down.

   Never move the fireplace while it is burning.
   Never mix this combustible with any other combustible.
   Carefully follow the instructions.
   The combustible is a highly flammable product.
   Never leave a fire without supervision.
   Beware of air drafts.
   This appliance has been tested for a use with glass doors. To reduce the risk of fire or injury, leave the 
glass doors on.

   Use only Decoflame ethanol.
   Do not use an appliance insert or any other products not specified for the use with the product.
   Never use any fuel other than the fuel specifically identified to be used in the unvented decorative 
appliance. Never use gasoline.

   Never refill unvented decorative appliance fuel reservoir when unvented decorative appliance is operating 
or still hot.

   Never use unvented decorative appliance in areas where flammable vapours or gas may be present.

   Never store or carry the fuel in other than a metal or plastic container that is acceptable for the 
use with the specified fuel in accordance with the « Consumer chemicals and containers regulations 
2001 »

   Never store fuel in the same location as the appliance.
   Due to high temperatures on the surfaces of the appliance, keep children away as well as clothing 
and furniture.

   Risk of indoor air pollution- Use unvented decorative appliance only in wellventilated areas and 
with doors of adjacent room open. Do not obstruct air flow with the fuel holder box by piling logs 
over the fuel holding box. Do not obstruct the fuel holder box in any other way or with any other 
material. People with breathing problems should consult a physician before using the unvented 
decorative appliance.

   Do not use unvented decorative appliance to heat or boil water or do not use as a cooking appli-
ance.

   Do not use in a room with oxygen tanks.



Extinguishing the fireplace

Combustible

Installation et opération manuel

Completely close the throttle on the burner with the furnished hook. 
Caution : The burner may be hot !

The combustible is a highly flammable product. The packaging should be kept away from any 
heat source. Only stock combustible in a secure place. Never place directly under the sun. Keep 
away from children. Do not swallow, if the combustible is swallowed : contact urgently the 
anti-poison center or ask medical advice.

1.  Locate 2 wall studs in the wall (mandatory). Install brackets at level and screw on (#3) 
in the holes of (#1) which belong to 16’’ center to center.

2.  Place (#2) on the hooks of (#1) and be sure that they are levelled. Screw on (#3) in the 
bottom of bracket (#2).

3.  Install the fireplace on the hooks of the piece (#1).

4.  Install piece (#5) with screws provided (#5) at the bottom of the fireplace in 2 places, place 
piece (#5) through piece (#2) and (#4) under the fireplace.

5.  Place (#6) in the fireplace.

6.  Deposit the burner (#7) in the support of the burner (#6).

7.  Deposit the hatch (#8) on the top over burner in the open position.

8.  Install window panes on the facade of the fireplace in the holes destined for this purpose by 
applying a gentle downwards pressure to ensure the good functioning of opening and closing.





Cleaning the burner

Cleaning the fireplace

When the content of the burner is completely consumed, wait until the burner is cold to proceed. 
After each use, the burner should be cleaned with soap and water and a sponge then rinse 
with clear water. When the burner is dry it can be refilled. Bad odours may occur if the unit is 
not cleaned after each use. The burner may turn light brown due to the heat; you can make it  
disappear if you rub with the rough side of a sponge; always rub in the sense of the stripes.

The elements can be cleaned with a little ethanol on a rag. Rinse the rag after the use. We guarantee 
the operation of Decoflame fireplaces only with the use of « Ethanol for decorative fireplaces ».

Enjoy great moments with your Decoflame fireplace.


