
MM3 Instructions 

1. Put the mm3 together as explain in the instructions in the box

2. Start by installing the J1939 data link connector (on the fly cable). The connector can be found 
on the firewall side of the bottom of the trucks air intake manifold on most trucks. Carefully 
route through the firewall using a grommet. Plug into the communications module. Next, select 
a mounting location for the MM3 monitor. Connect the Micro USB cable to the monitor and the 
communications module. Finally, install the OBD2 cable to the communications module. Then 
connect the OBD2 cable to the trucks OBD2 port. It is important that this is the final step in the 
installation.

3. Turn the to truck to the ON position (DO NOT START THE TRUCK). Enter the main menu by 
pressing the (…) button at the top center of the display. Next, select (ECM Tuning/DTC), select 
(ECM) then click (Get Stock File For Truck).

4. Remove the MicroSD card from the MM3 monitor and insert the SD card into a computer using 
the supplied USB adapter. Once the computer recognizes the SD card, select the (custom) 
folder, then “Stock” Folder. There you will find a file named “STOCK.MM3”.

5. email us the file

ONCE you Receive the tune modified tune file 

1. Plug the SD card into the computer using the supplied USB adapter.

2. Download and save the attachments to your desktop or documents folder.

3. Place the modified file in the following location:

a. Custom > ECM > (drop it in here)

b. *** DO NOT RENAME THE FILE***

4. Carefully insert the Micro SD card back into your MM3. Then navigate to the main menu (…)
once again Select the (ECM Tuning/DTC) option, then (Program Custom File To ECM).

a.



5. Next, write Custom file to the truck. 

a.  
6. Follow the on-screen prompts 

7. The MM3 will now flash in the base file and unlock the ECM. This will take approx. 5-7 Minutes 

 

Hard Part Control 

1. EGR blocker plates and or EGR cooler removal is required to run no emissions tuning if your device 

was ordered with it. All other sensors, throttle valve, EGR temp sensors, and EGR valve control 

can remain plugged in to prevent corrosion.  

2. DPF/SCR and all associated sensors can be removed from exhaust and tied up along frame rail for 

future use if required. Supplied tuning ECM Stock file can return vehicle to OEM configuration if 

later desired and these sensors will be required 

3. Unplug UREA pump and heater control and if desired remove the UREA tank all together.  

 

YOU MUST HAVE THE THROTTLE VALVE UNPLUGGED  



On screen Switchable tuning if purchased 

 

To switch tunes, on the main screen you want to select a dashboard 
 

 
 

It will then bring you to the following screen 
 

 
 

Touch anywhere on the screen and it will bring you to this screen 
 
 

 


