
FASCO MOTORS MAY PROVIDE TECHNICAL ASSISTANCE TO OUR (. JOMERS IN MANY AREAS. HOWEVER, SINCE FASCO MOTOR IS Nc: .WARE OF ALL DATA CONCERNING THE USE AND
APPLICATION OF THIS MOTOR, THE FITNESS OF THE MOTOR FOR THE APPLICATION MUST BE DETERMINED BY AND IS THE RESPONSIBILITY OF THE CUSTOMER.

MOTOR SPECIFICATION

8061S121-80

Q.R. No.

CUSTOMER

OTOR
JATING

VOLTS

RPM.

NOM. OUTPUT

ROTATION

CAPACITOR

ENCLOSURE

MOTOR TYPE

THERMAL PROTECTION

APPLICATION

BEARING D.E.

BEARING N.D.E.

SUPPLY LEAD

EARTH PROVISION

BASIC BUILD
SPECIFICATION

PERFORMANCE
SPECIFICATION

CONNECTION
DIAGRAM

6695 CUSTOMER NO.

415 Hz 50 Ph

890

Duty AOM

1.1 AMPS

370 WATTS

ANTICLOCKWISE LEAD END

START pF/V RUN

TOTALLY ENCLOSED

3 PHASE INSULATION CLASS B130
NIL.

FAN

6202ZZ

6202ZZ
LUBRICATION

LONG LIFE,
WIDE RANGE

SINGLE CORE 1500130

VIA SUPPLY LEAD

305-570-03

SP85102-01

393-000-AM

PAINT/
COLOUR

RATING
LABEL

NIL.
(PRIMER)

LABELSTD.FMT

FASCO
DESIGNED AND MANUFACTURED TO
AUSTRALIAN STANDARDS & SPECIFICATIONS

ON693 IMODEL

ddinmyyxxxx

8061S121-80
VOLTS 415
WATTS
AMPS
R.P.M. 890

370
1.1

WATTS IN MAX

TYPE
DUTY

CLASS
uF/VIS

3 PHASE
AOM
B130
NIL.

PROT.

MAXkPa

50

NIL.
NIL.

- 87.0 -

SPECIAL REQUIREMENTS:
1) EYELET TO BE SUPPLIED ON GREEN/YELLOW LEAD.

- (207.5) -

-(132.0)-

• RATING LABEL

-60.0-

-35.0 -
FLAT

-I"
r, 12.695
0 12.665

L 11.43
FLAT

LEADS COLOUR:
BROWN, BLUE, BLACK, GRN/YEL

<f, !
t

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MM.

TOLERANCES
DECIMALS ANGULAR
.X ± 0.3 ± 30'
.XX * 0.1

THIS ORAWHO REMAINS THE PROPERTY OF FASCO
MOTORS AMD MAT NOT BE USED. COPIEDCRKSUfD
WITHOUT WRITTEN PERMISSION FROM FASCO MOTORS
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SYDNEY

KITTI

KITTI

03/C

BCB SALES & SERVICE
PH : 03 9546 3833

FAX : 03 9546 3356
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MOTOR

102:8536T-370-KCH
10/04/01

10/04/01
2»4 MOO 3, EAKGKRUAY • SAINQi Hd,

BANGKRANG, HUANG KONTHABURI DISTRICT,
NONTHABUR111000 THAILAND A3

DWG. NO.

8061S121-80


