
 SPECIAL REQUIREMENTS:

BEARING N.D.E.

MOTOR TYPE

RATING
LABEL

MOTOR SPECIFICATION

BEARING D.E.

  µF/ VCAPACITOR

AMPS

DutyPhHzVOLTS

CUSTOMER

CUSTOMER NO.

  µF/ VRUN

RPM.

SUPPLY LEAD

Q.R. No.

START

NOM. OUTPUT

MOTOR
RATING

ENCLOSURE

ROTATION

INSULATION CLASS

THERMAL PROTECTION

APPLICATION

LUBRICATION

EARTH PROVISION

BASIC BUILD
SPECIFICATION
PERFORMANCE
SPECIFICATION

CONNECTION
DIAGRAM

PAINT/
COLOUR

FINAL INSPECTED MOTORS MUST COMPLY WITH ELECTRIC MOTOR VIBRATION SPECIFICATION (ES049)

V 18FASCO MOTORS MAY PROVIDE TECHNICAL ASSISTANCE TO OUR CUSTOMERS IN MANY AREAS. HOWEVER, SINCE FASCO MOTOR IS NOT AWARE OF ALL DATA CONCERNING  THE USE AND
 APPLICATION OF THIS MOTOR, THE FITNESS OF THE MOTOR FOR THE APPLICATION MUST BE DETERMINED BY AND IS THE RESPONSIBILITY OF THE CUSTOMER.
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SCALE

  UNLESS OTHERWISE SPECIFIED :
  DIMENSIONS ARE IN MM.

  TOLERANCES
  DECIMALS    ANGULAR

  .X        ±  1.0    ±   30'
  .XX      ±  0.1  29/7-8 MOO 3, BANGKRUAY - SAINOI Rd.,

BANGKRANG, MUANG NONTHABURI DISTRICT,
NONTHABURI 11000 THAILAND
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