
59
info@suprememagnets.com
info@liftontechsupreme.com

www.suprememagnets.com
www.liftontechsupreme.com

PM  LIQUID TRAP
IM

PU
RITY SEPA

RATIO
N

Model No. Ø A ØB C D Rods W (Kg)

LT150/25 150 32 150 300 5 12
LT150/32 150 38 150 300 5 13
LT150/40 150 45 150 300 5 14
LT150/50 150 57 150 300 5 15
LT150/65 150 76 150 300 5 18
LT200/50 200 57 200 350 7 20
LT200/65 200 76 200 350 7 22
LT200/80 200 89 200 350 7 24
LT200/100 200 108 200 350 7 26
LT250/80 250 89 250 400 7 30
LT250/100 250 108 250 400 7 33
LT250/125 250 138 250 400 7 36
LT250/150 250 159 250 400 7 39
LT300/125 300 138 300 450 9 45
LT300/150 300 159 300 450 9 48
LT300/200 300 219 300 450 9 55

Figure 1:Easy cleaning type

Figure 2: 
Temperature-controlled type

Easy cleaning type

Standard

Product Code: LT

• Liquid Traps are suitable for heavy duty, high volume liquid & semi-
liquid line flow systems.

• These provide magnetic protection for liquid lines and processing 
equipments by removing small contaminants.

• Standard SS304 housing with a design maximizing exposure of 
contamination to the high power magnet rods without compromising 
the flow speed.

• Easy removal of magnet cage from the top access flange via quick 
release clamp.

•  Easy cleaning option for magnet cage also available.

Versatile Liquid Process Magnet Separator Device

All dimensions in metric units

Due to continuous upgradation in design there could be changes in specification. Other sizes on request. Before ordering, 
contact Supreme Magnets or your nearest dealer to confirm the suitability of this model for your application.


