
 

 

 

Whisper-Click
    Acoustic LVT Floors 

 
Sound Reducing Luxury Vinyl Plank Floors for Commercial Applications 

 

Standard Plank : 7.25” x 48” Note: Custom Dimensions Available
Packaging : 23.51 sq.ft. per ctn.

Overall Thickness : 5.5 mm
Wear Layer : 20 mil UV wear layer. No Wax.

Class A Fire Rating          Waterproof             2,300 PSI Load Limit

ADA Slip Resistance: Meets Criteria for Floors and Ramps
 
  

Technical Data/Specifications 
 

Effect of a Castor Chair EN 425:2002 Pass 
Static Load Limit ASTM 970-00 Pass 2,300 lbs 
Determination of Flexibility EN 435:1994 Pass 
Color Fastness to Light: 
ISO 1-5 B02:1994+Amd1-1998+ 
Amd2-2002:Xenon-Arc Lamp Pass (6 or Better) 
Slip Resistance ASTM D2047 Pass 0.95 Dry / 0.93 Wet 
Critical Radiant Flux ASTM E648-10 Pass Class 1 
Dimensional Stability ASTM F 1066-4 Pass 

SpecifiedSolutionsInc.com 

Whisper-Wood Engineered Wood Floors are specifically engineered for Commercial Applications.  These real wood floors 
bring warmth and beauty to interior spaces.  The Integral Cushioned Backing reduces noise, while the waterproof one-piece 
inner core will not shrink or expand.

• Hardwood floors that install with Click-Lock system
• Hides Subfloor Imperfections 
• Solid Core will not move or shift

• Noise Reducing    
• Easy Maintenance    
• Exceptional Durability

SpecifiedSolutionsInc.com

W01-OakW00-Oak W02-Oak

W07-HickoryW06-Hickory W10-Hickory W11-EuroOak W12-EuroOak W13-EuroOak

W03-Walnut W05-WalnutW04-Walnut
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SpecifiedSolutionsInc.com 

Real Wood Beauty / Performance of a one-piece Solid Core
Floating Click Lock Installation System      

2,200 lb PSI for application in Commercial Buildings
Limestone Inner Core designed for extreme dimensional stability

Noise Reducing    Easy Maintenance    Exceptional Durability

SpecifiedSolutionsInc.com

Technical Data/Specifications
Packaging 
Square Feet per Carton                19.70 Sq. feet Plank
Weight per   Carton  52 lbs
Pieces per Carton  10 pcs plank 

Environmental
Indoor Air Quality FloorScore certified
LEED Scorecard  MR4, IEQ4.1, IEQ4.3

Warranty
5 year limited commercial wear warranty

Testing                                                                                                                 
Slip Resistance / ASTM D 2047
Residual Indentation / ASTM F970
Flexibility / ASTM F 137
Resistance to Heat / ASTM F 1514
Resistance to Light / ASTM F 925
Radiant Flux / ASTM 648
Smoke Density / ASTM E 662

>0.80
2200 psi 
Passes 
Passes 
Passes
Passes, >0.45 watts/cm2, NFPA Class I 
Passes, <450

Whisper-Wood
Engineered Wood Floors

Solid Core Technology


