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Scan the Code and Download “Tuya Camera” App from the following QR Code

Open Tuya Camera App (you can scan the QR code on the box to get the app)
and press “Sign Up” to register a new account. If you have an account, you can
log in with your account & password.

        A�er clicking “+” or “Add Device” on the homepage, select “Add Manually
- Camera & Lock - Smart Doorbell”

Special reminder: Keep the doorbell, Chime and router as close as possible
(to avoid network failure caused by too far distance).

       QR Code will pop up in the screen of mobile
phone. Please put the QR Code in front of doorbell
at 15-20 cm. On receiving a voice prompt, tap on
“ I Heard a Prompt” button on the App.

        Check the doorbell, , If the red LED on the
device flashes, it indicates it is receiving the
configuration data from the device. Click “Make
sure the indicator is flashing quickly or a prompt
tone is heard”, Click Next.

Note: The mobile device must be connected to a 2.4GHz
WiFi Network

Installation anti-dismantling diagram:

Install a screw to lock the doorbell and rear panel
1. Definition: 1080P (1920*1080) super clear resolution, clear picutre, delicate
and realistic.

2. Viewing angle: With a 148° large wide-angle lens, the view is wide, and the
whole family has a panoramic view.

3. Two-way audio: Bring you real-time intercom, to make the communication
easy.

4. Night vision: The camera will turn on the night vision function automatically
according to the ambient light. A�er opening the screen will appear blacn and
white, indoor conditions are clearly visible in 7 meters.

5. Recording storage: support video recording and screenshotws, support for
guest visits, automatic recording; visitors press the doorbell, will notify the
phone, will also automatically record video to the Micro SD card, you can view
the visitor record.

6. PIR motion detection: Send alert to your phone when visitor is at your front
door or when motion detection is triggered.

7. Instant alert: Get instant alerts when visitor presses the doorbell or when the
built-in motion sensor is triggered. You can watch real-time videos, intercom
with the visitor via your phone.

VII. Common Problems
1. Video Doorbell LED indicator and buzzer status:

3. What is the Operating Temperature of the Video Doorbell?

2. Note: Make sure the Doorbell is connected to WiFi in the 2.4 GHz
band.

The applicable temperature range: -10°C to + 50°C.

5G WiFi is not supported. Please make sure that the WiFi signal of the wireless
router connected to the doorbell is within the coverage.

Thank You!
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