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Installation instructions for the PS Soloist

Caution
To prevent severe shock or electrocution always turn the power OFF at the service panel before working with wiring.

 • Use this device with copper or copper clad wire.  Do not use it with aluminum wire.

 •  Do not install this device  on a circuit that power life support equipment as it may shut down the equipment in case of a 
heavy surge.

 •  For installation in wet locations, protect the receptacle with a weatherproof cover that will keep the Soloist receptacles and 
any plugs dry.

 • Must be installed in accordance with national and electrical codes.

Installing and testing the PS Soloist

Please read this leafl et completely before getting started.

The PS Soloist is a 15 amp receptacle designed to be mounted inside a deep 
double J-box.  A double J-box is a two receptacle wide junction box.  The PS Soloist 
provides AC cleaning and surge and spike protection to connected equipment.

Installing this receptacle may be complicated.  Make sure you understand basic wiring principals and techniques.  Make sure you can 
interpret wiring diagrams and have circuit wiring experience.

Please consult a qualifi ed electrician with any questions or concerns.

1.  Turn the power OFF
Plug an electrical device such as a lamp or radio, into the receptacle on which you are working.  Turn the lamp or radio on and verify it 
has power.  Then, go to the electrical service panel.  Find the breaker or fuse that protects that receptacle.  Place the breaker in the OFF 
position or completely remove the fuse.  The lamp or radio must turn off.

Next, plug in and turn ON the lamp or radio at the receptacle’s other outlet to make sure the power’s off at both 
outlets.  If the power is not OFF, stop work and call an electrician to complete the installation.

2.  Identify the cables or wires.
Important:  DO NOT install the Soloist receptacle in an electrical box containing (a) more than four (4) wires (not 
including the ground wires) or (b) cables with more than two (2) wires (not including the ground wire).  Contact a 
qualifi ed electrician if either (a) or (b) are true.

If you are replacing an old receptacle or electrical device, pull it out of the electrical box without disconnecting the 
wires.

Once removed, disconnect the wires so you have easy access to them.

Important Safety Instructions
•Read these instructions
•Keep these instructions
•Heed all warnings
•Follow all instructions
•Do not use this apparatus near water
•Clean only with dry cloth
•Install only in accordance with the manufacturer’s instructions
• Do not install near heat sources such as radiators, heat registers, stoves, or other 
apparatus (including amplifi ers) that produce heat

• Refer all servicing to qualifi ed service personnel.  Servicing required when the apparatus 
has been damaged in any way, such as liquid has been spilled or objects have fallen into 
the apparatus, the apparatus has been exposed to rain or moisture, does not operate 
normally, or has been dropped

• To reduce the risk of fi re, or electric shock, do not expose this apparatus to rain or 
moisture
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3.  Important wiring information
When making connections, follow the recommended strip lengths and combinations for the 
supplied wire connectors.  NOTE:  Wire connectors provided are suitable for copper wire only.  
Do not use aluminum wire.

4.  Wiring the Soloist
Strip insulation 1/2” 

Connect the green ground wire of the Soloist to the green or bare copper ground wire in the 
wall box.

Connect the black Soloist wire to the black wire removed from the existing receptacle.  If there 
are two black wires in the existing installation, tie these together with the black 
wire of theSoloist.

Connect the white Soloist wire to the white wire removed from the existing 
receptacle.  If there are two white wires in the existing installation, tie these 

together with the black wire of the Soloist.

5.  Mounting the Soloist to wallbox
Form the connected wires carefully into the wall box.  Mount and align the soloist with the screw 
holes and affi x using the supplied screws.

6.  Turn on power
Turn on the power reversing the procedure used to turn off the power.  Test for power using the radio or light previously used to test.

The LED on the front of the Soloist should be lit.  The protection LED indicates the surge and spike protection is working and power is 
applied to the Soloist receptacle.

Technical assistance
If you have questions concerning the installation or operation of this product, contact PS Power technical support at service@psaudio.
com or via phone at 720-406-8946 or consult with a qualifi ed electrician.

Limited warranty
PS Power will, at its option, repair or replace any unit that is defective in materials or manufacture within 90 days after purchase unless 
the product is registered on our website.  Once registered, we will provide warranty for three years after purchase.  For warranty 
service, return the unit to place of purchase or contact PS Power for a return authorization procedure.

This warranty is in lieu of all other express warranties and the implied warranty of merchantability is limited to three years 
from date of purchase.  This warranty does not cover the cost of installation, removal or reinstallation, or damage resulting 
from misuse, abuse, or damage from improper wiring or installation.  This warranty does not cover incidental or consequential 
damages.  PS Audio and PS Power’s liability on any claim for damages arising out of or in connection with the manufacture, 
sales, installation, delivery, or use of the unit shall never exceed the purchase price of the unit.

This warranty gives you specifi c legal rights and you may have other rights which vary from state to state.  Some states do not allow 
the exclusion or limitation of incidental or consequential damages or limitations on how long an implied warranty may last, so the above 
limitations may not apply to you.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


