
100% WATER PROOF STONE CORE PLANK

EXTREME DIMENSIONAL STABILITY; CAPABLE OF 100’ BY 100’ INSTALLATIONS IN -40ºC 
TO +40ºC ENVIRONMENTS

highly DURABLE ANTIMICROBIAL URETHANE COATED 12MIL WEAR LAYER

ALWAYS MANUFACTURED WITH VIRGIN MATERIALS FOR HIGH AND CONSISTENT QUALITY

FLOATING unilin 2G ANGLE-TAP-CLICK FOR QUICK & EASY INSTALLATION

MICRO BEVEL AND MEDIUM WOOD GRAIN Embossed

LITTLE TO ZERO MAINTENANCE AND EASY TO CLEAN

ATTACHED HIGH DENSITY EVA UNDERPAD FOR COMFORT AND SUPERIOR SOUND INSULATION

AVAILABLE WITH perfect matching trims

25 YEAR RESIDENTIAL & 10 YEAR LIGHT COMMERCIAL WARRANTY



CARBON OAK

HUDSON OAK

BAFFIN OAK

ALBA OAK

YELLOWKNIFE OAK

FRASER OAK

ATHABASCA OAK

WHITESHELL OAK LIARD TIMBER

SCARLET OAK



SHELBURNE TIMBER

ALBANY TIMBER

RIDEAU TIMBER

ASHED PATINA

POLAR PATINA

MILLED PEWTER

MILLED PLATINUM

MILLED TAWNY

FRENCH PATINA

RUSTIC PATINA



FloorScore® certified to meet indoor air quality standards, rigorously tested to be free of 35 types of 
Volatile Organic Compounds including formaldehyde. Qualifies for many green building schemes such as LEED 
v4, WELL, BREEAM, & CHPS.

PRODUCT

PLANK DIMENSIONS

THICKNESS

OVERALL THICKNESS

WEAR LAYER

FINISH

EDGE

INSTALLATION

BOX

PALLET

RESIDENTIAL WARRANTY

LIGHT COMMERCIAL WARRANTY

STONE CORE plank CONSISTS OF EXTRUDED STONE AND POLYMER core, BACKED WITH EVA ATTACHED 
PAD, CORE TOPPED WITH HIGH DEFINITION IMAGING, & POLYURETHANE COATED WEAR LAYER

7” X 48” (180MM X 1,220MM)

4.0MM SPC + 1.0MM EVA ATTACHED PAD

5.0MM

PU COATED 12MIL (0.3MM)

MEDIUM WOOD GRAIN EMBOSSED

MICRO BEVEL

FLOATING UNILIN 2G ANGLE TAP CLICK

10 PLANKS / 23.64 FT2  (2.196 M2)

55 BOXES / 1,300.07 FT2 (120.78 M2)

25 YEARS

10 YEARS

TECHNICAL CHARACTERISTICS

TOP LAYER
• DIRECT TO CORE
• 12MIL POLY URETHANE COATED WEAR LAYER
• HIGHLY DURABLE & SUPERIOR WEAR RESISTANCE
• SUPERIOR STAIN & FADE RESISTANCE
• ANTIMICROBIAL & EASY TO CLEAN
• VIRTUALLY ZERO MAINTENANCE
• MICRO BEVEL & MEDIUM WOOD GRAIN EMBOSSED
• HIGH DEFINITION ULTRA REALISTIC DIGITAL IMAGING

STONE CORE
• EXTRUDED STONE & POLYMER CORE
• 100% WATERPROOF
• GLUE-LESS INSTALLATION
• UNILIN 2G ANGLE-TAP-CLICK
• EASE OF INSTALLATION
• 100% VIRGIN MATERIALS
• EXTREME DIMENSIONAL STABILITY

UNDERPAD
• ATTACHED EVA UNDERPAD
• HIGH DENSITY
• SUPERIOR SOUND

DAMPENING & COMFORT

exactrims are available for harbour stone core plank
the perfect match. stone core trims.
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